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- 10" LEFT-TILTING SUPER 
T a = HEAVY- DUTY TABLE SAW 

3 HP, SINGLE-PHASE, 220V Motor 
Precision GROUND CAST IRON TABLE 

TasLe Size (w/ EXTENSION wings): 40/4" x 27 
EXTRA-LARGE HANDWHEELS 

CurriNG Capacity: 8° L & 26" R or BLADE 


YOU CAN ALWAYS DEPEND ON GRIZZLY! MEX VE BALL BEARING ARBOR Махмин Derm 


MAXIMUM RIP TO RIGHT: 25° Р оғ Cur @ 90°: 3° 
* WE HAVE 2 OVERSEAS QUALITY CONTROL MAXIMUM RIP TO LEFT. 11" á Maximum DEPTH 
OFFICES STAFFED WITH QUALIFIED 


TABLE HEIGHT. 37° қ br Сит @ 45°: 2/7 
GRIZZLY ENGINEERS PRECISION ы 7 DIAMETER ARBOR 
HUGE PARTS FACILITY WITH OVER 5нов Fox? Fence = t —1 Accepts DADO 
1 MILLION PARTS IN STOCK AT ALL TIMES Ў 


APPROX. SHIPPING Вілпев Up To "e 
24 HOUR ORDERING BY PHONE OR ONLINE WEIGHT: 290 185 MOTOR C Base DIMENSION: 


10" HEAVY-DUTY TABLE SAW 
WITH CAST IRON WINGS! 


1% HP 110/220V USA motor 

* TABLE SIZE: 27/7 x 4074" 
PRECISION GROUND CAST IRON TABLE ANO WINGS 
CUTTING CAPACITY AT 90°: 
CUTTING CAPACITY AT 45°: 


830,000 SQ. FT. PACKED TO THE RAFTERS WITH 20/7 x 20/7 
TOOLS & MACHINES APPROX. SHIPPING 
WEIGHT: 430 LBS. 


MOST ORDERS SHIPPED THE SAME DAY 


ALL MACHINES HAVE A FULL 1-YEAR 
GUARANTEE 


BUY DIRECT & SAVE! 


OSCILLATING SPINDLE 
SANDER 


G1023SL 


OSCILLATING SPINDLE 
SANDER 

1⁄4 HP, Sincue-PHase, 4.6 Amp, TEFC Motor 1 HP, бінбік-Рнаве, 110/220, TEFC Motor 

Precision GROUND Casr IRON 1474" x 14/7 Taste Titrs то 45° * Precision GROUND Cast IRON 25' x 25° Taste ТІ15 то 45° 

STROKE LENGTH: 1° STROKE LENGTH: 17 

Fioon-ro-Tagte HEIGHT: 39/4" FlooR-T0-TABLE HEIGHT: 35/7 

Buitt-in 2° Dust Buitt-in 4" Dust Соцестом Port 

Соцестом Port - 1725 RPM SPINDLE SPEED 


24" DRUM SANDER 


5 HP, 220V Овим Motor Drives 2 ALUMINUM SANDING DRUMS 
% HP Conveyor Motor Gives an 11 FPM Rate oF Fee 

2 Buitt-in 4° Dust Ports For Easy Hook-Up то 

COLLECTION SYSTEM 

ALL STEEL AND BALL 
BEARING CONSTRUCTION 
ЗТАТЕ-ОР-ТНЕ-ДЯТ 


[-] 3450 RPM SPINDLE SPEED = Т SPINDLE OSCILLATES АТ 72 SPM Computer BALANCED 
5 SPINDLE OSCILLATES АТ 64 к г 10 TAPERED & THREADED SPINDLE Sizes Drums 
STROKES-PER-MINUTE PERMANENTLY LUBRICATED HANDLES Stock UP TO 
Be SHIELDED & PERMANENTLY Batt BEARINGS 23/7 Wine ХУ” THICK 
LUBRICATED BALL BEARINGS Iwcupes 100 GRIT SLEEVE FOR APPROX. SHIPPING WEIGHT 
» - а * INCLUDES 80 GRIT SLEEVE EACH SPINDLE & GROUND STEEL 430 185. Е 
FOR SPINDLE, MITER GAUGE TABLE INSERTS р 
` a 12 AND WRENCH SET APPROX. SHIPPING WEIGHT. 300 LBS. 


APPROX. SHIPPING 
WEIGHT: 95 185. 


G9922 
EI 


132 PLANER/MOULDER 11⁄2 HP SHAPER 3 HP SHAPER 


" 
we ан Шұ а ашы Heavy-Dury 1% HP, 110/220V Motor Hean-Duwy 3 HP, Siue-Piase, 220V Мотоя 
ULDING | 2 INTERCHANGEABLE SPINDLES: У/ AND 94" w/Reversing SWITCH 
E PRECISION GROUND CAST IRON TABLE aye ye 5 
= Two SpinoLe ЅРЕЕО5: 7,000 AND 10,000 RPM З INTERCHANGEABLE SPINDLES: И, A” AND 1 


Rupsenizeo Steet Feeo Rowers 5 Two Spinote реко: 7,000 AND 10,000 RPM 
CurrERHEAD SPee: 5000 RPM TABLE SUE 208 v 18 3' SPINDLE TRAVEL 

PLanine Feen Rate: 24 FPM SEDE TAGS 
Moutoine Feeo Rate: 12 FPM SPINDLE Openings: 
Max. Cutting Wire: 13" ПИС ЗУ CANDS 


SiNDLE OPENINGS: 1%", 
2f, 4, AND БУ? 
PRECISION GROUND CAST 


-Т0- ж 
О E В Йш» то ПА Heinr. 3314 МАТЕ. ы 
Мах. Curtin DEPTH: 14" (PLANING) AES аты STANDARD 
Max. PRoFiLE DEPTH: 7” (MOULDING) 4 WiNG ATTACHED: 
NUM Uo Approx. SHIPPING WEIGHT: 220 185 307 x 287 


1% 4" Dust Port 
Approx. SHIPPING WEIGHT: 240 Lgs. 


FLoon-TO-TAgLe HEIGHT: 34" 
APPROX. SHIPPING 
WEIGHT: 353 185. 


(SHOWN WITH OPTIONAL 
EXTENSION WING) 


G1037 Rec.* 5795" 


De ГАЧ 51026 Bic-*650" 


G1035 Rro-5449^ 


REGULAR 


355 


LEASE \ 3 von SERES 570-546-9663 ` CSR@GRIZZL' CO 
QD T. Bff-583. 


CUEISTHAS SPECIAL sr 
OCTOBER 1st — DECEMBER 315, 


DE SERES: 15" PLANER 
W/ CABINET STAND 
3 HP, 220V, SiNGLE-PHASE MOTOR 
* Precision GROUND Сат IRON Вер 
CurrERHEAD SPEED: 5000 RPM 
* RATE oF FEED: 16 FPM & 20 FPM 
Мах. Cuming Wioth: 1474" 
Max. Curtin Heicht: 614° 


(weep) 20" PLANER 

DEST VALUE 3 HP, 220V, Sincte-PHase MOTOR 
—— 25%" x 20° Precision GROUND Cast IRON TABLE 
CUTTERHEAD SPEED: 4833 RPM 
Rare or reo: 16 FPM & 20 FPM 

* Мах. Cur. WiorH; 20° 

Max. Cur. HEIGHT: 874" 

* Max. Cur. DEPTH: A" 


1272" PORTABLE PLANER 
М4 2.НР, SINGLE-PHASE, 110V Moron, 15 AMPs 
—¥™ J “Мах. CUTTING Wiot 2% 
* Max. CUTTING DEPTH: Ув" 
2 HSS Knives 
Feen Rare: 25 FPM 
ON/orr TosaLe SWITCH 
* Max. Cutting HEIGHT: 6” 
+ Min. BoARD 


| 


^ » Max. Curtine DEPTH: 4° * NUMBER oF KNIVES: 
THICKNESS: Ув 
C RPM: 8,540 NUMBER oF Knives: 3 4HSS 
a HM * ALL BALL BEARING Dust ExHaust Hoon 


57 CUTS PER INCH 


CONSTRUCTION Has 5' Dust Port 
APPROX. SHIPPING m^ 
WEIGHT: 85 LBS. * APPROX. SHIPPING q PROX. 
У Weigh: 540 195. E SuipPing WT: 


785185. 


61033 


68794 with Stann ІЗ 610212 wm Stano 


6" X 47" JOINTER тос, ИЙ 6" X47" HEAVY DUTY = 8" X65" SUPER 


WITH HANDWHEELS Гесу JOINTER ) = HEAVY: DUTY JOINTER | 
4 1 HP, 110/220V, Sincue-PHase MOTOR - Bn OF sana VHP, Suet Phase, 110/220V Мотов PowesruL 1/4 HP, 220V, Ѕімвле-Рндзе MOTOR 
ЕНЕ! 14" RABBETING CAPACITY Puss BLocks (PRe-wine то 110V) 3-Kwire CUTTERHEAD 15 3” IN DIA. AND RUNS 
Fain Or SAFETY  Depru oF Cur. V MAX. Heavy-puTy One Piece STEEL STAND Pum Or Savery |М SHIELDED, PRE-LUBRICATED BALL BEARINGS 
3-Knire Ваш. BEARING CUTTERHEAD MBU AUN C ete Pusu Brocks: * Maximum DEPTH oF Cur is ° 
6" x 47" PRECISION GROUND TABLE * PRECISION GROUND CAST IRON BED ІМгЕЕ0 ТАВІЕ HAS RABBETING LEDGE 
n Ролу CoATED PAINT та 5 Super Heavy-Duty 


) Steet Stano Has BUILT-IN Cast IRON BED 


CHIP CHUTE 


INFEED & OuTFEED TABLES HAVE f RE-DESIGNED FENCE System 4 
HANDWHEELS FOR CONVENIENT Positive srops @ 45° & 90 
TABLE HEIGHT ADJUSTMENT 3 KNIFE Вац BEARING CUTTERHEAD 
Surer Heavy-Duty, CENTER- TABLE size: 6 X 47 
MOUNTED FENCE IS 4" x 29/7 Ж RABBETING CAPACITY 
APPROX. SHIPPING WEIGHT: 215 185. APPROX. SHIPPING 


WEIGHT: 235 185. 
G1182HW G11822X 


Heavy-Duty CENTER- 
MOUNTED FENCE 
APPROX. SHIPPING 
WEIGHT: 450 LBS. 
EE G1018 


Nu 538 


355: 


14" BANDSAW 


УНР, SINGLE-PHASE, 110V / 220V 


2 HP DUST COLLECTOR 
TOOL * 2 HP, 220V SINGLE-PHASE 


16" BANDSAW 
2 HP, 110/220V (PREWIRED FOR 220V) 


Precision GROUND CAST IRON Motor with TEFC CAPACITOR START Motor 
CoNsmucrioN Precision GROUND CAST IRON TABLE PORTABLE Bast Size: 
Maximum CUTTING HEIGHT: 6/4" 21/7 х 33у" 


3 BLADE SPEEDS: 
2275, 2720, 3265 FPM 
* Max. CurriNG WiprH: 162^ 
Мах. CurriNG HEIGHT: 77" 
“ Taste Tits: 10° L & 45° R 
e TABLE Size: 17 x 17 
* BLADE LENGTH: 113° 
Brane WiprH: 14" то 1" 
OvenaLL HEIGHT: 72" 
* INCLUDES 7" BLADE, FENCE AND 
Miter GAUGE 
APPROX. SHIPPING WEIGHT: 456 185. Ў 


Taste HEIGHT ABove FLoon: 43" 
Сілтіме Capacity/THRoAT, 13/7 
Taste Titts 10°LeFT, 45° RIGHT 


STATIC PRESSURE: 12.3" 
AIR Suction Capacity: 
1550 CFM 

‘STANDARD BAG FILTRATION: 
30 Micron 

Motor Амр Draw: 

12 Amps (220V onty) 
APPROX. SHIPPING 
WEIGHT: 130 185. 


Bune Sreeos: 3300 FPM 
Brane LENGTH: 917" - 9314" 
INCLUDES 74" BLADE, AND 
Мітен GAUGE 
• Approx. SHIPPING WEIGHT; 203 LBS. 
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ibration Melamine & Laminate Saw Blades...by Freud 


In the past, the best way to make clean, chip-free cuts 
in double sided laminate was to use an expensive panel 
saw with a separate scoring blade. 


Not any more... 


Freud's new Anti-Vibration Double-Sided Melamine & 
Laminate Saw Blades are designed to produce razor Melamine Cut with Freud Blade 
sharp, chip-free cuts in double-sided man-made materials. 


Standard saw blades vibrate, causing chipping. 
Freud's unique Laser-Cut Anti-Vibration Slots virtually 
eliminate vibration and sideways movement of the cutting 
edge against the material. Now, in one easy slice, you 
can create flawless and chip-free cuts in man-made 


materials, on a standard table saw eliminating the need for Ы E. 
a separate scoring Blade. Melamine Cut with 'Other' Blade 


The 10" blades have 80 carbide teeth in a negative 
hook, triple chip grind (TCG) tooth design for long life and 
optimum performance. The specially formulated Sub 
MicroGrain Carbide is designed to withstand hard, 
abrasive man-made materials, prolonging the cutting life of 
your blade. The Psychology of Woodworking 


(that prevents heat and pitch build up increasing the 
cutting life of a saw blade) or traditional polished finish. 


CERTIFICATE REGISTRATION 2 12 100 9159 


FOR MORE INFORMATION CALL 1-800-472-7307 


Whether you're a production shop or a custom IN Meee ee 
woodworker, Freud makes it easy for you to create pata 
endless chip-free cuts in abrasive, double-sided man- Red saw blades are a registered trademark 


| 
| 
These blades are available either with Teflon? coating ISO 9002 
made materials. of Freud TMM, Inc. | 
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12 simple marking gauge 
This seal is your assurance that we build - 
every project, verify every fact, and test 42 sit-a-spell hall bench 
every reviewed tool in our workshop to 48 country coatrack 
guarantee your success and 
complete satisfaction. 58 arched candle holder 
60 mission-style shelf clock 
70 child-pleasing pendulum cradle 
74 scrollsawn tree ornaments 
76 reindeer winter scene 


82 one-day workbench 
88 grade A desk 


14 marking gauge know-how 
See how this traditional hand tool 
will improve your woodworking accuracy. 


20 give angled corner splines a try 
With a simple tablesaw jig, add a decorative 
look to boxes, trays, and other projects. 


26 dealing with wood defects 
Save money by salvaging less-than-perfect 
lumber with this bag full of tricks. 


78 rubbing out a finish 
Enhancing the sheen of your projects is a 
lot easier than you may think. 


29 battery-fired brad nailers 
Catch the latest in three ground-breaking 
tools that have gone hoseless. 


64 random-orbit sanders 
We test 13 models to see which ones 
provide the finest and fastest results. 


96 shop-proven products 
Don't miss these hot new tools. 


24 is your finish food-safe? 


52 timber framing from the ground up 
Now this is how a woodworker builds a 
house, fancy joints included. 


4 editor's angle 
6 sounding board 
16 ask WOOD 
31 wood anecdote 
32 shop tips 
40 at your service 
112 what's ahead in our next issue 


|e.cc for free woodworking plans, tips, shop tours, and more. 


Visit our Web site at 


editor’s angle 


How to get more 
of a good thing 


Readers often tell me that 
the only way to improve 


WOOD magazine is to come 
out with an issue every 
month. We now have a 
solution to that suggestion. 


S of us just can't get 
enough woodworking infor- 
mation. We're sawdust junkies, 
and our appetite for woodworking 
wisdom knows no limits. For us, 
the 6-8 week interval between WOOD 
magazine issues is 3-4 weeks too long. 

With that in mind, we've come up with 
а new publication tailor-made to your 
needs. It’s not a traditional publication 
that's delivered to your mailbox. Instead, 
it arrives at your computer via e-mail six 
times a year, timed to bridge the gaps 
between issues of WOOD magazine. 

This new publication is called WOOD 
Extra. Like the magazine that you hold in 
your hands, WOOD Extra has complete 
building instructions for six projects in 
every issue, shop tips, a major skill-build- 
ing technique, and the latest tool scoop. 
You'll also find a calendar of woodwork- 
ing events around the country, a book 
review, tips for using the Web, and dis- 
counts on tools. 

It's a great deal at the introductory half- 
off price of $12.95 per year. That's a good 
investment if you build just one of the 36 
projects yearly, or get a 10 percent dis- 
count on one or two tools. You can even 
go to your computer right now and sample 
the premier issue absolutely free at wood- 
extra.com. To find out more, see page 93. 
We're pretty excited to bring you this new 
product, and think you'll be pleased with 
it as well. 


. tools that test best. 
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Check out our 
new tool seals 
We recently invited members of the Des 
Moines Woodworking Club to our 
shop and offices for pizza, 
pop. and a frank discussion 
about what they would like 
to see in our tool reviews. 
Among other input, they voiced 
their unanimous endorsement 
for "WOOD magazine- 
approved" seals to accompany 


So, we've augmented our tell-it-like-it-is 
tool recommendations with the seals 
shown here. The “top tool" seal signifies 


| precisely that—the top-performing tool in 


the test, regardless of price. For those of 
you on a tool budget (yours truly includ- 
ed), we award the "top value" seal to the 
tool that offers the best combination of 
performance and down-to-earth price. 

I hope these new developments meet 
with your approval. As always, I await 
your comments at woodmail@mdp.com. 
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UAM DESIGNED FOR PRACTICAL USE 


The Strongest Mobile Base on the Market! 
Our mobile bases are made with thick walled rectangular 
tubing and welded construction for unsurpassed strength! 


РОХ VY-DUTY MOBILE 


‘The heavy-duty casters are arranged on outriggers allowing 
the machine to sit as low as possible and yet be extremely 
stable. Swivel casters on two corners provide excellent 
maneuverability. The base can be assembled іп any of eight 
configurations providing maximum flexibility of use. The 
unique two-piece retractable feet prevent movement of the 
bases and balance the base on uneven floors. 


D2058 shown holding up 
5,000 Ibs. during testing! 


Both D2057 and D2058 have been 2260 

selected for this prestigious award. MINI MOBILE BASE 
ween 2 ІШЕ from d x 144" to 17" x 21A 
MAGAZINE 0 paci 

* Weighs 32 Ibs. D205 

SUPER HEAVY-DUTY 

MOBILE BASE 

HEAVY-DUTY MOBILE BASE * Adjusts from 18" x 24⁄4" to 

* Adjusts from 19" x 204" to 29⁄4" x 29%" 28" x 33" 

* 700 Ib. capacity 1300 Ib. car 

Weighs 47 lbs. * Weighs 6l lbs. 


"TOP VALUES 
v 


jacit 


Circle No. 1824 


(Alosaurs 4 AVAILABLE FROM QUALITY DEALERS NATIONWIDE 
Mobilus) : _¢ » н е 4 


(00051011) 


ATIONAU ING: 


459302958 c 3 i Customer Service: (360)734-3482 FAX: (800)647-8801 


sounding board 


Our bulletin board for letters, comments, and timely updates 


Woodworking warriors ide battle in the warehouse 


In late July, WOOD® magazine sent its 
top craftsmen and designers to compete 
in the popular cable reality show 
Warehouse Warriors on DIY—The Do 
It Yourself Network. The WOOD crew 
and their opponent from another maga- 
zine were challenged to design and build 
an armoire in eight hours using only the 
materials on hand. Did you get that? 
Eight hours! Who won? You'll have to 
tune in to find out. Trust us, the quality, 
creativity, and craftsmanship of the 
entries will blow you away. Here are the 
episode's broadcast times for the net- 
work's fall lineup: 


DATE 


October 14 
(premier) 


October 19 


TIME (EST) 


November 20 


November 24 


WOOD magazine's team (from left in red shirts) Jeff Mertz, Chuck Hedlund, and Kevin 
Boyle pose proudly, along with DIY carpenter Jay Baker, before the armoire they 
designed and built in just eight hours while competing on TV's Warehouse Warriors. 


Amusing observations from a woodworking rookie 


Whether you've been working with wood 
for a short time or a lifetime, it's hard to 
forget the rush of excitement derived from 
your early days in the shop. Here's how 
Scott Spencer, a newcomer to the craft, 
humorously expressed his feelings about 
his hobby while participating in the 
General Woodworking forum at 
www.woodonline.com: 


IW My shop is too small. 

В Му “rookie” season might last a 
couple more years. 

ШІ don't have enough tools. 

В Deck-building tolerances and furniture- 
building tolerances aren't the same. 

WI filled a garbage can with sawdust! 

E The square from the “$1 store" isn't. 


E Friends and neighbors won't notice the 
41 flaws in a project. 

Е Having ten fingers is a blessing. 

ШІ don't have enough clamps. 

Wit looks so easy when Norm does it. 

B "Square" is not a given. 

W Measure twice and take 3 or 4 nibble 


cuts until you build up your confidence. 


ШІ hate tear-out. 

lil Biscuits are your best friends. 

Ш Sawdust is everywhere. 

В You "nuts" who spent hundreds for a 
dust collector....well, you aren't... 

E Because | have a tablesaw, my 
neighbors think | do plumbing too. 

E Every step takes three times longer 
than | thought it would. 

В The WOOD Talk forums are cool. 


E Staining and topcoating a project is 
fun for about 30 minutes. 

E it takes at least 3 hours to stain and 
topcoat a project. 

В Tossing scrapwood is hard to do. 

BW The guys who took woodshop in 
school were smarter than | thought. 

E Giving the kids a dollar to sweep up 
the sawdust only works twice. 

E Kickback is as dangerous as everyone 
says it is. 

lli Every new project justifies a new tool. 

II My lawn doesn't look as nice as it 
used to, and | don't care. 

ШІ stare at my creations for hours. 

I’m lovin’ every minute of it! 

— Scott Spencer, Rochester, New York 


Continued on page 8 
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QUICK-CHANGE® 


Bar Clamp /Spreader 


©2002 ANERICANTOOL 


Makes 
Do-It-Yourself 
do-able by yourself. 


ті 


Quici-vise"" 
Portable Vise 


Curved Bar Clamp 


QUICK GRIP 


The QUICK-CHANGE? Bar Clamp/Spreader is reversible, changes quickly, and does what you tell it to. 
QUICK-GRIP® Clamping Tools — they'll change the way you work 


www.quickgrip.com/quickchange Circle No. 752 


sounding board 


In praise of the Patriot's Plaque 


Thank you for the plans for the Patriot's School for the Boulder City, Nevada, plate backing, with metal offset-printed 
Plaque (issue 139, shown below right). Fire Department. plates bearing everyone's names and a 
They arrived just as | started Rookie In our department, each graduating message of gratitude. | think the overall 
class traditionally makes a plaque to impact is phenomenal. Thanks again 
celebrate and to thank those who from the rookie class of the 2002 
trained us. As our class started talking Boulder City Fire Department! 
about what we were going to do for our Tim Mikita, Boulder City, Nevada 
plaque, | came back to the issue and 
started working on the flag project. А 
t i 1 
Instead of painting it, | used maple Write Us! 22 
n 0 you have comm: H n Й 
апа chenry for ће stripes, and black or maybe even a compliment specifically relating to 
walnut for the star field. The flag is an article that appeared in WOOD® magazine? 
mounted to an aluminum diamond- Please write to: 
Sounding Board 


WOOD magazine 
1716 Locust St., GA-310 
Des Moines, IA 50309-3023 


or, if you prefer, you can send us an e-mail at 
soundingboard@woodmagazine.com. 

Due to the volume of letters and e-mails we 
receive, we can respond to and publish only 
those of the greatest interest to our readers. 
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FIRE STATION 35 PLAN. CULVER'S BAKERY PLAN 
30"H x 31"W x 18"D OFS-#1088 28"H x 16"W x 13"D OFS-1089— 


51"Hx 30 W x13"D OFS-#1087 0-2 ў 
Simple plywood construction and lighting 


Starter Set Special 
for WOOD* Magazine 
Readers 


Everything you need to 
start making pens on 
your mini-lathe, 
Includes: 

5 Slimline pens 

5 Slimline pencils 

Squaring tool 


Pre-Drilled Rosewood 
Pen Blanks 


Epoxy Glue 

Finishing Polish 
Turning Chisel 

7mm Drill Bit 
Slimline Pen Bushings 
Pen Mandrel 


Save $30.00 


#WSTARTE 

for lathes with #1 MT 
(fits Carba-tec? Ryobi*) 
$56.95 (ups $6.50) 


#WSTARTF 

for lathes with #2 MT 
(fits Delta? Jet*) 
$56.95 (ups $6.50) 


We have everything you need to make... 


I 


І 


customers proudly display their creations at craft 
fairs all over the country. Our catalog is crammed 
with ideas and the stuff to make 

a reality. 

7-7297 to get your 


Everything you need; lathes, tools, exotic woods, 
finishes, and hundreds of unique project kits. 

Do you have a mini lathe, and are 
looking for projects to make? Look 
no further. Don't have a lathe? Don't 
worry, we carry a full line of mini- 
lathes and a 


those ide: 
Call 1-80! 
free 56 page color catalog, or visit 


ories — in fact we us on the web. 
carry everything you need. Our staff. 
is ready to answer your questions and 
help you get started. 

Turning pens, and other small items on your 
mini lathe is fun and rewarding. You can give your 
creations away or sell them. Thousands of our 


800-377-7297 wit ponnstatelid on 


New 2hp Cyclone 
cartridge system filters 
.5 micron particles. PS! 
Cyclones capture 99% of 
debris before the filter! 


#TEMPESTC Cyclone 
$695.95 (call for ups) 


Circle No. 2156 


We have dust collecting in the bag 


Choose from our full line of dust collectors and accessories. From commercial shops to 
at-home shops, we have what you need: Dust collectors, air cleaners, remote switches, 
duct work, hose, and much more. Our experts will help you set up your dust collection 
system. Call us today at 1-800-656-4767 to speak to a technical representative, or call 
1-800-377-7297 to order our free catalog. You can also visit us on the web at 
pennstateind.com. 


f 
ө 


2hp collector generates 
1350 CFM — our most 
powerful system. Perfect for 
multiple machines and long 
runs. Free 50' hose. 


The DC2-5 has a 1-1/2hp 
motor which develops 1100 
CFM. It runs effortlessly on 
110V and fits in any shop, 
large or small. 


This is our most popular 
collector, no wonder its 
won so many awards! 
1hp/850 CFM. Perfect for 
single machines. 


Call for our free 56 page 
color catalog. It is filled 
with dust collectors, 
lathes, pen project kits, 
and much more! 


#DC250SE Dust Collector 
$344.95 (call for ups) 


#DC2-5 Dust Collector 
$299.95 (ups $42) 


#DC1B-XL Dust Collector 
$229.00 (ups $31) 


call 1-800-377-7297 
to order, its free! 


Circle No. 1623 


a 
S 
8 
б 
2 
9 
E 
o 


550 or 51007 
It's your choice. 


Buy one of 12 qualifying machines and we'll reimburse 
you $100 when you purchase any additional JET, 
Powermatic, or Performax machine OR up to $50 on the 
purchase of our accessories. Pick up your second machine 
or accessories immediately — or until March 31, 2003. 


Look for the green tags on the industry's hottest sellers at 
participating dealers. Cold, hard cash. It's an easy choice. 


Offer valid October 1, 2002 through March 31, 2003. For promotion details, 
visit your dealer, see our website at www.jettools.com, or call 1-800-274-6848. 


great ideas 
for your shop 


Simple but effective 


marking 


gauge 


In a short evening, you can 
turn a few scraps of wood 
into an accurate, easy-to- 
use layout tool. 


creating crisp, repeatable layout 

lines. Consisting of a beam, a sliding 
fence held in place by a small wedge, and 
a scribing point, this time-tested tool sets 
up quickly. (To learn how to use it, see "A | 
Case for Marking Gauges" on page 14.) 

To build one, start by cutting the beam | 
to the size shown in the drawing, right. 
Then, to create the thumbnail profile on | 
one edge, chuck a 2" round-over bit in 
your table-mounted router, and rout the | 
partial round-over using just a portion of 
the bit. Now drill a hole near one end to 
receive a 6d finish nail. Insert the nail, 
allowing the point to project 14". Cut off 
the head leaving 14" exposed on 
that end, as well. Then sharp- 
en both ends to create the 
scribing pin. 

Make the wedge by tracing 
the full-size pattern onto a 
piece of 5&x4»x2" stock, 
running the wood's grain 
lengthwise. (An oversize 
piece is safer to handle as you shape the | 
wedge.) Bandsaw the wedge to shape and | 
then sand it smooth so it slides easily | 
against the beam and fence. 

To create the fence, first cut it to shape 
using the full-size pattern as a guide. 
Next, bore a 35" hole through the fence 
where dimensioned. Using chisels, a flat | 
file, and a round file, expand the hole, 


Т: tough to beat a marking gauge for | 


and shape it into an opening that fits 
the beam and wedge. Note that one 


_ side of the opening tapers to match 


the wedge. Be sure to test-fit the 
beam and wedge periodically as you 
shape the opening. 

To protect the marking gauge, top 
it off with a couple of coats of 
oil finish. 4 
Written by David Stone 
Project design: Kevin Boyle 
Illustrations: Mike Mittermeier; Lorna 


Johnson 
Photograph: Marty Baldwin 


Fence 


File corner radius 
to match beam. 


194" radius 


a 34" hole 


= ту" 


| 


| sg! а 5" а] 


ДЕ; 1" 


FULL-SIZE FENCE PATTERN 


Scribing pin 


6d nail cut to 1%" long and 
sharpened at both 


32" hole 


Beam 


vat 
EXPLODED VIEW d, 
T 
dis p 5 radius 24 
x = ve v2" partial 
va ES 5 = is round-over b 
= 2" : - 3 
FULL-SIZE WEDGE PATTERN 
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GRIZZLY PRESENTS 


мд жай amd musa жб d bf к елей 


е have redefined what a 14" bandsaw should be like and have incorporated 
features into this saw that normally are either optional or unavailable on other 
bandsaws on the market. 


HINGED 


DOOR COVERS — QUICK BLADE 


x < 
88 а CHANGE 5 \ E 1А, E 
~ | LEVER ON BACK 2 i 1] = 
29 | 2 ме 


UPPER & LOWER 
BALL BEANING GUIDES 
INCLUDED! 


POWDER COATED PAINT 


FOR DURABILITY & SHARP LOOKS! oe 


DELUXE HEAVY-DUTY 
FENCE INCLUDED 


OTHER FEATURES: 
POWERFUL | HP 110/220/ MOTOR 
FASTEST BLADE CHANGE IN THE INDUSTRY 
TAKES STANDARD 92/7" BLADES 
FROM 14" TO 7A" 
MAX. CUTTING HEIGHT: 6'4" 
SOLID CAST IRON CONSTRUCTION 
FULLY BALANCED WHEELS FOR 
SMOOTH RUNNING 
INCLUDES 4" DUST 
INCLUDES MITER GAUGE 
APPROX. SHIPPING WEIGHT: 210 LBS. 


PRECISION GROUND 


ЕЕ CAST IRON TABLE 


S 


T 


2 SPEEDS 


VISUALLY APPEALING STAND 
WITH STRUCTURAL BRACKETS THAT 
DOUBLE AS SHELF BRACKETS 


a Aow All Grizly® machines " OPTIONAL ITEMS: 


E) rur 
Ge аны H3051 RISER BLOCK KIT 
Raises cutting height to 12". 


MODEL G0555 Г | Indudes block, mounting hardware 
" and blade. 
им | | Б Т DM  |-------------------- 
INTRODUCTORY PRICE : j G73 14 HEAVY-DUTY 


' MOBILE BASE 


This patented base is the most stable 


"09 


ANYWHEI 
СОМЕН 49 STATES 


on the market with outrigger-type 
supports. Adjusts from 19" x 20/4" 
to 29'A" square. 600 Ib. capacity. 


Circle No. 583 


AVAILABLE OCTOBER 2002 


- n z here is absolutely no other company in the world that has a larger 
/у) selection of bandsaws than Grizzly. We know bandsaws inside-out 
Ё 


йт? 


"д РУ“: and our numerous years of selling bandsaws has culminated in this 
Industriali incredible 14" saw shown above. You will not be disappointed! 437802658 
Receive a FREE GIFT CUSTOMER SERVICE: (570) 546-9663 • FAX: 1-800-438-5901 
ith li der! 

| grizzly com ое 1-800-523-4777 
2 Overseas quality control offices staffed with 24 Hour ordering by phone or online кел m =a 
qualified Grizzly engineers. Our huge parts department is stocked with — 
Most orders shipped within 24 hours. over a million parts at all times. MEDIA CODE 


AD 1494 


the pros know 


a case for 


marking 


gauges 


hen it comes to marking cut- 

lines and laying out joints, 

it's hard to beat the simplicity 
and accuracy of a marking gauge. To 
uncover the fundamentals of marking 
gauge setup and use, we consulted 
renowned master craftsman Frank 
Klausz. Here's how Frank gets the most 
from his favorite layout tool. 


What a marking 
gauge can do for you 
A marking gauge provides a fast and 
accurate way to mark lines parallel to the 
edge of a workpiece, either with the grain 
or across it. A marking gauge's advantage 
over a pencil is that its pin, which Frank 
sharpens to a knife edge, produces a very 
fine mark that does not broaden, and it 
scores the workpiece for chiseling and 
saw cuts (preventing splintering). Here are 
a number of ways you can use one: 

* Mark the center of boards for resawing. 

* Mark stock edges for joining. 

* Lay out lines for cutting joints, such as 
dovetail or mortise and tenon. 


The gauge’s parts 

The basic marking gauge consists of four 
parts: an 8- to 12"-long beam, a fence, a 
fence-locking device, and a marking pin, 
as shown on Drawing 1. The fence slides 
along the beam to set the required mark- 

ing distance to the pin. A locking device, 
such as a thumbscrew or wedge, secures 


. thumbscrew 


: SIDE VIEW 


the fence to the beam at the set position. 
Some gauges have a removable marking 
pin, which makes it easy to sharpen the 
pin or replace it. Also, the beams of some 
gauges are ruled to allow for direct setting 
of the marking dimension without the 
need for measuring. 

One type of marking gauge, a mortising 
gauge (photo above), has a single marking 
pin for general layout and another pair of 
pins on the opposite side of the beam for 
easy mortise layout. One pin is fixed and 
the other slides in the beam to set the mor- 
tise width. 


Let's get to the point 
For a marking gauge to work correctly, 
Frank notes, you need to focus your atten- 
tion on its smallest part—the marking 
pin—and make sure it has the correct 
shape, projection, and angle. 
е Shape: Most new marking pins һауе 
| a conical point, which will tear wood 
fibers rather than slice through them. To 


prevent this, 
sharpen the 
pin to a knife 
| edge, as 
shown on 
Drawing 1a. 


EE РІМ SHAPE DETAIL 


Grind or file tip to a knife 
edge and buff smooth. 


Locking 


END VIEW 


| edge, and apply light pres- 


• Projection: For best control, adjust the 
in so it projects Yio" from the beam. 

* Angle: Because a gauge works best 
when you pull it toward you, angle the 
point approximately 5? away from 
the fence, as shown on Drawing 1b. The 
angled pin will draw the fence against 
the edge of the stock when marking. 


IV] PIN ANGLE DETAIL 


I Репсе 
Knife edge angled 


| away from fence 


| 
7. | | Direction 
E =|| of 
pesi 


GAUGE 
(BOTTOM Se 
VIEW) |. E pu 
| Lge x 


Tips for using a gauge 

Because the fence follows the stock’s 
edges, make sure they are straight and 
smooth for accurate marking. 

* After securing the fence, recheck the 
setting to be sure it hasn’t changed. 
Practice marking on scrap first to verify 
the setting. 

* Position the fence against the stock's 


sure to keep it flush. 
Rotate the beam so the pin 
is at an angle to the stock 
(as in the photo above), 
then lightly drag the gauge 
to make your mark. # 


Frank Klausz, of Pluckemin, 
NJ, works out of his unpre- 
tentiously named “Frank’s 
Cabinet Shop.” 


Projection Marking pin 


FIRST WE RAISED THE BAR. 
THEN WE LOWERED THE PRICE. 


Due to heavy demand, 
quantities are limited. 

Check with your distributor 
for availability. 


Introducing the innovative JET 10" SuperSaw: 


It's the attention to detail that reference guide. It has a brand-new fence rail, plus thoughtful details 


sets this saw apart, so let’s cut fence with magnified cursor and like a reset button and power 

to the chase. Compared to the micro adjustment. And it's heavier ^ indicator light. 

competition, the JET 10" SuperSaw — than the competition, with a fully So to review, the JET 10" 
features two solid cast-iron wings enclosed cabinet, larger dust port, SuperSaw has better specs, more 
instead of stamped steel giving it and wider stance that makes it far features, and a warranty that's 
twice the cast-iron work surface more stable. The SuperSaw is also twice as long. Oh, and did we 

of other saws. Its optional sliding the only saw on the planet that mention it costs hundreds less? 
table boasts a miter gauge with 4 includes an on/off switch that can Yes, hundreds. Visit your JET 


T-slots for jigs and a handy angle be positioned anywhere along the distributor for more details. 


7 ENS 
de For a free 23-minute video " E 


SS showing everything the SuperSaw can do, 
SEM 


call 1-800-274-6848 or visit jettools.com. 
5% BU Powermatic, Performax and JET. A Family of Brands. 


ask wood 


Answers to your questions from letters, 


e-mails, and WOOD ONLINE 


Steel vs. wood 
for a workshop 


After working in my basement 

for a number of years, I’m 
going to take the plunge and put up a 
detached building as a workshop. 
What are the advantages and disad- 
vantages of all-steel kit buildings, as 
compared with a conventionally 
framed and sided building? 

—Bill Shaw, St. Paul, Minn. 


Bill, if you're thinking about a 

large building, steel is the more 
practical choice; you can have a wide, 
tall space without any interior supports. 
For a more typical workshop, compara- 
ble in size to a two-car garage, the deci- 
sion gets more complicated. 

Steel and bolts certainly produce a 
strong, solid building, but make sure you 
won't have problems with rust on the out- 
side or condensation on the inside. Before 
you buy from a particular company, ask 
for names of previous buyers in your 
area, and arrange to inspect one yourself. 

If that building looks sound, figure out 
how much time, effort, and money it will 
take to give interior walls the appearance 
you want, and how you'll provide for on- 
wall storage. The combination of steel 


and, in some cases, a curved wall calls for | 


a different approach than a conventional 
building. Also, look into any local build- 
ing regulations that might affect your 
choice. 

Once you've decided what you want in 
terms of square footage, doors, and win- 
dows, compare the cost of one building 
style with the other. We asked at a home 
center for a rough estimate on a conven- 
tionally built building, compared those 
numbers to a steel kit price, and didn’t 
find much difference. 


| Steel buildings look a 
| lot different inside 


than conventionally 
framed ones. On-wall 
storage is a factor to 
consider, too. 


Remember that kit prices generally 
don’t include a concrete floor, wiring, 
heating and cooling, or insulation. 
Determine whether you'll need machinery 
to unload and move parts, and how many 


| people you'll want to help with the con- 


struction. Finally, before you order, ask 
about guarantees, style options, and the 
availability of advice via phone. 

Here’s a list of steel kit manufacturers: 

* Aztec Steel, 800/891-6733, 
www.steelspan.com 

* Future Steel, 800/668-8653, extension 
1333, www.futuresteel.com 

* Miracle Truss, 800/663-0553, 
www.miracletruss.com 

* Pioneer, 800/668-5422, 
www.pioneersteel.com 

* Steelmaster, 800/341-7007, 


www.steelmasterusa.com 


e U.S. Buildings, 800/463-6062, 
www.us-buildings.com 
—WO00D® magazine 


| The straight story 


about jointers 
I'm just starting to use a jointer, 
and so far the results are disap- 
pointing. | seem to put a bow into 
every board. What am | doing wrong? 
—Bob Markel, Ann Arbor, Mich. 


Recheck your jointer setup, prac- 
tice the right work habits, and 
you'll straighten out this problem, Bob. 


Unplug the machine, and make sure the 
knives are all set at the same height, and 
parallel to the infeed and outfeed tables. 
Then, set the outfeed table so that it's 
level with the cutting edge of a knife at 
the top of its rotation. If it's too high, 
you'll get a concave surface on your 
workpieces; too low, and you'll remove 
too much wood at the back end of the cut. 

Before you run a board across the joint- 
er, sight along the surface. If it’s convex, 
let the ends go untouched by the knives 
for the first couple of passes while you 
smooth the middle portion. If it’s concave, 
let the middle ride high while you mill the 
ends. On the final passes, apply downward 
pressure on the board over the outfeed 
table to keep the board flat. 

--М/000 magazine 


An aluminum straightedge, such as this 
torpedo level, can't nick jointer knives, 
So it's ideal for setting an outfeed table. 


Continued on page 18 
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* Micro-fine depth adjustments 
in 1/64" increments 

* Precision machined motors 
and bases 

е Concentricity gauge 


dam —À 
411 ІШ! i h 


Han 


e 2-1/4 maximum HP/12 Amp EVS 
with full feedback control and 
soft-start motor 

1-3/4 maximum HP/11 Amp motor 


ЕР: 


• Interchangeable motors and bases 
• Quick release motor latches 


% Tool-free, adjustable motor 
cam lock 


e Detachable cordset . 

* Through-the-column dust 
collection on plunge base 

* Rubber, overmolded handles 


Accuracy. Power. Versatility. Its what the new DeWALT® router system delivers. The new DeWALT router 
system consists of two motor packs, a 2-1/4 maximum HP EVS or 1-3/4 maximum HP motor and three 
interchangeable router bases: fixed, plunge and D-Handle. The fixed base and D-Handle provide superior 
oh accuracy through a micro-fine depth adjustment ring and concentricity gauge to ensure bit concentricity. The 
plunge base offers through-the-column dust collection and the smoothest plunge stroke for accuracy and 
control. The ergonomic D-Handle base features a detachable cordset that plugs into both motor packs directly 
from the handle. The new DEWALT router system: where woodworkers get their edge. | 


For more information, call 1-80 0-4 Г or visit our web site at 


©2002 DEWALT. The lollóuing are Irademarks for one or more DEWALT Power Tools and Accessories: The yellow and black color scheme; the *D'-shaped air intake gril the атау ot pyramids on the handgrip; he" 
kit box configuration; and the array of lozenge-shaped humps on the surface of the tool H 


WIN 
FLOOR SEATS 
AND BEAUTIFUL 
WOOD FLOORS- 
COURTESY OF 
VARATHANE- 


Now you can achieve beautifully 
refinished wood floors by yourself 
with Varathane® Diamond Wood 
Finish premium polyurethanes. With 
Varathane the result is a professional 
finish with long lasting durability. 
And now, Varathane is giving you the 
opportunity to see your favorite pro 
basketball players in action. The 
America's Most Flawed Floor Contest 
will award one Grand Prize 
winner with everything needed to 
refinish their wood floors, including 
Varathane Diamond Wood Finish 
products, as well as two floor seat 
tickets to the most star-packed 
professional basketball game of the 
year (travel and hotel included). 


FLOORS 
FLOORS THIS BEAUTIFUL 
HAVE NEVER BEEN SO EASY. 


Contest is open August 1 — November 30, 2002 to 
adults ages 18 and over, Enter online at varathane.com, 
or mail entries, including first and last name, date of 
birth, address (including zip code), telephone: number, 
color photograph of your wood floor. id.a desc ті 

іп 100 words or less of why your wood floors need to be 
refinished. Mail entry in a stamped envelope to: 
America's Most Flawed Floor Contest, 200 E. 
Randolph Dr, 63rd Floor, Chicago, IL 60601. Entries 
must be postmarked by Saturday, November 30, 2002. 
No purchase necessary. Void where prohibited. For 
official contest rules visit varathane.com 


www.varathane.com 22002 Rust-Oleum Corporation 


wood 


Start using stops to 
hold glass panels 

What's the best way to secure a 

glass panel in a cabinet door? | 
planned to use glazier's points and sili- 
cone caulk, but | suspect there's 
another method that would give the 
project a nicer appearance. 

—Dave Sykes, Carrollton, Texas 


We like wooden stops, Dave. 

They blend with the rest of your 
project to provide a much more profes- 
sional look, they don't require a great 
deal of work, and they're easy to remove 
if you need to replace a broken pane of 
glass. A flat strip of wood set into the 
rabbet atop the glass does the job. If the 
front of the door has a routed profile 
along the inside edges, take the time to 
match that profile in your stops. Predrill 
several holes in the stop, making sure to 


heads below the surface of your wood 
stop. Fill the holes with a putty that's 
close to your finished wood in color. 


stay clear of the glass, and attach the 
stop with small brads. 

For a long-lasting, rattle-free panel, size 
the glass 1⁄4" smaller than the opening, 
both horizontally and vertically. Fill the 
resulting 14" gaps with foam weather 
stripping or "Space Balls" (available from 
Woodcraft; call 800/225-1153 and order 
item number 142284 to get a package of 
100 for $4.99). The glass fits snugly, but 
won't crack when the wood moves. 

—WO00D® magazine 


Got a question? 

If you're looking for an answer to a woodwork- 

ing question, write to Ask WOOD, 1716 Locust | 
St., GA-310, Des Moines, IA 50309-3023 or 

send us an e-mail at askwood@mdp.com. For 

immediate feedback from your fellow wood- 

workers, post your question on one of our 

woodworking forums at 

www.woodonline.com. 


INFORMATION 
WORTH WRITING 


Top-quality catalogs and brochures 
from the nation's leading wood- 
working companies; the easy way 
for those who enjoy woodworking 
to explore products and services 
that will enhance the entire 
experience. Before you start your 
next project, turn to the back of this 
magazine, complete the order card 
and receive a wealth of... 


INFORMATION WORTH 
WRITING FOR 


See Page 104 
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Take pride in a job well done when you refinish your floors with Varathane. 
Varathane is the premium polyurethane created to give your wood floors 


new luster and durability. It's formulated specifically to prevent scuffs 


FLOORS THIS BEAUTIFUL 
and scratches better than the competition, making it the perfect way to HAVE NEVER BEEN SO EASY. 


complete your do-it-yourself floor-finishing project. Just look for the Varathane Floor Finishing Center at your local home center 
or hardware store, where you'll find everything you need to refinish your wood floors. Varathane- the premier name in wood 
care- Interior, Floors and Outdoor- for over forty years. 


©2002 Rust-Oleum Corporation Circle No. 118 varathane.com 


just-right joinery 


A slight tilt of a saw blade 
gives your corner splines 
a whole new look. 

I work to put a new 

spin on traditional 


splined miter joints. Just 
install the splines at an 
angle, as we did above on 
a maple-and-walnut letter 


ач 


#8 x 2" EH. 
wood screws 


— 


t doesn’t take much 9" 


tray, and you get eye-catching results. 


First, make a simple spline-cutting ТЕ 


jig for your tablesaw, as shown at 
right. Then, mark three evenly spaced 
spline locations on a piece of scrap the 
same width as the tray side. 

Install a blade in your tablesaw that pro- 
duces the flattest possible kerf bottom. 
(We used an outside blade from our dado 
set.) Tilt the blade to 15°, and raise it so 
that it extends about halfway into the 
mitered corner. Set your jig against the 
tablesaw rip fence, place your marked 


scrap in the jig, and adjust the fence to cut | 
a test slot. Now make the other slots, read- | 


justing the fence between cuts. 

When you're satisfied with the design, 
place clear packing tape around the work- 
piece corners to reduce chip-out. Hold the 
workpiece firmly in the jig, and cut as 


shown in Photo A. Cut the top slot in each | 


corner, adjust the fence, cut all four mid- 
dle slots, adjust again, and do the bottom 
slots. Remove the tape. 

Rip spline stock from the edge of a 
board of contrasting stock, as shown in 
Photo B. Match its thickness to the kerf— 
usually 14". Then, cut individual splines 


_ Double-check the orientation of your 


on back face 


from the strips, making them slightly 
longer than the slots. Spread yellow glue 
on the splines, slip them into place, and let 
the glue dry. Trim them off at the surface 


. with a flush-cutting saw, or use a dovetail 


saw followed by a chisel. Sand flush. 


workpiece before cutting. Here we're 
holding the bottom of the tray to the left, 
so the slots will point downward. 


5/32" shank hole, countersunk 


SPLINE-CUTTING JIG 


111/4" 


45° bevels 


By varying the number and placement of 
the splines, you can come up with other 
designs. You might try different saw blade 
angles, too. & 


Photographs: Hetherington Photography 
Illustration: Roxanne LeMoine 


If one pass won't produce enough spline 
Stock, clamp a stop to the table before rip- 
ping. Slide the fence between cuts to set 
the board against the stop. 
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Taking Band Saws 
to New Levels 


You have heard about them, you know that they 
are called the best, now it is time to own one. Our 
band saws have won Editors Choice Awards and our 
customers rave about them. But don't take our word, 


call today and order your free demonstration video а! 


see for yourself why they are in such great demand. 


Designed by Laguna Tools and imported from Italy, 


we have the finest and largest selection of European 
band saws in the country. i 


Circle No. 380, 1233, 1597 


* Best specifications i 
* Dynamically balancec 
* Wider blades for straight 
* Euro guides : 

* Conforms to the toughest dust standards 

* Quiet and smooth with more power 

* Robot welded steel frames 

* More resaw height 

Rack and Pinion 

Easy blade change 

* Mobility kit available 

* Manufactured in Italy 

* Order a custom made band saw to suit your needs. 


flywheels 
nd smoother re-sawing 


| LAGUNA TOOLS 


Fine European Woodworking Machinery 


800-234-1976 
17101 Murphy Avenue Irvine, CA 92614 (949) 474-1200 ЕХ (949) 474-0150 


E Mail: mail@lagunatools.com Web: www.lagunatools.com 


Eventually, you gel 
what you deserve. 


kaltia. 


Get hundreds of dollars worth of free accessories 


with these Limited Edition Delta machines. 


All the time, all the effort, all the talent. You put a lot into your woodworking. Which is why we've put 
together a deal you can get a lot out of. Right now, buy any one of 11 Delta machines - the same tools 
seasoned woodworkers have always relied on for uncompromising quality – and we'll give you a long 
list of accessories absolutely free. From mobile bases to cast-iron wings, table boards to carbide-tipped 
saw blades* The way we see it, you've got it coming to you. For the name of your nearest dealer, call 


Delta Machinery at 800-438-2486 or visit deltamachinery.com. 


AD ELTA 


*Accessory packages vary by product. 


Let us put your mind at ease. 


Q 


ood finishes contain all kinds 
of chemicals that you would 
not want to put in your 
mouth, so you can't help but wonder: Is 
it safe to coat a salad bowl or a serving 
platter with the stuff? The answer: Any 
commercial finish is safe, once it has 
dried and cured. Here's a look at the 


most common concerns. 
children's toys or projects that 


come in contact with food? 


A You can use any finish that's 
appropriate to your project, 
including varnish, lacquer, shellac, and 
boiled linseed oil. Before putting it to 
use, be sure to allow for complete cur- 
ing, a chemical process that takes signif- 
icantly longer than drying. Some kinds 
of finish cure by evaporation of their sol- 
vent, and some cure by reacting with 
oxygen. Either way, the process contin- 
ues after a film has formed on top. 


Which finishes are safe for 
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How long does it take various 
finishes to cure? 


The container label should give 

you general guidelines about 
how long to wait. For example, one 
salad bowl finish recommends three 
days of curing after the final finishing 
step; one brushing lacquer calls for 
seven days of curing before normal use. 
But remember that temperature, humid- 
ity, and application thickness can 
stretch those rules. Just to be safe, add a 
couple of days to any recommendation 
before putting the finished item to use. 


How about so-called salad 
bowl finishes? Are they any 
safer for use with food? 


We looked at the material safety 
data sheet (MSDS) for one type of 
salad bowl finish and found toluene—a 
probable cancer hazard—along with 
naphtha, ethyl benzene, and cobalt, all of 


which can damage your health with suf- 
ficient exposure. So, these products are 
as safe as, but no safer than, any other 


cured finish. 

If you can't shake your concerns 

about finish coming in contact 
with food, rely on natural oils, such as 
mineral oil and walnut oil. Supermarkets 
carry mineral oil in the health products 
section; look for the more expensive 
walnut oil at a gourmet food shop or a 
health food store. They don't offer much 
protection to the wood, however, and 
you'll need to reapply oil after washing 
a wood object a couple of times. 

Avoid vegetable oils. They can turn 

rancid, causing unpleasant odors or fla- 
vors in food touched by the wood. 


Are there any finishes that con- 
tain only natural substances? 


Are there other substances 
that will protect cutting boards 
and butcher blocks? 


The U.S. Department of 
Agriculture's Forest Products 
Laboratory suggests melted paraffin 
wax. Apply as shown below. After it 
soaks into the wood and dries, scrape off 
any surface excess with a putty knife. & 


Photographs: Marty Baldwin; 
Photography 


Hetherington 


To melt wax, fill the lower part of a dou- 
ble boiler with water, put paraffin in the 
upper unit, and set the heat on low. 
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Wy 


re Carbide 


cabinet doors. Simple or complex, if you can im 
^. 


With finely honed RazorSmooth carbide edges, high-st 


anti-kick bodies and anti-stick 
cuts. And Viper bits are made wi 


Rout 


in your projects. Signs, picture frames, moldings, furniture, 
if you с; it, you can rout it with Vi 
ingth brazing, precisely machined 
ing, Viper consistently delivers clean, smooth, burn-free. 
Jefferson, NC, by folks who know 


router bits. 


v woodworking. 


Circle No. 270 


Oldham 


dham-usa.com 


І 
1-800-828-9000 


wide world of wood 


Dealing 
with wood 
defects 


There's no such thing as the perfect 
board. But you can salvage a lot of 
"challenged" lumber using these tricks. 


Pe : 


To put a straight edge on a crooked board, stick it on a long, straight 
carrier, such as a strip of plywood (about 34x8x60"), using double-faced 


n woodworkers' dreams, all wood 

looks like the boards we see in cut- 

ting diagrams: flat and straight with 
parallel edges and not a single knot or 
inconsistency. In reality, though, wood is 
far from perfect. Even the best grades 
often suffer from one or more of the 
defects shown in these drawings. 

The best way to deal with lumber 
defects is, of course, to avoid questionable 
boards in the first place. But if a board has 
great grain, is the only one available that 
suits your needs, or carries a bargain price, 
don't reject it just because of a few prob- 
lems. Use the following tricks to get the 
most from less-than-perfect lumber. 


DEFECT 
Bow: A board that rocks from 
end to end when laid on 
one face. 


SOLUTION 

Salvage a bowed board by crosscutting it 
into shorter sections, matching the lengths 
of pieces to the curve of the board. 

Use areas that are too bowed to produce 
flat stock to test setups or finishes. You 
may be able to create small parts, such as 
cleats or spacers, from the bowed pieces. 


DEFECT 
Crook: A board that rocks from 
end to end when laid 
on one edge. 


SOLUTION 

How you straighten the edge of a crooked 
board depends on the severity of the 
defect. If the crook is mild, run the con- 
cave edge over your jointer to straighten 
it. Use caution to prevent the leading end 
from catching on the outfeed table. 

For boards with severe crook, options 
exist. You can crosscut the board into 
shorter pieces, then joint each, as dis- 
cussed above. You also can rip off the 
crooked edge at the tablesaw using a long 
carrier board, as shown in Photo A, 
above. Or snap a straight line on the 


board, cut it with a handheld circular saw, 


then joint the edge smooth. 


DEFECT 
Cup: A board that rocks from 
edge to edge when laid 
on one face. 


tape. Guide the carrier along the tablesaw fence to rip off one bad edge. 


| SOLUTION 
Rip a wide, cupped board into narrow flat 
sections, as shown in Photo B, below. 
Rip each piece slightly wider than you 
need, then rerip or joint the edges square 
to the face. You even can glue these sec- 
tions back together to create a wide board. 
Transform mildly cupped lumber into 

flat, thinner boards. First, joint the concave 
face flat, then plane the other face parallel. 


Rip cupped boards with the convex face 

against the saw table. A scrap clamped to 
the fence guides the workpiece and holds 
the portion being cut flat against the table. 


Continued on page 28 
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ІМ 4.5 million parts 


М” over 90,000 diagrams 
(to help you find that rubber hose-like thingamajig) 


Iv to get the part you need call 1-800-4-MY-HOME?, click sears.com, 
or visit our Parts & Repair Center З 


©2002 Sears, Roebuck and Со. 


ASSEMBLY 
WASHING MACHINE REAR PANEL 
MODEL NUMBER 40612642100 


Circle No. 1311 


Only Sears PartsDirect® has the parts you need for all your major brand appliances, heating SE. A RS a 5 
еге else?" 


and cooling systems, electronics and lawn equipment no matter where you bought them. 


ige your blades. 
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From Ordinary to Heirloom - 
The Difference is in the Details 


e Т Vg LONNIE BIRDS 
CAVAL DIVIDED LIGHT DOO 


Divided Light Door Set, Item # 800.525.11 


MADE IN пату 


S 1 


С. = |E LONNIE BIRDS 
Сеат а SMALL ARCH 
deed) 


MADE IN riny 


Small Arch Door Set, Item # 800,524.11 


Sometimes the little things make the biggest difference, and when it comes to fine fur- 
niture, the detail that makes the most lasting impression is the construction of the 
doors. Designed for CMT by master woodworker Lonnie Bird, our Divided Light Door 
Set and Small Arch Door Set let you create beautifully crafted doors that will speak of 
your dedication and craftsmanship for generations to come. 


Each set includes three 1/2" shank router bits that deliver clean cuts, rock-solid joints 
and elegant detail. And every CMT bit features the finest steel and micrograin carbide, 
anti-kickback design and our trademark orange* nonstick coating. For the perfect fin- 
ishing touch on your next project look to CMT, where two generations of toolmaking 
expertise are the perfect match for your id quality work. 


cM WT 


Circle No. 180 


Visit your CMT Distributor 
for the finest router bits, 
saw blades, shaper cutters, 
accessories and more! 


For a distributor in your 
area call: 888-268-2487, 
or visit our website at: 
www.cmtusa.com 


wide world of | 


Twist: A board that rests on 
opposite diagonal cor- 
ners when laid on 
one face. 


A severely twisted board is difficult to 
save. You may salvage short pieces, 
though, by using a combination of the 
methods previously described. 


Checks and shakes: Checks are cracks 
across the growth rings. Shakes are cracks 
between the rings. 
These cracks occur at the ends of boards, 
so you may simply cut off the bad areas. 
But don’t be too hasty. Good narrow 
pieces often exist on either side of a check. 
Shakes, because of their orientation, 
usually have to be cut off. Be leery of 
boards with excessive shake. This may be 
a result of the board simply being dropped 
on one end, but shakes also can be a 
sign of improper drying. p б 
Bee > 
Checks 2 2 


Knots: These аге remnants of branches. 


If they're tightly held in the wood, knots 
usually pose just appearance problems. 
Use these boards in inconspicuous places 
where the knots won't show. Loose knots, 
on the other hand, may fall out or be 
pulled free by cutting bits and blades. Cut 
out and discard areas with loose knots. # 


Written by David Stone 
Illustrations: Mike Mittermeier 
Photographs: Marty Baldwin 
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tool industry insider 


Look, Ma, no hose! But are these 
tetherless tools worth the weight? 


ver the past year or so, three 
manufacturers (Paslode, 
Porter-Cable, and Senco) have 


unleashed 18-gauge brad nailers that 
require neither an air compressor nor an 


electrical outlet. Their power source: a the edge of a shelf or cap a cabinet with to three times as much as their air-driven 
rechargeable battery pack and/or a fuel cell. ^ crown molding. counterparts (weighing 2/2-3!/ Ibs.). 

After extensively testing all three mod- Convenience has its price, though. Although the three tools use different 
els, we found that these tools deliver on You'll pay as much for one of these nail- methods to generate the driving force, 
their promise of power, mobility, and con- ^ ers as you might for a similar pneumatic each nailer proved reliable, easily punch- 
venience. We certainly don't miss drag- model and a small compressor. And these ing 5-2" brads into 2"-thick maple. And, 
ging out the air hose to tack banding on 5- to 7-pound machines weigh from two none jammed during our tests. 


How the three nailers performed 1 in our tests 


Paslode IM200-F18, $380 
800/682-3428, www. paslode. com 


How it works: 

Like the engine in your car, the battery creates a 

spark that ignites fuel in the cylinder, powering the 

piston, driver, and the brad. 

High points 

“> At 5 Ibs., it's the lightest in the test. 

52 This technology has been proven in Paslode's 
larger airless nailers. 

57 Drives brads as fast as you can pull the trigger. 

Low points 

D Highest initial cost. Disposable fuel cells will set 
you back about $8 per cell. Each cell is good 
for about 1,000 fasteners, and has a shelf life 
of about 18 months. 

7. Foul exhaust smell. 

7. Regular maintenance, including partial 
disassembly of tool, is important. 

7, Only one 6-volt battery comes with the nailer, it 
takes two hours to fully charge, and it will dis- 
charge if left in the tool. 


Porter-Cable BN200V12, $270 
800/487-8665, www.porter-cable. com 


How it works: 

The 12-volt, NiCd battery powers a small onboard 

compressor that refills the air reservoir after every 

fastener is driven. 

High points 

17 Besides battery power, the nailer also has an 
air fitting so it can be used as a conventional 
pneumatic nailer. 

17 Its the least expensive model in the test. 

52 Quick-release nosepiece makes clearing 
jammed fasteners simple and fast. 

Low points 
It's heavy (7 Ibs.) and tail-heavy, at that. 

** Comes with only one battery; and it will discharge 
if accidentally stored without shutting off power. 

+> Noisy onboard compressor runs for 2-3 sec- 
onds after each fastener is fired. 

<> Won't drive a fastener unless trigger is pulled 
within 3 seconds of depressing safety tip. 


<> No “empty magazine" indicator. 
Continued on page 30 
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More points 

t» Although you might think refilling the air reser- 
voir would slow the driving rate, we drove 40 
2" brads, pulling the trigger as fast as we 
could, before the onboard compressor couldn't 
keep up with the demand of firing that many 
fasteners in quick succession. 


PORTER-CABLE BN200V12 


Senco AixFree 25, $319 


| 800/543-4596, www.senco.com 


How it works: 
An internal flywheel, powered by the 12-volt NiCd 


| battery, develops the power to drive the fastener. 
, High points 
. 4} Electronic depth-setting dial allows you to 


accurately set driving depth. 

47 The price includes two batteries, which don't 
discharge quickly when stored in the tool. 

£r When the magazine is empty, the nailer won't 
fire. ("Dry firing” needlessly wears the tool, and 
leaves empty dimples in your workpiece.) 


. tt Drives slightly longer fasteners (278") than the 


other tested models, which max out at 2". 


. Low points 
. 4» While the other models fire immediately upon 


pulling the trigger, the flywheel in this nailer winds 

up for a second or so before driving the fastener. 
7. Durability of this flywheel technology is untested. 
More points 


1 © Hexhead wrench required to clear jams, but the 


Which one would we 
have in our shop? 
Although it doesn’t rapid-fire fasteners 
like the Paslode or Porter-Cable nailers, 
the Senco AirFree 25 proved plenty fast 
for woodworking tasks, where accurate 
fastener placement is more important than 
lightning speed. We also liked its many 
features, such as the dry-fire lockout and 
electronic depth setting. # 


wrench stores on the tool. Written by Dave Campbell with Dave Fish 
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ur new 1.5 HP Dust-Force is 

e perfect addition to our award 

nning line of air filtration units. 

owerful, portable, and ready to 
work for you, the Dust-Force 

. will make your shop a cleaner. 

- healthier, more productive 


environment. $ 


Model 750-ER 

JDS, the leader in quality air filtration 
products, introduces the ultimate air cleaner 
for your shop (Model 750-ER). This remote 
controlled unit will clean the air in a 30'x30'x8' 
shop once every ten minutes. For larger areas the 
models 8-12, 10-16, and 2400 are available. To 
remove odors, fumes and smoke, order our 
optional charcoal filter. 


Model 750-ER 
When only the Best will Do! 


Specifications 


@ LCD Remote Control with speed and timer function Bag Capacity. 42 gallons 
© Highest Maximum Air Flow in its Class 1,050 CFM Decibels. 67-777 

(750 CFM Filtered Air) Electrical 110/220 P TE. Y 
 switel ed for 110V 


Ө 95% ASHREA Tested main filter 

(91% Efficiency at 1 micron - 99% at 5 microns) 
© Washable Electrostatic Pre Filter 

With ten year manufacturer's warranty 


Another quality productfrom с ЛА Р АЛЧУ 


To place an order or for е dealer nearest you call us toll free. 1-800-480-7269 www.thejdscompany.com 


woodanecdote Sarrar рапа 


derives its name 


from the taste of 
its leaf buds. 


an unsung war hero 

round the world, the palm tree patriot army of South Carolinians were 

family numbers more than 2,000. protected by a stockade built of cabbage 

species. Most of them grow in palm logs. Today, that occasion is com- 
tropical lands and are best known for the memorated on the state seal of South 
products they yield, such as oil, nuts, Carolina, prominently embellished with 
dates, and sugar, rather than their odd the image of a cabbage palm. 
wood. Its non-grainy compaction of very Beyond its historical value, the cabbage 
hard fibers is not like wood at all. palm does have some commercial value. 

The cabbage palmetto (Sabal palmetto) Its main claim to fame is the tender leaf Some other palm species, such as 
of South Carolina and Florida is a palm, bud at the top of the trunk that, when Southeast Asia’s sugar palm, exhibit 
also, but a far cry from its graceful tropi- cooked, takes on a cabbage-like flavor. greater versatility. Its trunk is tapped and 
cal cousins. Cabbage palmetto is rather You'll find it canned and labeled “heart the liquid boiled down to a tasty sugar. 
small and plain, barely reaching 50 tall of palm” in some supermarkets. The When harvested young, its fruit provides 
and a 24" diameter. Nevertheless, the tree tree's wood has little value, though, sustenance, too. The outer portions of the 
contributed mightily to our history. except as fence posts and poles. And sugar palm's trunk are made into tool han- 
When General William Moultrie cross sections of cabbage palm are dles. Other fibrous parts become rope. & 

defended Charleston Harbor against the occasionally worked into lustrous table- Written by Peter J. Stephano 
British fleet on June 28, 1776, he and his tops for the tourist trade. Illustration: Brian Jensen 
www.woodonline.com 31 


ols That Make A Difference Rockle Fe co m 


Too! Company WOODWORKING SUPERSTORE 


504 MAST-R-LIFT™ 


From the original designers of the Rout-R-Lift"",JessEm 
brings you the Mast-R-Lift™ 
Available in two plate sizes: 
9-1/4" x11-3/4" and 
8-1/4" x 11-3/4" 
Machined from 1” solid aluminum plate 


Quick Speed 
Handle 


Fits: PC7518 right out of 


Includes: 7 the box, Reducer collars 
1-1/2" Insert Ring for the PC690, Bosch 1617/1618 
Insert Wrench DeWalt 610 and Makita 1101 
Hex Key are available 

Start Pin 


Plate snuggers that won't 
wear into your table 


Built in leveling system 


Premachined phenolic table. Other 
accessories also ovalloble. 


ll 
web: www.jessem.com email: jessem@jessem.com 


TOLL FREE: 1-866-272-7492 
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hop tips "c 


Helping you work faster, smarter, and safer 


Set your circle cutter 
without calculating 


| used to dread using my adjustable cir- 
cle cutter: | had to figure the radius of 
the circle (halving odd diameters like 
37s" brought out the calculator), then 
fuss with a ruler, the pilot bit, and cutter 
to set that radius. It was a pain in the 
neck and required a lot of tweaking. 

To eliminate the headaches, | devised 
the simple fixture, 


Then, | attached it to the jig with double- 
faced tape. 

If | need a 3746" circle, | simply insert 
the pilot bit into the 4" hole in the riser 
block, extend the cutter to the 3746 mark 
on the half-scale, and lock it in. When 
I'm done, the cutter and its hexhead 
wrench store in the jig as shown. 

—Bob DiTucci, Wayne, N.J. 


shown below, with 
a half-scale ruler 


built right in. After | 000 1 2 


drawing the half- 


HALF-SCALE RULER 


34 5 6 


scale on my CAD 
system, | printed it 
(you can use the 
full-size pattern at 
right) and had it 
aminated at an 


VA % 
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office-supply store. 


Center pilot-bit hole here. 


top shop tip 


%в" hole 


35" slot, 3" long 
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Continued оп page 34 


As manufac- 
turing man- 
ager for a 
clutch and 
brake factory in New Jersey, Bob 
DiTucci is charged with improving pro- 
ductivity. So when he sees a repetitive 
task in the plant, he calls on his 20-plus 
years of woodworking and production 
experience to fashion a jig or fixture 
that makes the job more efficient. 

And, our Top Shop Tip winner is 
equally resourceful when choosing 
materials for his projects. “I salvaged a 
load of beautiful 1'4"-thick maple that 
used to be benches in the company 
locker room,” Bob said. “I turned them 
into a rocking horse [shown above] for 
my 4-year-old daughter." 


For sending 
this issue's 
Top Shop Tip, 
Bob DiTucci 
receives a Fein 
RT1800 plunge 
router. We 
know that 
you'll put it to 
good use, Bob! 


Tell us how you've solved a workshop 
dilemma, and we'll send you $75 if we 
print your solution. And, if we name 
your tip as the Top Shop Tip, you'll 
also win a tool worth at least $250. 

Send your best tips, along with pho- 
tos or illustrations and your daytime 
telephone number, to: Shop Tips, 
WOOD» Magazine, 1716 Locust St., 
GA-310, Des Moines, IA 50309- 
3023. You can also e-mail tips to 
shoptips(? woodmagazine.com, or 
post them on our Top Shop Tip forum 
at www.woodonline.com. 

Because we try to publish only origi- 
nal tips, please send your tips only to 
WOOD magazine. Sorry, but we can't 
return your materials. 
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SAWED-OFF. PINT-SIZED. PUNY. 


(THE ACCOLADES JUST KEEP ON COMING) 


If this doesn't look like much of a drill to you, well, for extended running. And you'll love its one-touch 
thats precisely the point. ІІБ 3.2 amp motor reverse button, which makes one-handed use a 


actually has the same breeze. Plus, ай just Now you can boldly go 


where no do«it-yourselfer 


power as the motor 3.5 Ibs., it's а real has gone before-with a 
3.2 amp, 3/8-inch variable 
in our standard 3/8" lightweight. Other speed drill, that is. 


drill. But by putting it in the specs include a 3/8" chuck. A motor 


handle, we were able to shorten that goes: from O to 1,500 RPM with 
the head of the drill to a measly 4.75 multiple speeds. And a generous 8-foot 
inches. We call it the Мілі-Т Drill. And as cord, You get all of this (in a handy 
you've probably already guessed, it can fit carrying case, we may add) for the 
into all kinds of places that other drills. relatively puny price of $139.99. 


can't, Like between studs. Ог. behind So look for it at a Sears or Sears 


refrigerators. Or under decks. (Imagine Hardware Store near you. 
the possibilities.) For a small. drill, Or order it by phone 


the Mini-T ts also surprisingly big at 1-800:437-9686. 


SEARS ` features. For 


Where else?" starters, it has а no-slip, little gem online ай www.craftsman.com. 


You can even get this 


vibration-dampening cushioned grip. There's also Because sometimes, getting out of a tight 


a convenient trigger lock (think cruise control) spot requires а tool that can get into one. 


[een] 


tips 


Tough wing nut? Put away those pliers 


break the rascal loose. 
The center hole accom- 
modates a bolt that 
may protrude through 
the wing nut and also 
makes a handy hole for 
hanging the palm 
wrench on perforated 
hardboard. 
—Manny Davis, 
Sherman Oaks, Calif. 


Many jigs and fixtures have wing nuts for 
making adjustments without wrenches. 
But in my efforts to keep them secure, | 
often tighten them to the point where | 
can't loosen them. And over the years, 
I've broken a lot of wings off using pliers. 

So | designed the “palm wrench,” 
shown at right, to give me more lever- 
age. | slip the wrench over a stubborn 
wing nut or thumbscrew, rotate it until 
the wings catch in the grooves, and 


E eR Wing nut 
С De. palm wrench 


PALM WRENCH 
FULL SIZE PATTERN 


БЕСІ -— = 


| .—*^e" hole 


1 
Уд" slots 
35" deep 


9s" hardwood 


Continued on page 36 
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Introducing the NEW FEIN Turbo 
ПІ Portable Vac. 


The new 9-77-25 makes dust-free sanding and 
wet/dry cleanup easy and practical. The perfect 
size for big jobs, the Turbo III features 14.5 
gallon capacity, an automatic on-off switch and 
a three-second hose-cleaning delay. The power- 
ful two-stage motor offers bypass cooling to 
prevent electrical damage and prolong the life 
of the motor. And with 10% more suction 
power than the Turbo II, it can run two 6" or 
one 8” Random Orbit Sander. 


For more information and the name of a local 
dealer, visit us at www.feinus.com or call 
1-800 441-9878. 


Finishing is just the beginning. 
e 
Fein Power Tools, Inc. 
е 1 | | 1030 Alcon Street 
Pittsburgh, PA 15220 


think woodworking. .. 


Since 1928, craftsmen have come to rely оп Woodcraft for the finest selection of hand 
and power tools, carving tools, sharpening, and woodworking accessories. 

Whether you're a beginner, or a master woodworker, power tools and fine woodworking 
tools from Woodcraft can help you make wood work. 


yWGDDCRAFT 


Circle No. 700 
Helping You Make Wood Work ® 
To locate the store nearest you, 
or to place and order, call: 800 225-1153 
or visit us at! WwWW.Woodcraft.com Dept. 02WI11P. 
handtools expert advice 


m P CA a 


The Best Place to 
Buy Over 1100 
DEWALT Tools 
Online 


at the lowest prices 
guaranteed 


жекен | желін | anco | 


4 #DW#23K 
5” Random Orbit Variable 
Speed Palm Sander Kit 


Т 
6” Right Angle 
Random Orbit Sander 


Shop at 


www.amazon.com/dewalt 
Q “We will match our competitors price plus 
; beat it by 10% of the difference. Find out 
more at wwtw.amazon.com{price-match, 


Call for your FREE Tool Crib catalog 


1-800-635-5140 


TOOLS & HARDWARE 


amazon.com. 
м9 


shop tips 


Put a bead in any board 
with a contrasting species of dowel for 
visual effect. 


While building a cabinet recently, | 

decided | wanted a beaded-board look 
on the doors, but didn't want to hassle 
with beading a solid- 


—Robert Holzer, Jr., Phoenix, Ariz. 


wood panel. (Router bits 
designed for this task 
don't work in the middle 
of a panel.) 

So, using a dado set 
on my tablesaw, | made 
my own by cutting 1⁄4" 
grooves where | wanted 
the beads. After break- 
ing the edges of each 
groove, | glued a 1⁄4" 
dowel into each groove. 
The end result: It looks 
just like the real McCoy. 
Try using this technique 


block plane or sanding block. 


Chamfer edges of groove with 


Simple idea for picture-perfect frames 


After reading up on the subject, | recent- 
ly made my first picture frame out of 
moldings. Everything | read said to make 
sure that the opposite sides of the frame 
were the exact same length, but after 
trimming, tweaking, and shaving the 
workpieces to make them identical, | 
thought а go nuts! 


Then it hit me: Cut two pieces at the 
same time, and they have to be the 
same length. | double-face taped 
the opposing frame sides back-to-back 
and mitered both ends of both pieces 
with only two cuts. The joints came out 
absolutely perfect. 

—Jim Culler, Bellville, Ohio f 
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" G Est. 1975 


For over 27 years, we 
have been offering 
professional prod- 
ucts to homeown- 
ers, contractors and 
woodworkers, Our 
expertise on chain 
saws, portable 
sawmills and spe- 
cialty woodwork- 
ing tools is second 
to none. Call and 
mention source 
code W7G9 to get 
a free copy of our 
112 page master 
catalog. 


The World’s Largest Mail Order 
Woodsman Supplies Company-Selling 


Husqvarna™ Only 


Husky Model 
350-18 
“Woodcutter 

Special” 


Item No. HU 350 18K 


Get a great deal on this popular saw. The 50сс‹ engine pro- 
duces 3.1hp of vibration free power. Has a compression 
release for easy starting, side mounted chain tensioner and 
adjustable oil pump. Other features include Air Injection 
air filtration system newly redesigned choke/stop control 
to make starting easier. Comes complete with 18" bar & 


at Discounted Prices 


chain. Order before December 31st, 2002 and get a free 6- 
pack of saw mix. 


Item No. 5402NA 


16-5/16" Beam Saw Now 


"BASg- 


Preferred beam saw for timberframe construction. Huge 16- 
5/16" blade cuts 6-3/16" at 90? and 4-3/4" at 45°. Powerful 15 
amp motor turns 2200 RPM for plenty of power to cut through. 
the hardest of woods. A direct in-line handle, adjustable base 
and rip fence make this saw a treat to use. Includes 32 tooth 
carbide combination blade, rip fence, and 2 wrenches. Top 
quality product! 60 tooth crosscut blades are available. 


Item No. 
PH 260 


E LOGOSOL 


PH260 4-Head Moulder 


Under $10,000 


W7G9 for your FREE 
Video & Brochure! 


The Logosol PH260 moulder is an ingenious machine that 
surfaces all four sides of a board in one pass, and gives you 
the option of several hundred different knife designs to 
make about any shape imaginable. Make decking, flooring, 
wall boards, facing boards, paneling, coving, studs and 
tongue and groove products in one single pass. Call now 
and geta free video and brochure on this amazing product. 


Prices valid thru 12/31/02 © 2002 Bailey's Inc. 


all and mention source code аш 


Quality Pen Kits 
and Other Turning Kits 


© Designers & Manufacturers © Wholesale & Retail 
#BereaHardWoods., 


CALL FOR: 
6367 Eastland Rd. е Bro 
Ph: 440-234-7949 © Fax: 


0-234-7958 е bereahard@aol.com 


Circle Мо. 947 


17,000 Reasons to Own 


i jJ. % 


15,000 Brad Nailing Jobs 1,160 Spraying Jobs 840 Cut Outs 


The Most Important Reason of All 

For the ultimate in durability, all Campbell Hausfeld air tools are Built To Last. And the fact 
that they provide the ultimate in versatility doesn't hurt either. You can do an amazing 
amount of projects from woodcutting, nailing, or finishing with our air tools. These tools 
are Built To Last, so you can count on them 17, 000 times. And beyond! 


*Campbell Hausfeld stands by its reputation for quality and durability subject to conditions of our one, two, 
or three-year limited product warranties. Usage claims are estimates based upon product review and analysis. 


CAMPBELL „сосот оса 
HAUSFEL D. catalog and join the Powered Equipment Club 
ORT Бае * for special offers. 
Агат Call toll-free: 1-866-CHTOOLS (1-866-248-6657) 
cove Ait 
Circle No. 1876 


tips 


Dowel sizer does 
double duty 

| can't quickly tell the diameter of a 
dowel at a glance, so | made a dowel- 
sizing gauge, shown below, using 
various Forstner bits. By inserting the 
end of a dowel into the gauge, | can find 
its diameter. 

To make the gauge even more useful, 
| added a center-finding function to it. 
The Forstner bit leaves a nice dimple in 
the center of each hole, and | drilled a 
146" pilot hole through each dimple and 
all the way through the gauge. A 174" 
drywall screw, driven in from the bottom 
of the gauge, leaves a small point pro- 
truding. To mark the center of a dowel, | 
insert it into the gauge and tap the end 
with a hammer to give me a perfectly 
centered mark. 

—Wendell Hughes, Elk Horn, Ky. 
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%'"-deep holes 


Get a new Shop Tip every week- 
day when you log on to our Web 
site at www.woodonline.com. Just 
click on "Shop Tip of the Day" to 
work smarter, not harder. 
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Circle No. 736 


Г IMAGINE... 


22 


Maybe pigs can't fly, but the dust free dovetail 
jig is a reality. 

The AKEDA is the world's first variable layout 
dovetail jig with optional dust collection. It 
whisks away up to 100% of your dust so you 
can breathe easier. And at $30 it won't take 
you to the cleaners, 

But there's more. You'll never have to adjust 
this "next generation" dovetail jig. The only 
moving parts аге (һе clamp bars. 

See this remarkable new jig for yourself at 
AKEDA dealers, worldwide. 


cr 


MOVIE UUW AY (GH DOSE Ga cay GRO 


Available in the US exclusively from: Downiveth die isch mantu ama 
WGDDCRAFT HOCUS Thay AAS websites 
Dept. 02WI11PA AKEDA Jigs Incorporated 
P.O. Box 1686 : 280 — 319 West Pender Street 
Parkersburg, WV 26105 Vancouver, BC, Canada V6B 1T4 


Call toll free 1 800 225 1153 


www.woodcraft.com Toll free 1 877 387 6544 


at your service 


Savvy 


Solutions 


Woodworking help is just a click away. 


e Buy or sell at the 

right price 

Got an old tool you're wanting to 
unload? Or are you looking for a special 
piece of lumber, hardware, or other 
item? To review the numerous wood- 
working items for sale, or place a free 
classified ad for up to 60 days, go to 
woodmagazine.com/classifieds. 


* Let us help you with 

a back issue or article 
Order from our remaining inventory of 
WOOD magazine back issues at 
woodstore.woodmall.com or by calling 
800/346-9663. For article reprints, send 
$5 per article (no phone orders), includ- 
ing issue and name of article, to WOOD 


Reprint Service, P.O. Box 349, Kalona, IA 
52247. Make the check or money order 
payable to WOOD magazine. 


e Be a safe woodworker, 
not a sorry one 

Choose from more than a half-dozen 
safety-related topics from tablesaw safe- 
ty to pushstick guidelines. Go to the 
Woodworking Safety section at 
www.woodmagazine.com/safety. All arti- 
cles can be easily printed. 


eSubscription assistance 
Need to notify us of an address change, 
purchase a gift subscription, renew your 
existing subscription, or require help 
with other subscription services? Visit 


our online customer care center at 
woodmagazine.com/service, call 800/ 
374-9663 and press option 1, or write to 
WOOD magazine, P.O. Box 37439, 
Boone, IA 50037-0439. Please enclose 
your address label from a recent issue. 


e We welcome 

your comments 

Send e-mail to woodmail ? mdp.com, 
call 800/374-9663 and press option 2, or 
write: Editor-in-Chief, WOOD magazine, 
1716 Locust St., GA-310, Des Moines, 
IA 50309-3023. 
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Releasing in October, our 
newest hardware 
catalog is 

bursting 

with hundreds 

of new 

items. 


Call us to 

request a free 
copy or visit us 
online — all our 
hardware products 
are available on 
our Web site. 


1-800-683-8170 or 


customerserviceGleevalley.com 


Shop online: 
«s WWW.leevalley.com 
UU a 


iLeeVAlley 


Lee Valley Tools Ltd., 12 East River St., Ogdensburg, N.Y. 13669 
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Mortise and 
Tenon Joints 


with r 
Hand drill! 


Loose Tenon Joinery System 


Journeyman Tool Company, LLC  Horicon, WI 
Made in the USA © US PATENTS 5,807,033 AND 6,116,826 


Circle No. 800 


MLCS Pro Cabinetmaker Router Bit Set 


Make raised panel doors and much more! 
This professional quality set contains six carbide tipped 


bits needed for cabinet making, raised panel 
doors, table tops and Crewe "E 
assembly. These 1/2" 2 
shank bits were 
carefully chosen for 
their ability to create 
fine furniture or custom 
cabinetry for a kitchen. Designed for 
up to 3/4" wood thickness. 
pz, 1. The Ogee Raised Panel 
A bit (in the Standard Set) 
— puts a classic ogee edge 
on the free floating central panel in 
your door. 2-3/4" large diameter. 


2. The Ogee Raised Panel 
€ with Undercutter (in the 
Undercutter Set ) produces 
flush panels, reduces the exposed 
upper panel profile, or adds a 
radius to the back of the panel. 
3-1/8" large diameter. 


3. Our Matched 
Rail and Stile set 


«=== % Ж 


creates precisely mated rails 
and stiles that form an extremely 


WOOD STORAGE 
BOX INCLUDED 


durable, classic frame for your door. 
1-5/8" large diameter. 


4. When the central panel 
Ee | needs to be wider than your 
— stock, use the Glue Joint bit 
to mill two or more pieces of stock (up 


ROUTER BITS AND PROFESSIONAL WOODWORKING PRODUCTS 


to 1-1/4") 
required width. After gluing, your panel is ready to be 
raised. 1-3/4" large diameter. 


with reverse cut edge joints to reach the 


5. The Drawer Lock bit 

| | creates a strong, long lasting 
joint that fits precisely 
because one bit makes the 
cut in the drawer с 
front and the side 
of the drawer, so 2 
both pieces fit perfectly. 
1-3/4" large diameter. 


6. The Round Over & Ogee 
EL Door Lip bit finishes your 
— door edge professionally in 
one pass. All bits are intended for use 
in a router table only. 


Сартесанеп 
Standard 


s114% 


ITEM #1452 


Cabinetmaker 
Undercutter Set 


$139% 


ITEM #1453 


2 Piece Raised Panel Door Sets! 
These carbide tipped sets 

include cove raised J 
panel router bit with 

ball bearing and ogee 

combo rail and stile bit. 


1/4" Shank 2" LD Raised Panel Set 

Item #1301 ... $69.95 
1/2" Shank 3-1/2" LD Raised Panel Set 
Item #1302 .. $79.95 


30 Piece Router: Bit Sst 

30 carbide tipped bits: 
3 Cove (1/4", 3/8", 1/2") ; - 
2 Flush Trim (3/8", 1/2") 
6 Round Over (1/8", 3/16", # 
1/4", 5/16", 3/8", 1/2") 
5 Straight (1/4", 5/16", 


3/8", 1/2", 3/4") 77 Үү 

1 Chamfer (45%) 7 44 i i 5- 1 
1 Slot Cutter (1/4") / / ^ 2$ 
1 Rabbeting (3/87) 4 к 


1 V-Groove (1/2") 
1 Bevel (25?) 

1 Panel Pilot (3/8") T 
2 Roman Ogee (5/32', 1/4") 

3 Round Nose (1/4", 3/8", 1/2") 


Router Collet Extension 


Give your 1/2" shank router 
bits an additional 2-1/4" when 
you extend your router bit 
through the router table top 
with our router collet exten- 
sion. Eliminate the dangerous 
temptation of withdrawing 
the shank from the collet in 
order to raise the bit, The 
router collet extension makes 
it possible to use all diameter 


of bits safely. $9. 185 


Instructions 
ITEM #1456 


included. 


З Dovetail (14°-1/2', 5/8" & 9°-3/8") 
1 Allen Wrench and 1 bearing to 
convert Round Over into a 
Beading bit. 


Router Table Power Switch 


Allows safe on/off control of 120V AC 
routers or tools. Mounts quickly and 
prevents reaching under the table to 


turn off your router. 
$2495 


1/4" Shanke #1444 
1/2" Shanke 81445 


Removable lock pre- 
vents unauthorized 
use. Max. 15 amps. 


ITEM #1455 


NEW Hex shank set 
includes these sizes: 
1/4", 3/8", 1/2", 5/8", 3/ 
7/8", 1", 1- 1/8", 1-1/4", 
1-3/8", it 1/2", 1-5/8", 
1-3/4", 1-78", 282. 1/8" 


5495 
ІТЕМ %1454 
WOOD STORAGE BOX INCLUDED. 


Circle No. 245, 817 


66 Piece Router Bit Set 


An 20119 price for 66 carbide s bits! 


Includes the 30 Piece Set (left) plus these bits: 

Straight (7/16", 5/8", 1"), 1 Bevel (30°), 

1 Groove Forming Classical (3/4"), 1 Keyhole (3/8"), 

Hinge Mortising (1/2", 5/8", 3/4"), Classical Bit (3/16" г), 

3 Core Box (1/4", 3/8", 1/2"), 1 Dish Cutter (1"), 

V-Groove (3/8", 5/8”), Cove (1/8", 3/16", 5/16"), 

1 Flat Bottom Sign Lettering (5/8" 60°), 

1 Double Fillet & Cove (5/16" r), 1 Ogee Filet (1-3/8"), 

1 Double Cove & Bead, 2 Edge Beading (1/4", 3/8"), 

Dovetail (7.5°-1/4",14°-3/4), Slot Cutter (3/8") 

1 Point Cutting Round Over (1/2"), 

1 Flat Bottom Round Over (1/4" r), 

1 Multi Bead/Reed Bit (1/8" r), 

1 Double Round Over (5/32" r), $22495 
1/4" Shanks #1446 
1/2! Shanke #1447 

WOOD STORAGE BOX INCLUDED 


1 Cove Sign Lettering (5/8" 60°), 
Chamfer (30°, 22,5%, 15°), 
4 bearings & allen wrench 


©2002 


ORDER TOLL FREE: 1-800-533-9298 ° WEB STORE: MLCSWOODWORKING.COMe FREE SHIPPING! 


SEND CORRESPONDENCE TO: MLCS LTD., P.O. BOX 4053DD, RYDAL PA, 19046 


Looking for a place to perch 
while you remove street shoes 


and ease into slippers? Here's 
a down-home bench that's as 
good-looking as it is practical. 
And its style matches the coat- 


sit-a-spell rack on page 48. 


hall bench 


PT, d 


КӘРІ ss ee 
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ade of sturdy red oak en- 
hanced by a medium-toned 
stain, this bench fits right 


into your come-and-go lifestyle, and your 
limited shop time. Our design combines 1436 
straightforward stub-tenon-and-groove 
end assemblies with screw-and-plug 


ЗА Ў зараас y" counterbore 

joinery to give you a substantial piece of И UPRIGHTS deep оп 

furniture that’s easy to build. An open (inside faces shown) Ш face 
with a 


shelf stores footwear out of an entry's 
traffic lane and allows plenty of air circu- 
lation for drying damp shoes. 


542" shank hole 
centered inside 


au EE 


Location of (G) 


36" counterbore 
1⁄4" deep on outside 
face with a 
52" shank hole 
centered inside 


35" dadoes 
Ys" deep on 
inside faces 


Start with the end parts A 
Cut the panels (A) to the size shown | de 1%" 
on the Materials List. Because the : 1 
Ys" plywood panels are visible from both vs" stopped 
grooves 


sides, we applied oak veneer to their 
backs. See the sidebar on page 44, for 
information on veneering the backs of 
your panels. 


Эв" deep 
2434" 


Cut the rear uprights (B). front Зе" counterbores | КЕЛ 18546" 
i ale 2 у" deep on 16 
uprights (C), upper rails (D), and pee | We 
lower rails (E) to size. witha 


" 1714" 
Install a 1⁄4" straight bit in your table- Эва" shank hole 


à centered inside ПІ 
mounted router, and adjust it to cut H saas 
У" deep. Position the fence to make a { inside faces 


centered groove in parts B, C, D, and E. 
Mark the bit’s position on a piece of 
masking tape adhered to the router-table 
insert. Mark the ends of the stopped 
grooves on the sides of the uprights (B, 


C), where shown on Drawing 1. Rout the 
grooves, stopping when the mark on the 
side of the upright aligns with the bit’s 
marked position on the tape. 


Note: With their backs veneered, our pan- 
els (A) fit nicely in a 1⁄4" groove. Check the 
fit of your panels in the uprights’ grooves 


before proceeding. 34" groove 


Without changing your router-table vL 

setup, rout the grooves in the upper — - 
rails (D) and lower rails (E), where уа" Ya" groove 34" deep 
shown on Drawing 2. Set the rails aside. 

Mark the angled cut and the top 

radius on each of the rear uprights 
(B), where shown on Drawing 1. 
Bandsaw the angle on each upright just 
outside the marked lines, and then sand 
or joint them smooth. Bandsaw and sand 
the top radii. 

Mark the locations of the counter- 

bored holes on the rear and front 


1072" 


*Note: Use the same 
double-curved profile 
for the shelf skirts (H). 
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ways to put a second good face on 1⁄4" plywood 
The back face of 1⁄4" hardwood plywood is typically a nondescript tropical 
species. And that's fine, so long as the back face doesn't show. When it 
does show, cover it with a veneer matching the species on the front face. 


1. Paper-backed Veneer 


To apply paper-backed veneer, first cut the veneer slightly larger than the panel. 
Spread woodworker's glue on the panel with a short-nap roller. Clamp the panel and 
veneer between particleboard platens. Paper-backed veneers are available in the 
widest variety of species. Because large panels require the use of cauls to transfer 
clamping pressure to their centers, we recommend this veneer for small panels. 


Bond iron-on veneer with a household iron. Just remember to use kraft paper to 
prevent scorching or marring the veneer. Use a roller or wood block with rounded 
edges to smooth the veneer as the adhesive cools. Although more expensive than 
paper-backed veneer, we chose iron-on veneer for the hall bench because it's easy 
to apply and was available at our local home center. Species selection is limited. 


3. Peel-and-stick Veneer 


To adhere peel-and-stick veneer, pull back its release paper about 14" along the 
sheet's longest edge, exposing the adhesive. Apply this edge to the panel's mat- 
ing edge. Press the veneer in place with your hand as you continue removing the 
release paper. Smooth the veneer with a roller or wood block. This is the ultimate 
no-fuss method, but also the most expensive. Species selection is limited. 
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uprights (B, C), and drill them on your 
drill press. Be sure to drill the counter- 
bores so you have mirrored pairs of 
uprights. Note that all the counterbores 
are on the parts’ outside faces, except 
those for the screws that fasten the arms 
(G). Drill these counterbores on the parts’ 
inside faces. 

To form the tenons on the rails (D, 

E), cut 34" rabbets 4" deep on their 
ends. Make test cuts in scrap the same 
thickness as the rails, and test the tenon's 
fit in the grooves of the uprights (B, C). 
Make any necessary adjustments to 
achieve a snug fit, then cut all the tenons. 
Raise the dado blade to 34", and 
cut the shoulders on the 
tenons of the upper rails (D), 
as shown in Photo A. 

Draw the cutouts in the lower rails 

(Е), where shown on Drawing 2. 
Bandsaw and sand the cutouts. 

Cut two 34x234x4V2" blanks for the 

brackets (Е) and two Y4x4V^x1534" 
blanks for the arms (G). Make two copies 
each of the bracket and arm patterns on 
the WOOD PATTERNSa insert. Adhere 
the patterns to the blanks with spray 
adhesive. Bandsaw and sand the parts to 
the pattern lines. 
1 To make a mirrored pair of arms, 

transfer the hole locations on one 
arm to the face opposite the pattern by 
drilling Yio" holes through the arm. Drill 
the counterbores in both arms. Then drill 
the centered 22" holes in one arm and 
enlarge the Yio" holes to 5?" in the other. 
1 Install a 1⁄4" round-over bit in 
your table-mounted router, and 

round over the edges of the arms, where 
indicated on the pattern. 


Assemble the ends 
Before applying glue, dry-assemble 
the panels (A), uprights (B, C), and 
rails (D, E) to make sure everything fits. 
Orient the best faces of the panels out- 
ward. The stopped grooves in the 
uprights are slightly long, so keep the 
panels bottomed in the rails’ grooves, and 
align the lower rails (E) with the bottoms 
of the uprights. When satisfied with the 
fit, glue and clamp the end assemblies. 
With the glue dry, cut 34" dadoes 1⁄4" 
deep across the inside faces of the 
end assemblies, where dimensioned on 
Drawing 3. To prevent tear-out, back 
your cuts with a follower block. Once 
again, make certain your assemblies are 
mirrored pairs. 
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ув" round-overs 


Qus ^ NN 


3" plug 1⁄4" long — 


#8 x 172" F.H. wood screw =] i © 
Ya" round-overs ‘> 


© 


е 
-. 


— 34" dadoes 1⁄4" deep J 


Y" round-overs 


mi 
Le 


Attach an auxiliary extension to your miter gauge. Position the upper rail on its edge, with 
its groove facing up. Clamp a stopblock to the extension, and cut the tenon shoulders. 


Glue and clamp the brackets (F) to 

the outside faces of the front uprights 
(C), centered on their width, where 
shown on Drawing 3. 

Clamp the arms (G) in place. Using 

the holes in the rear uprights (B) and 
the arms as guides, drill pilot holes into 
the arms, front uprights, and brackets, 
and drive in the screws. 


www.woodonline.com 


Chuck a 34" plug cutter in your drill 

press, and make at least 34 plugs 24" 
long, enough for all the counterbores in 
the entire project. Glue plugs into the 
counterbores for the screws that fasten 
the arms in place, and sand them smooth. 
Set the rest of the plugs aside. Sand the 
end assemblies to 220 grit. See the shop 
tip, page 46, for tips on hiding plugs. 


S 
35" dado AZ 
у" deep~ 


4212". 
E 3%" groove 72" deep, centered 


-4 ener oe 


~o 


#8 x 114" F.H. 
Ya" round-overs wood screw 


on front and a / 


back edges ^ A 

J A 
А «25 ~ 
gy 


зв" counterbore 
у" deep with а 
52" shank hole 
centered inside 


#8 x 2" F.H. 
wood screw 


«^ 58" plug 
~s, long 


1⁄4" grooves 36" deep 


2 
N, PR #8 x 2" F.H. wood screw 
"34" counterbore 1⁄4" deep with a 
542" shank hole centered inside 


Build the shelf, seat, 
and back 

Cut the shelf skirts (H) and seat skirts 

(I) to the sizes listed. Lay out the 
same double-curved profile shown for 
the lower rail (E) on Drawing 2 on the 
ends of the shelf skirts. Bandsaw and 
sand to the layout lines. 

Edge-join oversize blanks for the seat 

and shelf (J). With the glue dry, trim 
them to finished size. Install a /4" round- 
over bit in your handheld router, and rout 
the edges of the seat and shelf, where 
shown on Drawing 3. 

Cut the back rails (K) to the size list- 

ed. Install a 9%” dado blade in your 
tablesaw and cut 2"-deep grooves, cen- 
tered on the thickness of each rail, where 
shown. Rout Vs" round-overs on the 
edges opposite the grooves. 

Plane enough stock to 34" thick for 

the slats (L) and fillers (M), checking 
their fit in the back rails’ grooves. Cut the 
slats and 14 fillers to size. Cut the remain- 
ing four fillers 4" longer than listed. 
They are cut to length during assembly. 

Sand all the parts Н, I, J, К, L, and M 

to 220 grit. For easy insertion later, 
ease the edges of the fillers (M) with a 
sanding block. 
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Glue and clamp a filler in the groove 

in each back rail (K), centered on 
their lengths. Assemble the two back rails 
with two slats pushed tightly against the 
glued-in fillers. Add the other slats, spac- 
ing them approximately 3" apart. Lay out 
three bar clamps, and place this assembly 
on them. Make certain the rails’ ends 
align, and snug the center clamp. Starting 
in the middle and working out to the 
ends, glue and clamp the fillers in place, 
drawing the successive slats and fillers 
toward the center and tight against each 
other. Cut the four end fillers to fit flush 
with the ends of the rails, and glue and 
clamp them in place. Now tighten all 
three bar clamps. 


Now for final assembly 
Place the shelf (J) upside down on 
your workbench. Glue and clamp the 

front shelf skirt (Н) to the shelf, 11⁄4" in 

from the shelf's front edge, where shown 
on Drawing 3, and centered end to end. 

Glue and clamp the front seat skirt (I) to 

the seat (J) in the same position. Set 

assembly I/J aside. 
Clamp the assembled shelf skirt 
and shelf (H/J) between the end 
assemblies with bar clamps, seating 


Achieving the (almost) 
invisible plug 


When developing the design for this 
project, we were concerned that the 
end assemblies and arms with all their 
plugged counterbores might look like 
Swiss cheese. To prevent that, project 
builder Chuck Hedlund took great care 
in selecting and installing the plugs, 
shown in the photo. Here are some of 
Chuck's tips: 


* Drill your counterbores with a sharp 
brad-point or Forstner bit. Whenever 
possible, use your drill press. 

* Save cutoffs from the parts that need 
plugs. Cut the plugs from these 
pieces. 

* Use tapered plug cutters. With these 
your plugs will fit tightly, like corks in 
bottles. 

* Cut more plugs than you need. This 
allows you to select plugs that best 
match the wood grain pattern and 
color around the counterbore. 
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With one end of the seat assembly resting on a spacer, flex the opposite side assembly 
just enough to allow you to lower the seat's other end into its dado. 


to align the plug's grain with that of the 
surrounding wood. 


the shelf's ends in the end assemblies’ 
bottom dadoes. Position the shelf so 
the skirt is 34" back from the end 
assemblies’ front edges. The shelf pro- 
trudes 7" beyond the front uprights. 
Clamp the rear shelf skirt (H) in place 
3^" in from the end assemblies’ rear 
edges. Using the shank holes in the end 
assemblies as guides, drill pilot holes into 
the shelf skirts. Drive in the screws. To 
allow for wood movement, do not glue 
the rear skirt to the shelf. 
Retrieve the seat mbly (I/J). 
Clamp a 13x13" scrap spacer to the 
inside face of one end assembly with its 
bottom edge on the shelf. Its top edge is 
even with the bottom of the end's top 
dado. Now, insert the seat assembly, as 
shown in Photo B. Align the seat the 
same as you did the shelf. 
Clamp the rear seat skirt (I) in place 
3^" in from the end assemblies’ rear 
edges. Using the shank holes in the end 
assemblies as guides, drill pilot holes 
into the seat skirts. Drive in the screws. 
Do not glue the rear skirt to the seat. 
Rest the back assembly (K/L/M) on 
210х210" spacers clamped to the rear 
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Rest the back assembly оп 212"-wide spacers, and clamp it in place. Using the shank 


holes in the rear uprights as guides, drill pilot holes, and drive in the screws. 


uprights, and fasten it in place, as shown 
in Photo C. The back assembly's rails are 
set /2" back from the angled edge of the 
rear uprights (B), where shown on 
Drawing 1. 

Retrieve the previously made plugs, 

and glue them into the remaining 
counterbores. Sand the plugs flush. 


On to the finish 

Check all surfaces of the bench and 

resand areas that need it. Ease any 
sharp edges with a sanding block and 
220-grit sandpaper. 

If you wish, apply a stain. We used 

ZAR Salem Maple, following the 
directions on the can. Let the stain dry for 
24 hours. Apply a clear finish. We 
brushed on two coats of satin poly- 
urethane, sanding between coats with 
220-grit sandpaper. & 


Written by Jan Svec with Chuck Hedlund 
Project design: Kevin Boyle 

Illustrations: Roxanne LeMoine; 

Lorna Johnson 

Photographs: Marty Baldwin 


www.woodonline.com 


cutting diagram 


A panels Yr 10%" 1034" 


OP 2 
B rear uprights 353 296" (95) 0 2 
C front uprights 3". 23; 24% O 2 
D upper rails 34 Зу" 10%" O 2 
E lower rails Xx' 4%" 105 O 2 
F* brackets x 27 4 O 2 
G'ams е 4 iw O 2 
H shelf skirts У 3%" 42%" O 2 
| seat skirts У оү" 42" O 2 
J* seat and shelf У 164 4385 EO 2 
K back rails 3" as 40800 [2 
L slats 3). туе" 94 0 8 
M*fillers ew ow 3 0 18 


*Parts initially cut оуетвіге. See the instructions. 
Materials Key: OP-oak plywood, O-oak, EO-edge- 
joined oak. 

Supplies: #8x114" flathead wood screws (4), 88x12" 
flathead wood screws (6), #8x2" flathead wood screws 
(24), spray adhesive. 

Blades and bits: Stack dado set; 3" plug cutter; 1⁄4" 
straight, 78" and ¥4" round-over router bits. 


Buying Guide 

Veneer. Flat-cut red oak veneer, 2x8' paper-backed no. 
H4028, $19.95, or 2x8' peel-and-stick no. H4029, 
$39.95. Also available in 4x8' sheets and 19 different 
species. Call Grizzly Industrial at 800/523-4777, or go to 
www.grizzly.com. Look for iron-on veneer at your local 
home center or woodworking specialty store. 


© 


B 


eme TIENE 


34 x 7V4 x 96" Oak 


LE, е) 


34 x 5% x 96" Oak 


Q 


©) 


За x 91⁄4 x 96" Oak (2 needed) 


Ya x 7 x 96" Oak 


у x 24 x 24" Oak plywood 


*Plane or resaw to the thickness listed in the Materials List. 
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Add zest and function to your 
home with this *entry"-level 
project. And while providing 


family members and guests a 
place to hang their coats, take 


the opportunity to show off 
your favorite 5x7" photos at 
the same time. You can place 


other items in the frames, too. 
See below for some ideas. 


Jane 


Soccer 
acting 


$:00 -600 


Feel free to customize the look and 

(CUM dO ELE q тет Мааа functionality of the coatrack frames. 

Cue Options include photographs and chalk- 

T board (photo above), corkboard, or 
simply the plywood frame backs as 
attractive wood fillers (photos at left). 
To make your own chalkboard, spray 
14" hardboard with Rust-Oleum 
Painter's Touch Chalk Board Finish, 
available at home centers. 


For the items needed to build this project, 
see the Materials List and Cutting Diagram 
on page 50. 
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Fashion a sturdy frame 
Cut the top rail (A), bottom rail (B), 
mullions (С), and shelf (E) to the 

sizes listed in the Materials List. Cut the 

stiles (D) ^" longer than the size listed. 

You'll cut these to final length later. 
Using a dado blade in your tablesaw, 
cut 1⁄4" grooves 3%" deep, centered in 

the top rail, bottom rail, mullions, and 

stiles, where dimensioned on Drawings 1 

and 2. To make sure that each groove is 

centered in the part, turn the piece end-for- 
end after the first pass and make a second 
pass. Don’t worry about making the 
groove a bit wider. You'll simply com- 
pensate by making the tenons slightly 
thicker to fit snugly in the grooves. 

Using the setup as shown in Photo A, 

cut a 4"-long test tenon on a piece of 
scrap the same thickness as your parts. 

Check the fit of the tenon in one of the 

grooves. Trim as needed until you get a 

snug fit. Then, cut the tenons on the ends 

of the rails (A, B) and mullions (C). 
Mark the locations of the mullions 
(C) on the top and bottom rails (A, 

B). where dimensioned on Drawing 1. 

Dry-assemble the rails and mullions, 

and check for correct fit. Then, glue and 

clamp the pieces together. 
Measure the distance between the 
outer edges of the top and bottom 


E GROOVE-AND- 
TENON DETAILS 


Y" groove 36" deep^ Sy 


ИТ 


Ys" grooves 


YA" groove з deep 


эв" deep 


www.woodonline.com. 


A stopblock clamped to an auxiliary 
extension makes it easy to form a %"- 
long tenon on the ends of the rails 
and mullions. 


rails. Then, trim the stiles (D) to your 
measurement. Now, glue and clamp the 
stiles flush against the rails. 


Machine the details 
Rout a 3$" rabbet 1⁄2" deep around 
each of the openings on the back side 
of the frame assembly, where shown on 
Drawing 3. To avoid chip-out, refer to the 


” м2 eel 
o^ 


Зу” Shaker peg 


utting," you me 
at's with the rotation 


Shop Tip, below. Using a chisel, square 
the corners of the rabbet in each opening. 
Using a 1/5" Forstner bit, drill 5/6"- 
deep holes for the glass retainer clips, 
where shown. Then, drill a 352" pilot hole 
Yo" deep in the center of each hole for the 
retainer-clip screw. 
Mark the locations for drilling four 
5^" holes on the back of the stiles (D). 
where dimensioned on Drawing 3a, to 
form slots to receive the keyhole hangers. 
Chuck a 5%" Forstner bit in your drill 
press, and drill the outer holes 14" deep, 
and drill the inner holes ¥" deep. (The 
deeper holes provide space to receive 
the head of a wall-hanging screw.) 
Straighten the sides of the slots with a 
chisel. Place a keyhole hanger in each 
slot. Then, mark and drill 352" pilot holes 
3%" deep (measured from the back surface 
of the stiles) for the mounting screws. 
Drill ^" holes ¥%" deep on the face 
of the bottom rail (B) to receive the 
Shaker pegs, where dimensioned on 
Drawing 1. Glue the pegs in place. 


Е ASSEMBLY 
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В EXPLODED VIEW 


(Viewed from back) 
Keyhole 
hanger 


#6 x %16" F.H. wood screw Y 


>} 56" holes 
| Зв" deep 


Add the shelf, brackets, 
and backs 

With a 4" roundnose bit, rout a 14"- 

deep groove along the top front edge 
of the shelf (E) to form a chalkrail, 
where dimensioned on Drawing 3. Then, 
clamp the shelf (E) in place, centering it 
side to side and flush with the back of 
the top rail (A). 

Cut two 3x44" blanks from 34"- 

thick stock for the brackets (F). 
Make two photocopies of the full- 


cutting diagram 


34 x 7V4 x 96" Oak 
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#6 x 5%" F.H. 
wood screw 


Ye" offset glass 
retainer clip 


Square corners 
after routing. 


38" rabbet 
у" deep 


size bracket pattern in the WOOD 
PATTERNSo insert, and attach a pat- 
tern to each blank with spray adhesive. 
Bandsaw the brackets to shape. Sand 
smooth, and ease the curved edges. 
Then, glue and clamp the brackets to the 
stiles (D) and shelf with the brackets 
centered on the stiles. 

If you're going to display photos in 

the frames or use just the backs (G) 
as fillers, cut the backs to size. For pho- 
tos, also have pieces of 4" glass cut to 
the size shown on Drawing 3. 


Finish up 
Sand all surfaces and edges smooth 
to 220 grit. Remove the dust. 
Apply a coat of stain followed by two 
coats of a clear finish, sanding between 
coats. (We used ZAR's Salem Maple stain 
and ULTRA fast-drying polyurethane.) 
Install the keyhole hangers and the 
retainer clips using the supplied screws. 
Refer to the sidebar "Your frame- 
filling options," page 48, for items 
you can place in the frames. For pho- 
tographs, install the glass, photos, and 


11" hole 5/6" deep with a 
3/5?" pilot hole 7^e" deep, 


centered inside 


Keyhole recess 


3/52" pilot hole 5%" deep 
from back of (D) 


Keyhole hanger 


Зу" Shaker peg 


backs (G) in the frame, and secure with 
the retainer clips. To use the backs as 
frame fillers, install them with card- 
board spacers, and secure. For other 
items, omit the glass and backs, and add 
spacers, if necessary, so they fit snugly 
against the retainer clips. 

Finally, attach the coatrack to your 

wall using suitable anchoring fasten- 
ers. (A #8 panhead screw fits the opening 
in the keyhole hangers.) # 


Written by Owen Duvall 

Project design: Chuck Hedlund 

Illustrations: Roxanne LeMoine; Lorna Johnson 
Photographs: Marty Baldwin 


A top rail 

B bottom rail 
C mullions 
D' stiles 

E shelf 

F* brackets 


"Parts initially cut oversize. See the instructions. 


Materials Key: O-oak, OP-oak plywood. 

Supplies: Spray adhesive, 14x51x74" glass panels (5). 
Blades and Bits: Dado blade, %" piloted rabbeting bit, 
5" and 1" Forstner bits, 1⁄2" roundnose bit. 

Buying Guide 

Hardware. Keyhole hangers no. 125505, 5.99 for pack of 
2 with screws; 14" offset glass retainer clips no. 130329, 
$1.99 for bag of 10 with screws; oak 372" Shaker pegs no. 
50G10, $4.99 for bag of 10. Order from Woodcraft, call 
800/225-1153 or go to www.woodcraft.com. 
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Receive One Dozen FREE blades* for life, 
plus get FREE shipping** with your order 
of $25 or more from this ad. 


You'll get one FREE dozen of ScrollAmerica blades 
everytime you place an order of $25 or more now and 
in the future. That's right, FREE blades for life when you 
order from this ad. Be sure to mention Ad Code 6247 to 


receive this special offer. 
Circle No. 1415 


Plus, when you order from this ad, 


save off our already low prices 
on all Scroll America® blades! 


Per Gross 


Regular Low. 
Price per gross 


Scroll America® Blades 


Sale Price with | 
this ad i 


Skip Tooth 


Reverse Tooth 


i sate Li 
1 $21.95 
Double Reverse Tooth $29.95 


Two-Way Tooth 


Spiral 


Per Dozen 


Scroll America® Blades 


Sale Price with | 
this ad 


$3.38 | 


Regular Low. 
| Price per dozen 


Precision Milled Tooth | $375 | 
Premium Double Tooth | $1.95 | 


Skip Tooth T 


Reverse Tooth 
Double Reverse Tooth 1 


Two-Way Tooth. | $250 . $2.25 1 
Spiral $2.35 $212 | 
LI — 


Note: All blades available in various sizes. 


Call now to order and get 10% off, plus FREE shipping 


and one dozen free blades with any order over $25 
kd 7 2 

Әне ! OLSON’ 

at the lowest prices 


BladeValuesDirect 
Dept 6247 » P.0. Box 430 » New Castle, DE 19720 


Www. -com 


* Choose form PB, AP or RT ScrollAmerica blades 
** Free standard shipping within the 48 States. Prices valid through Dec 31 


We also sell 


Tens of thousands of hobbyists and professionals 

are proud owners of a HEGNER Precision Scroll Saw, 

the brand WORKBENCH called "the ultimate in 
scroll saws.” Now you can enjoy all this: 


B Create valuable items in minutes 
from inexpensive materials 

m Easy to set up, fun to operate 

m Cut almost any shape 
or pattern in almost 
any material 

m Profit by making 
items to sell, donate, 
orto use instead 
of bought gifts 


~ 


Io» пот HEGNER: UniMax ™ - the ideal 
E * fretwork saw with UNIQUE features! 


m No need to release or attach —— — =з - 
the upper end of the blade, EVER 

m Make tight turns on-the-spot in 
materials up to 1/2" thick 

m Use for ANY length or width project: 
throat depth is limitless 


Imagine that you could saw with a sliding table, 
shape, sand, rout, turn, or mortise all with one 
compact tabletop machine. Now you can — with 
a HEGNER MK4 Productivity Center. 


m Wide range of woodworking 
functions 

m Compact (19x19x14"H), yet 
robust and heavy 

m Far more productive than single 

function tools 


ADVANCED MACHINERY 
РОВ 312 © Dept. 6246 е New Castle, DE 19720-0312 : 


Difference. 


Better Homes ama! Gardenso 


P-A] ERNS. 


November 2002 For your Т convenience ISSUE 145 


nd ri UE Hall Bench Page 42 


5 ont C odia erc Dear Reader: As a service to yo Е 
ganaue : u, we've . 
d Candles on a Curve Page 58 included full-size patterns on this insert for 
Shelf Clock Page 60 irregular-shaped and intricate project parts. 


You can machine all other project parts 
Pendulum Cradle Page 7o using the Materials List and the drawings 


Tree Trimmers Page 74 accompanying the project you're building. 


Ye" round-over 
on top and 
bottom edges 5 


pilot holes 
eep, drilled 
g assembly 


© 


ARM 
FULL-SIZE PATTERN 
(2 needed) 


stop round-overs. EU 


© Copyright Meredith Corporation, 2002. All rights reserved. Printed in the U.S.A. Meredith Corp., the publisher of WOOD PAT- 
TERNS®, allows the purchaser of this pattern insert to photocopy these patterns solely for his/her own personal use. Any other 
reproduction of these patterns is strictly prohibited. 


os Vie" hole only in 
REINDEER K hanging ornaments 
PATTERN 


S (2 needed) 


E Ы | Vie" hole %" deep only in 
Pi reindeer for tabletop scene 


HANGER PATTERN 
(1 needed for each) 


18-gauge copper wire 
9" long 


HALL 
id = BENCH 


peut ce WU CUT See page 42 | 


BRACKET a 
FULL-SIZE PATTERN А 2 
(2 needed) = 


3/&" counterbores 
уа" deep оп top 
face with a 
5/0" shank hole 
centered inside 


7/4" pilot hole 
1" deep 


CANDLES ON A CURVE 
See page 58 


д" hole 74" deep on inside face 


SQ Q 
7 "Ав" chamfers 


ARCH 
: FULL-SIZE HALF PATTERN 
Join patterns here. (3 needed) 


e 15" to cer 
(30" blank 


BRACKET 
FULL-SIZE PATTERN 
(2 needed) 


Es SHELF 
Es CLOCK 
aes See page 60 
S 
ШЕНІН COUNTRY 

Өзке| g COATRACK 
BS See page 48 
3 


ARCH 
FULL-SIZE HALF PATTERN 


(8 needed) Join patterns here.—* 


— 15" to centerline 
(30" blank length) 


Уд" hole 1⁄4" deep on inside face 


23%" 


p 
rline 


(+ 
3 Ye" et 
ngth) 


Align top corners of (B)here. 


Align ends of (B) and (G) here. ~ 


PROFILE FULL-SIZE PATTERN 


Ve"hole | 
for marking | 


PENDULUM CRADLE 
See page 70 


3^" hole 
уд" deep оп! 
outside face ; 


F 2%" CANDLES ON A CURVE 
E--— He —| See page 58 


d 
s 


| 2y" 


17" hole 
34e" deep 


Ш : LIESN | 
NN i Е Glue line 
1%" 


uin hole 3" deep 
REST PIER FULL-SIZE 
FULL-SIZE PATTERN END PATTERN 
(5 needed) (2 needed) 


ув" round-over > ~ 
3%" counterbores 
Ya" deep on outside 
face, with a 
9/64" shank hole 
centered inside 


Location of pat (B). / 
on inside face ; 


 round-over along bottom edge — — ; 


С) 

ЕМО 
FULL-SIZE 
HALF PATTERN 
(Outside face shown) 
(2 needed) 


Location of part (C) 
on inside face 


ANGEL PATTERN 
(2 needed) 


NOTE: 24 © 
All holes are 
Yax Ye deep = 


Le MOUNTAIN PATTERNS 
oe (4) (3 needed) 


ROVE ^e" hole 
PATTERN 
(2 needed) 


CHRISTMAS 
TREE 

PATTERN 

(2 needed) 


TREE TRIMMERS 
See page 74 


Principal rafters: Roof support timbers 
joined at the peak and attached to a bent 
plate. Two rafters together, attached to a 
bent plate, form a roof truss. 


t 


imber 
framing 


from the ground up 


Building a structure a woodworker can appreciate 


oodworkers and carpenters often view their i 
Wiese: differently. Woodworking demands 
exacting cuts and precision to achieve great Bent plates: 

results. Homebuilding, on the other hand, may involve Horizontal timbers that 
rough cuts and a little *persuasion" to get a good fit. connect the upper ends 

Long before the invention of modern construction tech- оѓ posts within a bent 
niques, though, people built structures using methods апа support the base of 
much like we employ in woodworking. Called timber the rafters. 
frames, these buildings consist of heavy wooden posts, 
beams, and other parts joined using precise, artful joints. 

Timber-framing methods, and some of the structures 
themselves, have existed for centuries. But timber 
framing almost became a lost art in the mid-1800s as 
carpenters turned to simpler stud framing. Today, people 
have rediscovered these beautiful, practical structures. 

Perhaps the best news is that any woodworker can build ^ Bent girts: Horizontal. | 
a timber frame. Like yesteryear's timber framers, many timbers that span 
of whom were inexperienced homesteaders with few between the posts 
tools, you can learn these time-honored techniques. within a bent. 

You probably won't tackle a house or barn like our 
ancestors did, but you can build a modest structure, such 
as a shed. All you need is an assortment of tools, a few 
friends to help heft timbers, and a willingness to learn. 
Here are the basics of how a timber frame goes together. 


AS 


Knee braces: Diagonal timbers 
between posts and girts or plates 
to add rigidity. 


Posts: Vertical timbers 
that form the outer 

boundaries of a bent 
and support the girts 
and plates. 


|y ег і Summer beams: 
2/ i | i Timbers that span 
r4 " between girts or plates. 
VPE IPIE prm cia 
The recipe for a timber frame is simple: good wood, time- 
tested techniques, a few hand tools, and manpower. 
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Common rafters: Secondary rafters 
located between bents. 


Purlins: Horizontal timbers that Timber frame 
connect roof trusses. construction at 
a glance 


Frame configurations vary depending on 
the size and shape of the structure and 
the aesthetic aims of its designer. Also, 
joinery details vary widely depending on 
the region and the expertise of the 
framer. The drawing, left, shows a typi- 
cal frame for a two-story home. Detailed 
drawings on the following page pro- 
vide a closer look at many of the 
joints used in this framing system. 
Because part of the wood in each 
timber is cut away to form mortises, 
tenons, dovetails, and other interlock- 
ing shapes, many of the timbers for a 
large frame, such as a house or barn, 
must be quite hefty (8x10" or 8x12"), 
and therefore require extra muscle 
power—or hoists—to maneuver them 
into position for shaping and fitting. 


Collar ties: Horizontal 
timbers that span 
between rafters to 
prevent sagging. 


Connecting girts: Horizontal 
timbers that span between posts 
in two bents. 


Sills: Horizontal timbers that 
rest on the foundation. 


| 
Bent: The principal unit in a timber 

frame, above, consists of two posts 

connected by bent girts, bent plates, 
and knee braces. Rafters and sills 


may be included. Bents are often 
constructed on the ground, then raised 
into position using ropes and poles (or 
a crane). A timber frame for a typical 
Girders: Horizontal timbers two-story house consists of four bents 
that span between sills. joined together to form three bays. 


Bay: The box area formed by joining two bents together 


E % with connecting girts, as shown at right. Every timber frame 
2 p" has at least one bay, though most, such as the example, 
4 Joists: Parallel timbers that span above, contain more. In a traditional house layout, main 
between other floor timbers to rooms occupy the outer bays. Hallways, stairs, bathrooms, 
complete the floor support system. and service areas are clustered in a narrower middle bay. 


” 


2% 


Typical timber joinery 


olves cutting, shaping, and pegging the timbers to form 
tight, solid-wood joints. The work requires only simple hand 
tools, such as those in “A timber framer’s toolbox” on the 
following page. Yet the sturdy joints these tools help create can 
withstand large loads almost indefinitely. 


The structural integrity of these joints relies on two basic work- 
horse features: mortise-and-tenon cuts (square or dovetailed) and wooden pegs. 
The other “glue” that holds some joints and the frame at large together is 
simple gravity. All loads transfer through the posts to the foundation. 


Knee brace mortise and tenon: 

This is one of the most common of several 
ways to join the knee brace. The tenons are 
offset, placing the brace toward the outside. 
Tight tolerances and gravity hold it together, 
while pegs provide added insurance. 


Stopped splayed scarf joint: 

This joint creates a long timber from two 
short pieces. The angles, wedges, and pins 
lock the joint together making a scarfed tim- 
ber almost as strong as a continuous one. 
Even so, scarfs are often placed near posts. 
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al 
Mortise Dovetail ' 
= Tenon 


Dovetailed sill corner joint with tenoned 


post: Eventually, all loads in a timber 
frame are transmitted to the base of each 
post. This super-secure joint locks all the 
pieces together to prevent the base of the 
structure from splaying. 


Tenoned and pegged rafter bird's mouth 
at bent plate: Where a principal rafter, 
post, and plate come together, this joint 
provides three-way protection against 
failure. The bird's mouth can be used with 
common rafters, though it's not necessary. 


T E 


Shouldered mortise and tenon: 

This serves as the basic joint between the 
posts and girts or plates. The shoulder 
takes the load off the tenon, adding 
strength, while pins prevent the joint from 
pulling apart under lateral stresses. 


Housed dovetail: 

Where joists or summer beams meet girts 
and sills, this joint provides strength two 
ways. The shouldered area, or housing, 
bears the load. The dovetail prevents the 
joint from pulling apart. 


Tongue and fork: 

This simple joint consists of an open mortise 
and an interlocking tenon, held fast with 
pegs. It ties rafters together at the roof 
peak, and also presents a simple way to 
join sills where they meet at corners. 
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To make precision cuts and tight- 
fitting joints, a timber framer relies 
chiefly on artful handling of simple 
tools and subtle application of lever- 
age and pressure. The tools shown 
below have been and still are the 


Other essentials include a framing 
square, a combination square, flat 
chisels, a mallet, and a handsaw. 


mortise corners quickly. 


i smoothing tenons. 


Broad ax/hatchet: For hewing and 
dressing timbers, plus roughing out joinery. 


standard issue for any timber framer. 


Corner chisel: Handy for cutting 


Commander: An oversize ' 
mallet (sometimes made on site \ 
with a piece of scrap timber) used 
for hammering joints together. 


|| Slick: Looks like an oversize 
i chisel but used as a plane for 


Drawknife: This tool comes in 
handy for trimming bark off of logs 
and for dressing timbers. 


Brace and bit: A quick-working 


A timber framer's toolbox 


You may own some of the tools 
already. Specialty retailers (see the 
Sources, below right) carry the others. 

Today's timber framers do employ 
some power tools. Few hand-hew 
their beams, for example. Instead they 
rely on a motorized mill to process the 
logs. A router, circular saw, and power 
planer also are handy for trimming 
timbers and forming joints. 


tool for drilling out mortises and 
making peg holes. 


The best woods for 
timber framing 


One common misconception about tim- 
ber framing is that the timbers need to be 
seasoned before you work them. Quite 
the opposite is true; timbers should be 
worked while the wood is green. 

A variety of species have been used 
over the years, from pine and fir to oak 
and even cherry. These days, framers 
also use Douglas fir. 

The strongest species for timber fram- 
ing are those that grow slowly, are 
straight and tall (curved or twisted trees 
are harder to mill into timbers), and 
reach great heights before branching 
(knots tend to weaken a timber). Such 
trees were common in old-growth 
forests. Although trees in second-growth 
forests are not quite as strong, tall, or 
straight, they yield timbers that work 
well for such projects as houses and 
small barns. 9 


Written by Bill Nolan with David Stone 
Illustrations: Mike Mittermeier 
Photograph courtesy of Timber Framers Guild 


Sources for additional 
information 

To learn more about timber framing, or to find the 
tools used in the craft, contact the following sources: 


General information and training 


Timber Framers Guild 

P.O. Box 60 

Becket, MA 01223 

888/453-0879; www.tfguild.org 

Education, training materials, books, workshops 


Joiners Quarterly magazine 

Fox Maple Press, Inc. 

65 Corn Hill Road, Р.О. Box 249 

Brownfield, ME 04010 

207/935-3720; www.foxmaple.com 
Magazine, framing school, workshops, books 


Tools and supplies 


Barr Specialty Tools 

P.O. Box 4335 

McCall, ID 83638 

800/235-4452; www.barrtools.com 


Lee Valley Tools, Ltd. 

P.O. Box 1780 

Ogdensburg, NY 13669-6780 
800/871-8158; www.leevalley.com 


Woodcraft Supply 

560 Airport Industrial Park 

P.O. Box 1686 

Parkersburg, WV 26102 
800/225-1153; www.woodcraft.com 


www.woodonline.com 


55 


OBVIOUSLY, THE NEW SILVERADO IS HERE. 


877-THE TRUCK or chevy.com/silverado 
1 Available only on Silverado 2500HD and 3500 models. 2 Only on specially equipped Ext. Cab Short Box апа 1500HD models. Not available with PRO-TEC. Call or go online for details. З Based 


4 Only on specially equipped Ext. Cab Short Box models. Not available with QUADRASTEER. Call or go online for details. 5 Dependability based on longevity: 1981—July 2001 fulline light-duty 
QUADRASTEER is a trademark of the Delphi Corporation. 52002 GM Corp. Buckle up, America! 


The new Silverado’ is more than just à pretty face. It’s still got all the same proven power, pulling 
and payload you've come to expect. In half-ton, three-quarter and one-ton trucks, the name is Silverado. 
Looking for heavy-duty power? Look here. An available Big Block 8100 Vortec“ V8 cranks Out 340 horses 
and 455 ІБ-Н. of torque: The available Duramax" Diesel gets you 300 horses and 520 Ib.-ft. of torque! 

Select half-ton Silverado models? are now available with QUADRASTEER four-wheel steering, making i 
Silverado with QUADRASTEER the most maneuverable full-size pickup you can get? Or for durability, | 
nothing beats the proven dent-resistant PRO-TEC’ bed, box and tailgate, available on select half-ton 
Silverado models.* 

The new Silverado. The Truck. From Chevy: The most dependable, longest-lasting trucks on the road? 


on turning diameter, Excludes other GM vehicles. SI LVE RADO LI KE A RO CK 
truck company registrations. Excludes other GM divisions. 
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Create a simple yet graceful stand 
for five votive candles. 


Note: Before starting this project, pur- 
chase the votive candle holders. To ensure 
that they will fit on the rests, drill a 178" 
hole 3i" deep in scrap, and take it to the 
store with you. 


Start with the piers 
Laminate two 34x234x8" pieces of 
stock to make a 1'"-thick blank for 

the piers (A). With the glue dry, joint one 

edge of the blank, and trim it to 2^" 
wide. From this blank crosscut two 
1V5x2V5x3" pier blanks. 
Make four copies of the pier full-size 
end pattern on the WOOD PAT- 

TERNSe insert. Using spray adhesive, 

adhere a pattern to each end of both pier 

blanks. Align the pattern's centerline 
with the blanks’ glue lines. Use your drill 
press to drill the 1⁄4" holes 34" deep where 
indicated on the patterns. 

Taper the piers, bandsawing to the 

waste side of the pattern lines, as 
shown in the Shop Tip, right. Sand the 
sides smooth. 

Chuck a chamfer bit in your table- 

mounted router, and rout the 4" 
chamfers on the piers' ends, where 

shown on the pattern and Drawing 1. 
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Plane a ¥4x2x10" piece of stock to 36" 

thick for the bases (B). Cut the bases 
to size, and rout 14" chamfers on their top 
edges, where shown on Drawing 1. 

Sand the piers and bases to 220 grit. 

Clamp them together with the piers 
centered on the bases. Drill pilot and 
countersunk shank holes, where shown, 
and drive in the screws. 


Form the arches 
Plane two 34x244x30" pieces of stock 
to 34" thick to make blanks for the 
arches (C). Stick the blanks together 
face-to-face with double-faced tape. 
Make three copies of the pair of arch full- 
size half patterns on the pattern insert. 


When bandsawing small workpieces 
such as the piers, attach the blanks to 
a 2x4 scrap with double-faced tape, as 
shown in the photo, right. Thick cloth- 
backed tape works best. 


Scrapwood keeps fingers safe 


Ve, 


Using spray 
adhesive, adhere one 
pair of arch patterns to the 
blanks, joining the pattern halves 
where indicated. Set the other pattern 
copies aside. Bandsaw and sand the 
arches to the pattern lines. We adhered 
sandpaper to waste pieces cut from the 
arch blank to make custom-contoured 
sanding blocks. Separate the two arches. 
Cut the remaining two copies of the 
pair of full-size half patterns along 
the pattern lines. Adhere them to the 
inside surfaces of the arches. Drill the V4" 
holes 4" deep, where indicated. 
With the chamfer bit still in your 
table-mounted router, rout Mo" 
chamfers along the outside edges of the 
arches, where shown on the pattern and 
Drawing 1. Sand the arches to 220 grit. 


Now make the rests 
Plane а 4x2V$x18" board to 3" thick 
for the rests (D). Cut five 3"-long rest 
blanks. Make five copies of the rest full- 
size pattern on the pattern insert, and 
adhere the patterns to the blanks. 
Chuck a 1⁄4" bit in your drill press, and 
drill centered holes %" deep in the 
blanks’ ends. Use your drill-press fence 
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and a stopblock 
to position the rest blanks. 
Switch to а 175" Forstner bit. Lay 
the blanks flat, reposition the fence and 
stopblock, and drill the 346" -йсер recess- 
es, where shown on the pattern. 
Bandsaw and sand the rests (D) to 
their finished shape. Ease the edges 
of the curved sides with a sanding block. 
Sand the rests to 220 grit. 


Assemble and finish 

Cut 14 pieces of 4"-diameter dowel 

58" long. Dry-assemble the parts, 
where shown on Drawing 1. Use a 
straight piece of scrap 18" long to align 
the rests parallel to each other, as shown 
in Photo A. We shimmed the inside pair 
of rests 2/2", the outside pair 74s". When 
you are satisfied with the fit and align- 
ment, glue and clamp the parts. 

Apply a clear finish. We sprayed two 

coats of satin polyurethane from an 
aerosol can, sanding lightly with 220-grit 
sandpaper between coats, # 


Written by Jan Svec with Jeff Mertz 

Project design: Jeff Mertz 

Illustrations: Roxanne LeMoine; Lorna Johnson 
Photographs: Marty Baldwin 


Ув" chamfers 


Vis" chamfers 
No chamfer 


BEM EXPLODED VIEW 
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alignment 
bar 


Clamp an alignment bar to the center 
rest. Insert spacers between the bar and 
the other rests to keep them all parallel. 


Votive holder 
(5 needed) 


р уд" hole $6" deep 
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уд" dowel 
5%" long 


FINISHED SIZE 
БЕН ЕСІ SETS 


Май. Qty. 


C'arches 
D' rests 
"Рап initially cut oversize. See the instructions. 


Materials Key: LW-laminated walnut, W-walnut, 
M-maple. 

Supplies: #6x1" flathead wood screws (4), '4"-diameter 
dowel 12" long, glass votive candle holders (5), votive 
candles (5), spray adhesive. 

Bits: Chamfer router bit, 174" Forstner bit. 


Candles and holders, Look for votive candles and 
glass holders at department stores, gift shops, or crafts 
supply stores. 


1⁄4" hole 


| go" pilot hole 58" deep 


%4" shank hole, 
countersunk 
on bottom face 


в ХАЛІН? 
wood screw 
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Build it 


ooking at the simple lines, grace- 

ful proportions, and figured grain 

of this clock's quartersawn oak, 
it’s easy to see why mission-style pieces 
are so admired. To help you achieve the 
same results, see the Buying Guide for a 
source of quartersawn oak, the clock 
movement, and the mica back for the 
clock's grille. 


What is mica? 


"Mica" is a general term fo 
- of more than 30 slightly fei 
silicate minerals. Commonly known 5” 
for tl nslucent propertie: META 
mic comme! ially used 


pshades, ceilin 
the grille back in our shelf clock. 


Mica typically is mined in chunks 
that get split and further processed i 
into films, flakes, an: powders for 

. various uses. Fabric; ed mica 

sheets, like those used i in this 

Eo lock, get formed by сот ining 
mica flakes wth ids 


у" groove 
v4" deep, centered 
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2x 3v" 
© WE зуи" 


Start with the front 
and back parts 
From 34"-thick stock, cut the stiles 
(A) to the size listed in the Materials 
List. Cut a 1⁄4" groove 1⁄4" deep, centered 
on an edge of each stile, where shown on 
Drawing 1. 
From !2"-thick stock, cut the face (B) 
to size. On the back of the face, cut a 
Ys" rabbet 1⁄4" deep along the side edges, 
where shown. You'll drill the hole in the 
face to receive the clock movement later. 
Cut the face-trim pieces (C) and the 
bottom rail (D) to size from 34"- 
thick stock. Then, using a dado blade, 
form the 14x14" tenons centered on the 
rail ends, where shown. Make two 
copies of the full-size arch pattern in the 
WOOD PATTERNSe insert. Apply one 
pattern to a face of the rail with spray 
adhesive, and set the other pattern 
aside. Bandsaw to the pattern line to 
form the arch, and sand smooth. 
From VA"-thick stock, rip а x24" 
blank for forming the fillers (E, F) 
and grille parts (G, H, I); then cut the 
parts to size. Set the grille parts aside. 
From 1⁄"-thick stock, cut the back (J) 
to size. Cut a 1⁄4" rabbet 1⁄4" deep 
along the sides on the inside face, where 
shown. Then, adhere the second copy of 
the arch pattern to the back at its bottom, 
and bandsaw and sand the arch. 


Va x Và" tenon, 
both ends 


Assemble and glue 
the parts 
To assemble the front of the clock 
case, first place two stiles (A) and the 
face (B) on your work surface, outside 
face up. Without gluing, clamp the face 


between the stiles with its top edge posi- 
tioned 1⁄4" below the top of the stiles. 
Now, glue the face-trim pieces (C) to the 
face, as shown in Photo A. 


With the face (B) clamped (no glue) 
between the stiles (A), glue and clamp 
the face trim (C) to the face's top and 
bottom edges. 


Yo" round-over 


ул" rabbets 
Ys" deep 
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shelf clock 


[B| 


Glue and clamp a long filler in each stile's groove, slid- 
ing it behind the bottom face-trim piece and tight against 


the face. Remove any squeeze-out. 


Check that the top face-trim piece is 

flush with the top of the stiles. 
Then, glue and clamp a long filler (E) in 
each stile, as shown in Photo B. This 
will leave 134" of open groove at the 
bottom of each stile to receive the 11⁄4"- 
wide bottom rail (D) and the 4" short 
filler (F). Separate the stiles from the 
face/trim assembly. 

Apply glue to the rabbeted ends of 

the face and to the bottom rail’s 
tenons. Now, assemble the face, bot- 
tom rail, and stiles, with the bottom 
rail tight against the long fillers. 
Clamp the assembly. 


Prevent glue from sticking 
to unwanted surfaces 


Glue squeeze-out can cause 
parts to become joined where 
unintended. To prevent this, 
place a piece of waxed paper 
between the surfaces that 
you don't want joined, where 
possible. For example, when 
gluing the grille sides (G) and 
the rails (H) in the clock's 
opening, put waxed paper on 
top of the spacer. The glue 
will not stick to the paper, so 
you'll find it easy to remove 
the spacer and scrape off 
any residual glue. 
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Outside face 


Bandsaw the stiles to the marked lines to form the tapered 
sides. Start the cut at the bottom of the stile, and finish at 


Et 


the top. Sand smooth. 


Place a dab of glue in the stiles’ 

grooves below the bottom rail. 
Then, install and clamp a short filler in 
each groove. 

To assemble the back of the clock 

case, first apply glue to the rabbeted 
sides of the back (J), and clamp it 
between the remaining stiles with their 
top edges flush. Then, glue and clamp the 
remaining short fillers in the stiles. 

From /4" hardboard, cut a 176x3" 

spacer for positioning the grille side 
and rail pieces (G, H) in the clock’s 
front opening, 1⁄4" back from the front 
edge. See the Shop Tip, below. With 


AA 


the front assembly outside face up on 
your work surface, position the spacer 
in the grille opening. Then, glue the 
grille side pieces to the long fillers (E) 
in the stiles, and glue the rail pieces to 
the lower face trim (C) and the bottom 
rail (D). Press the pieces firmly down 
against the spacer. 

Using a 2%" Forstner bit, or a circle 

cutter set to cut a 23⁄4" hole, drill a 
centered hole through the face (B) to 
receive the clock movement. 

Mark the taper on each of the stiles 

(A). where dimensioned. Then, band- 
saw the tapers, cutting just outside the 
marked lines, as shown in Photo C. 
Then, sand to the lines. 


Add the sides and top 
From !2"-thick stock, cut two 1х8" 
blanks for the sides (K). Tilt your 

tablesaw blade to 4? from vertical. Now, 

bevel-cut the blanks to their finished 
length of 7/46" with a 4° bevel on each 
end, where shown. 
Glue and clamp the sides to the 
front assembly, keeping the top and 
bottom ends and the angled sides flush. 

With the glue dry, glue and clamp the 

back assembly to the sides. When dry, 

remove the clamps, and sand the sides 
and the top and bottom edges of the 
case smooth. 

From 2"-thick stock, cut the top (L) 

to size. Rout a !^" round-over along 
the bottom edges, where shown. Sand the 
top, including a light sanding of the top 
edges. Now, center the top, front to back 
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Install the remaining grille rail and uprights in position, pressing the epoxied 


edges against the mica. Check for proper alignment. 


and side to side, on the case, and glue and 
clamp it in place. 


Time to wrap it up 
Finish-sand the clock case and 
remaining grille parts (H, I) to 220 

grit, and remove the dust. Apply a stain 

of your choice to the clock case. Also, 
stain all but one edge (for gluing) of the 
remaining grille parts. (We used ZAR 

Spanish Oak wood stain.) Then, apply a 

clear finish. (We sprayed three coats of 

Watco Satin Lacquer Clear Wood Finish, 

sanding to 400 grit between coats, and 

removing the dust.) 
Cut the backer (M) to size, and cut 
a piece of mica (or stained glass, as 
an option) to the same size. (We cut 
our mica using a bandsaw and a zero- 
clearance insert.) Adhere the mica to 
the backer with epoxy. 
Through the bottom of the clock case, 
apply a small amount of epoxy to the 

back of the grille sides (G) and rails (H). 

Insert the mica/backer through the bot- 

tom, and press it into the opening against 

the epoxied parts. Apply masking tape to 
hold the mica/backer in position while 
the epoxy cures. 
Apply epoxy to the unstained edges 
of the remaining grille rail and 
uprights, and install these pieces as 
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shown in Photo D. Finally, install an N- 
size battery in the clock, set the time, 
press the clock into the hole in the face, 
and proudly place your masterpiece on a 
shelf for all to see. # 


Written by Owen Duvall 

Project design: Kevin Boyle 

Illustrations: Roxanne LeMoine; Lorna Johnson 
Photographs: Marty Baldwin 


A stiles Но! ШИ OO NE 
B face м Зуи 3%" 00 1 
C face trim X ж IM Qo 72 
D bottom rail 34€ 1%" Se Qo 1 
E* long fillers Y Ww ag QO (2 
F* short fillers wu w NE 00 74 
G* grille sides Мы w БОЙ 00 B2 
Н" grille rails Xt w I» QO 3 
I" grille uprights Y w Esun Qo 4 
J back Ж” 6W 1353 ao 1 
K' sides X^ 1w' We QO 2 
L top ve 4%" 65 00 1 
M backer Y 2 ION BP 1 


"Parts initially cut oversize. See the instructions. 


Materials Key: QO-quartersawn white oak, 
BP-birch plywood. 


Supplies: 1⁄4" hardboard, epoxy, М battery. 


Blades and Bits: Dado blade, 236" Forstner bit or circle 
cutter, 1⁄2" round-over bit. 


Buying Guide 

Clock kit. 2%"-diameter press-in clock movement (1), 
2x314" mica (1). Kit no. MSC, $15.95 ppd. Schlabaugh 
and Sons Woodworking, 720 14th Street, Kalona, ІА 
52247. Call 800/346-9663 or go to www.schsons.com 
to order. 

Lumber kit, Enough quartersawn white oak and birch 
plywood (some pieces cut slightly oversize) for one 
clock. Kit no. LP-4, $23.95 ppd. See above for address 
and telephone number. 

Bit kit. 236" Forstner bit kit no. 400901, $18.95. Address 
and telephone number above. 


cutting diagram 
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34 x Зу x 24" Quartersawn white oak 


(С) 


Ve x 7V4 x 24" Quartersawn white oak 


OPO TORE s LE 
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Ya x 2 x Зув" Birch plywood 


Va x 2 x 24" Quartersawn white oak 
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Sanding on clear acrylic demonstrates 
how a random-orbit sander covers its own 
tracks with an irregular scratch pattern. 


or this article, we chose a bevy of 

5" random-orbit sanders, most of 

which are palm-grip models 
where the motor housing serves as a one- 
handed grip. We also included side-handle 
sanders that can be held like a palm-grip 
machine or by a pair of opposing grips for 
two-handed control. Except for the Black 
& Decker КО100, Milwaukee 6019-6, 
and Ryobi RS241, all of the tested sanders 
have variable speed. 
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13 models square off to 
» ‘see which delivers the 
finest and fastest finish. 


Five things to demand 
from your r.o. sander 
A smooth finish. As much as we 
love to sand (not!), we don’t want to 
spend any more time than necessary 
doing it. So, if we can eliminate the finer 
grits at the end of the job without leaving 
swirly, stain-catching scratches, so much 
the better. 
All of the tested sanders performed well 
here, providing we used 120-grit or finer 


sandpaper and kept the tool moving. Only 
when we held the sander in one spot on a 
workpiece, then stained it, did some 
scratches appear. The “Finish Quality” 
chart, opposite top, shows the grits we had 
to sand to in oak and pine to eliminate 
even these scratches. The Craftsman 
27957, Festool ES125 E-Plus, and Porter- 
Cable 333VS excelled here, saving us 
from stepping up two to three grits to elim- 
inate scratches—a big time-saver. 


WOOD magazine Novem! 


FINISH QUALITY 


Some sanders help you produce a smooth, scratch-free 
surface without going through a long succession of ever-finer 
sandpaper grits. Here's the grit we needed to sand to before 
the scratch patterns disappeared. 


Black & Decker RO100 
Bosch 1295DVS 
Bosch 3107DVS 
Bosch 3725DVS 
Craftsman 27957 
DeWalt DW423 $ 
Festool ES125 E-Plus 
Makita BO5012K 

Makita BO5021K 
Metabo SXE425 
Milwaukee 6019-6 
Porter-Cable 333VS 
Ryobi RS241 


"Test conducted on a single board of each species. Your results may differ. 
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Bosch 1295DVS 
Bosch 3107DVS 
Bosch 3725DVS 
Craftsman 27957 
DeWalt DW423. 
Festool ES125 E-Plus. 
Makita В05012К 
Makita B05021K 
Metabo SXE425 
Milwaukee 6018-6 m— О 
Pore cate zoo HEEL. S o. 
Ryobi RS241 —— 
10 20 40 


30 50 


GRAMS OF MATERIAL REMOVED 


SANDING AGGRESSIVENESS 


Not all sanders remove wood at the same rate, even with the same grit of paper 
installed. After 10 minutes of sanding with 80-grit paper, here’s how many grams of 
wood were abraded away by each sander. (Tests conducted in red oak and pine.) 


Three sanders, three specialties 


Random-orbit sanders marry the orbital action of a finish sander to the 
aggressiveness of a belt sander to create a fast-cutting, smooth- 
sanding tool. If we could have only one portable sander in our shop, it 
would be a random-orbit sander, though all three have their place. 
Here's how they compare. 

Belt sander 

* The fast-moving abrasive belt 
hogs away wood quickly. 

* Long, straight scratches 

(see photo, at right) make it a 
poor candidate for cleaning up 
cross-grain joints, such as those 
in face-frame construction. 
Finish sander 

* You can sand into corners 
because of the square pad. 

* The pad's orbital action creates tiny circular тепа (photo, above). 
With no obvious directional scratches, you can sand cross-grain joints. 
* The small sanding pattern removes stock slowly, even with 

coarse grits. 

Random-orbit sander 

* Pad rotation combined with orbital motion blends the scratches into a 
less-detectable pattern than a finish sander. This combined action also 
makes it more aggressive than a finish sander. 

* The round pad can't sand into corners. 

* Contrary to intuition, these sanders remove /ess material when you 
bear down on them, so a light touch is best. 


-| This photo shows 
| the scratch pat- 
| terns left by a belt 
| sander (top) and a 
| finish or "pad" 
sander (bottom). 
A belt sander 
should be used 
only in line with 
the grain. 


About our tests 


To measure aggressiveness and dust- 
collection capabilities, we outfitted each 
sander with an 80-grit Mirka Gold sand- 
ing disc (from Supergrit Abrasives, 
800/822-4003, or www.supergrit.com). 
After weighing a pine test board and the 
sander separately, we sanded the board 
for 10 minutes using only enough hand 
pressure to keep control of the sander, 
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X then weighed it again, as shown above. 
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The difference shows how much material 


sander that takes a healthy bite when 
knocking down a misaligned joint 
will just as quickly sand through thin 
veneer. The chart above shows the side- 
handle sanders (Bosch 3107DVS and 
3725DVS, Makita ВО5021К, and Metabo 
SXE425) to be the most aggressive. 
Such high removal rates can sometimes 
lead to control problems. (Even some not- 
so-aggressive units were difficult to keep 


т А random-orbit 
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in check, wanting to quickly change direc- 
tions as we shifted pressure to the edge of 
the sanding pad.) If you're looking for a 
do-it-all sander, remember that you can 
dial down the speed on a feisty variable- 
speed model, but you can't make a 
lackadaisical sander more aggressive. 
Effective dust collection. The 
3* dust-collection method is a 
shop vacuum hooked up to a 
sander's dust port. That said, we were dis- 


the sander abraded away. 

Without emptying the sander's onboard 
dust receptacle, we reweighed the 
sander to see how much it gained. 
Comparing this weight change to the 
amount of material removed gave us the 
percentage of dust collected. We aver- 
aged the results of three tests, then 
repeated the entire procedure, this time 
with red oak boards. 
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random-orbit 


sanders 


DUST-COLLECTION RATES 


Although all of the tested sanders come with their own on-board dust receptacles, 
we found marked differences in the amounts of sanding dust that each receptacle 
collected. This chart shows the percentage of sanding dust actually collected by each 
sander while sanding for 10 minutes. (Tests conducted in red oak and pine.) 


Black & Decker R0100 
Bosch 12950VS 

Bosch 31070VS 

Bosch 37250VS 
Craftsman 27957 
DeWalt 0W423 

j Festool ES125 E-Plus 
Makita B05012K 

Makita 805021К 
Metabo SXE425 


Milwaukee 6019-6 Si, 


Porter-Cable 333/5 


| 
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PERCENTAGE OF DUST COLLECTED 
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Who needs 
variable speed? 
We use random-orbit sanders in 
the WOOD» magazine shop nearly 
every day, and we seldom run them 
at anything less than full speed. So 
should you save $5-$10 and get a 
Single-speed sander? We'd spend 
the extra money to gain the versatili- 
ly. Here are a few occasions when 
we back the speed down: 


* On small parts. 

A workpiece about the same size 
as the sanding pad will often want 
to spin with the pad, even when 
backed by an anti-slip mat. Slowing 
the sander helps keep the work- 
piece from rotating. 


* When sanding edges. 
Because of the small amount of 


Sanding discs: 


Hook-and-loop vs. self-adhesive 


Abrasive discs attach to a random-orbit sander's pad 
in one of two ways: by hook-and-loop (like your pre- 
Schooler's Velcro shoelaces) or by pressure-sensitive 
adhesive (PSA). We prefer hook-and-loop discs 
because they're reusable—you can remove and 
replace the discs a number of times. PSA discs can't 
be reattached, so you often end up throwing them 


away only half-spent. 


And, PSA discs can slip when the sanding pad gets 
warm. When that happens, you could end up with 
sticky goo on your workpiece. Although PSA discs 
cost less, most sander manufacturers have switched 
exclusively to the hook-and-loop mounting method, 


so PSA discs are becoming harder to find. 


appointed at the variety of sizes and 
shapes of the dust ports on these random- 
orbit sanders. If you plan to use a shop 
vacuum with your sander, your best bet is 
to buy a vac hose and/or adapters from the 
same manufacturer as the sander. 

All of the tested sanders have on-board 
dust-collection containers, most often a 
cloth or paper bag or paper filter. The 
chart, above, shows the percentage of 
sanding debris each tool gathered. Dust 
that wasn't collected escaped around the 
edges of the pad, at the dust port-dust 
bag joint, or through porous dust bags. 
We prefer dust receptacles that lock 
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Å бА. 
Craftsman and Ryobi sanders 
come with a smooth pad for PSA 
paper, but also include an 
adhesive-backed adapter disc so 
you can use hook-and-loop discs. 
Sometimes, the hook-and-loop 
holds better than the adhesive, 
and the adapter comes off with the 
sanding disc. 


snugly onto the sander, as bumping and 
dragging can cause friction-fit containers 
to unexpectedly pop off and send flying 
the dust you hoped to catch. 
Low vibration. A random-orbit 
4 that vibrates сап be downright 
uncomfortable to use, making your 
fingers tingle or even go a little numb 
during long sanding sessions. Three of the 
tested tools (Festool, Porter-Cable, and 
Ryobi) felt smooth as silk as we sanded. 
Pad brake. All of the sanders in 
5 test, except the Milwaukee 
6019-6, sport a pad brake. This 
device is supposed to slow the rotation of 


wood in contact with the spinning 
pad, we'll sometimes slow the 
sander when smoothing narrow 
faces, such as the edge of a shelf. 
That edge can catch and make the 
sander take off, leaving you with an 
accidental round-over. 


* To gain control. 

Any time we feel like the sander is 
difficult to control, or that the tool is 
too aggressive for the task, we slow 
down to gain the upper hand. This 
control is especially important when 
working with veneers or veneered 
plywood. З 


the sanding pad when lifted from a work- 
piece so that it doesn't gouge when set 
back down. (We found that a pad speed 
less than 400 rpm prevents such goug- 
ing.) Unfortunately, some models that 
claim a brake—the Black & Decker and 
Bosch 3107DVS—actually sped up 
when lifted from a work surface. 

The chart at the end of this article 
shows our grade for each sander. If the 
pad speed exceeded 400 rpm (measured 
with a phototachometer) after 30 seconds 
of free spinning, the tool earned a D; if 
the pad slowed to 60 rpm or less, it 
earned an A. 
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Sander-by-sander test comparison 


Black & Decker RO100, $45, www.blackanddecker.com, 800/544-6986 


High points 7, The sanding pad sped up to 600 rpm when we lifted it off 
<> It's one of the least-expensive sanders in the test. a workpiece. 

Low points £ We found some play in the motor shaft that made the 
1* Shifting hand pressure makes the sander “run.” sander rattle when we used it. 


1» The 172" dust port doesn't fit any vacuum hose we 
Could find—we had to make our own adapter. 


Bosch 1295DVS, $80, www.boschtools.com, 877/267-2499 


High points More points 
£r Whether running at high speeds or low, this model went => Although the sander itself didn't vibrate much in-hand, 
wherever we moved it without resistance. it caused our test boards to vibrate loudly against the 
<> Comfortable soft-grip surface on motor housing. benchtop. Bosch's Chris Carlson says that new 
52 Sanding pad nearly stops spinning when lifted. microcellular foam pads, which will be standard 
Low points equipment on this and all Bosch sanders by the end of 
7, The locking tabs on the dust-collection canister bend the year, should eliminate the vibration. 
easily and sometimes don’t latch onto the port. <> Also available in a fixed-speed version (model 12950). 


Bosch 3107DVS, $100 


High points £ The sanding pad sped up to 650 rpm when we lifted it 
<} One of the most aggressive tools in the test. from the workpiece. 
<> Front handle can be adjusted up or down to suit user. More points 

Low points «>The bag-mounting system frequently allowed the back of 


Г. At full speed, we found it hard to keep the pad flaton the the bag to fall off the sander. Bosch's Jim Kraus says a 
workpiece unless we guided it with both hands. We also pleated-paper filter like that on the Bosch 1295DVS will 
felt the sander wanted to guide us instead of the other replace the bag beginning in January 2003. 
way around. 

7. It's heavy: 5 Ibs., compared to the majority of the models, 
which weigh between 2/2 and 3/ Ibs. 


Bosch 3725DVS, $145 


High points and the new pad material (see Bosch 1295DVS, above) 
<> Nearly as aggressive as the Bosch 3107DVS. should reduce the likelihood of wobble. 
£r A rubber palm-grip makes it more comfortable to use іп <> It's heavy: a little over 5 Ibs. 
` that fashion than the 3107DVS. More points 

Low points 1» As with the 3107DVS, the dust bag will be replaced with a 
Т. This unit wobbled as we sanded. Chris Carlson from pleated-paper filter in January 2003. 


Bosch said the pad on our sander apparently wasn't flat, 


Craftsman 27957, $80 www.sears.com/craftsman, or visit your local Sears store 


High points T This sander vibrated 7..015" at the palm grip, compared 
<> We achieved a scratch-free finish in both pine and oak to a 7.008 average of the other tested models. 
with this sander using only 150-grit abrasive. More points 
€? Excellent control: The 27957 went wherever we wanted «> Dust port fits standard 2/2" and 174" vacuum hoses. 
without protest. However, we find a 272" hose too stiff to use with a 
<? The pad brake is effective, nearly stopping the pad. random-orbit sander. 
Low points 


£ The pad accepts peel-and-stick (PSA) abrasives out of 
the box. The hook-and-loop adapter that comes with the 
sander can come loose when warm. 
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random-orbit sanders 
DeWalt DW423, $85, www.dewalt.com, 800/433-9258 


High points Low points 
<} On-board dust collection is among the most effective > This sander is difficult to control, wanting to “run” when 
in the test, especially in pine. The dust receptacle we changed directions in our sanding stroke. 
twist-locks to the dust port for sure attachment. More points 
< An extra pad brake comes with the sander as со The pad brake always nearly stopped the pad in our tests, 
standard equipment. but the length of time it took varied. 


£> Also comes in a fixed-speed version (model DW421). 


Festool ES125 E-Plus, $150, www.festool-usa.com, 888/337-8600 


High points Г. At low speeds, the pad had a slight tendency to chatter 
We achieved a scratch-free finish in both pine and oak against the workpiece. 
with this sander using only 150-grit abrasive. More points 
t? Well-contoured top grip is the most comfortable in the => Festool’s sandpaper discs have nine holes: the typical 
test. We also like the large power switch. eight for dust extraction, and a ninth in the center to assist 
<> Very low vibration. the dust-collection process. 
<} Sturdy case comes standard. <} Thanks to recent price cuts at Festool, this is the same 
Low points sander that sold for over $210 just a few months ago. 


<> We observed a fair amount of escaped dust around the 
joints of the dust-port-to-bag connections. 


Makita BO5012K, $100, www.makitatools.com, 800/462-5482 


High points Low points 

<> On-board dust collection is near the top in the test, <1 In spite of its excellent dust-collection rate, some dust 
especially in pine. The dust bag twist-locks to the port, escaped around the elastic bag opening. 
and the port rotates for optimal positioning in tight 4 The vibration is among the highest in the test. 


. Sanding spots. More points 
<> The excellent pad brake stopped the pad rotation со Also comes in a fixed-speed model (B05010). 
within seconds. 


< Carrying case comes standard. 


Makita BO5021K, $100 


High points Low points 
<} On-board dust collection is near the top in the test, d In spite of its excellent dust-collection rate, some dust 
especially in pine. The dust bag twist-locks to the port escaped around the bag opening. 
for sure attachment. More points 
< Low vibration. го It takes two hands to keep this side-handle sander in 
< Carrying case comes standard. control, especially at low speeds. 
Metabo SXE425, $140, www.metabousa.com, 800/638-2264 
High points pletely in control, but leftward strokes were difficult to 


<} No tools are needed to remove the optional front handle, keep straight. 
so the SXE425 is quicker to get into tight spots than the More points 


other tested side-handle sanders. tv» The SXE425 comes with a paper filter bag, but Metabo 

Low points offers a cloth bag as an accessory. We tested both and 
7 It's 18" long from front handle to dust bag, and heavy at found no difference in performance. 

5 Ibs. 7, Middling performance for a premium price. 


7. While sweeping the sander to the right we felt com- 


Milwaukee 6019-6, $80, www.mil-electric-tool.com, 800/414-6527 


Low points > Uneven hand pressure makes the sander "run." 
£} With no brake, the sanding pad quickly accelerated to More points 
10,000 rpm when lifted from the workpiece. <> Milwaukee's Christopher Berg told us the manufacturer is 
< No variable speed. revamping its random-orbit-sander line to correct the defi- 
<> Ineffective on-board dust collection (but adequate with a ——— ciencies of this model. Berg says the new sanders should 
vacuum and hose attached). be in stores by late 2003. 
£ After only 3-4 minutes of sanding, the palm grip gets 
uncomfortably warm. 
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ABRADING GRADES: 5" RANDOM-ORBIT SANDERS 


BLACK & DECKER RO100 


1295DVS 
3107DVS 


7,000-12,000 
4,500-13,000 
4,500-12,000 


BOSCH 


3725DVS 


CRAFTSMAN 27957 7,000-12,000 


DeWALT DW423 7,000-12,000 


FESTOOL ES125 E-Plus 6,000-13,000 


во5о12к 4,000-12,000 


MAKITA 


BP,CC.MF.PP, VA. VH,SA,SP 


BP,CC,MF.PP,VA,VH,SA,SP. 


BP,CC,MF,PP, VA, VH,SA,SP 


CC,PP,RP 


SA 


BP,VA,VH 


Bos021K 4,000-12,000 


METABO 5ХЕ425 5,000-12,000 


MILWAUKEE 6019-6 12,000 


PORTER-CABLE 333У5 5,000-12,000 


RYOBI RS241 12,500 


ВР,УА,УН 


BP,CB,CC,SA,SP,VA,VH 


VA.VH 


BP,SP,VA,VH 


Palm grip 
Palm-grip with side handie 


5. [Ii] Excetient 
Good 
ІСІ Fair 


Hook and loop D] Below average 


Pressure-sensitive adhesive F 
with H&L adapter 


Buffing pad 
Cloth dust bag 

Carrying case 
Micro-finishing discs 
PSA pad 

Replacement brake 
Replacement pad 
Synthetic abrasive pads 
Sponge pad 

Vacuum adapter 
Vacuum hose 


2. (*) Standard 8-hole pattem 


plus a center hole 


з. (H&L) 


Poor 
N/A Not applicable 


Cloth bag 

Paper bag 

Porous foam-plastic container 
Pleated paper filter 


High points 


without resistance. 
<> We achieved a scratch-free finish in oak with this 
sander using only 150-grit abrasive. 


for sanding in tight areas. 


removed from the workpiece. 
я ASAD 
f СУ 


Ryobi RS241, $35, ww 


High points 
<> This sander is easy to control, and earned a high 
rating for its low vibration. 
Low points 
1» It takes little hand pressure to stop the pad rotation. 
7, No variable speed. 


We'd want these sanders іп our shop 
Both the Porter-Cable 333VS and Bosch 


) Taiwan 


10. Prices current at time of article's 
production and do not include 
shipping, where applicable. 


<> Virtually vibration free, it responds to user's guidance 


<> Very good onboard dust collection with a rotating port 


<} The pad brake slowed rotation to about 60 rpm when 


Lifetime warranty against 
factory defects. 


Talk about these tools in our 
special Random-orbit Sanders. 
| forum or find specifications on 
other types of tools by clicking 
on the *Tool Comparisons" tab 


at www.woodmall.com. 


China 
Germany 
Mexico 
Switzerland 


United States 


Porter-Cable 333VS, $85, www.porter-cable.com, 800/487-8665 


Low points 

+ At low speeds, it's easy to stop the pad rotation 
completely with normal pressure. 

Porter-Cable is the only major manufacturer using 5-hole 
hook-and-loop sanding discs, so replacement discs may 
be more difficult to find. 

7, The dust port fits а 174" hose, but P-C's own vac-hose 
adapters didn't fit on the sander. 

More points 
> Also available in a fixed-speed version (model 333). 


ools.com, 800/525-2579 


7, The pad accepts peel-and-stick (PSA) abrasives out of the 
box. The adhesive-backed hook-and-loop adapter that 
comes with the sander can come loose when warm. 
More points 

> Too late for our test, Ryobi introduced a variable-speed 
random-orbit sander (model RS280VS), selling for $50. 


3107DVS earn Top Tool honors. Both 
products perform as well, or better, than 
sanders costing $40-$50 more. The P-C is 
our first choice for general use. But if you're 


Written by Dave Campbell with Phillip Goodwin 
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more interested in brute force than finesse, 
the aggressiveness of the 3107DVS will get 
you through tasks faster than the P-C will. 
We also awarded the 333VS the Top 
Value award because it pairs performance 


Photographs: Marty Baldwin 


and a reasonable price so well. Sure, you 
could spend less, but if you use a random- 
orbit sander frequently, we think that over 
the long haul you'll be happiest with the 
Porter-Cable model. # 
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'We scaled this 
fit popular dolls around 18't: 
p 


Fashioning the 
cradle from cherry, 
as featured above, 
gives it a warm and 

| traditional look. 

| Making it from 

pine, and painting 

it a color of your 
choice, lends a more 
casual appearance, 
as shown at left. 


playroom piece to comfortably 


For the items needed to build 
this project, see the Cutting 
Diagram and Materials List on 
page 73. 
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Ya" round-over 


ere's a project that really 
rocks—both functionally and 
in the eyes of the lucky recipi- 


ent. Besides that, you'll find this project 
a pure joy to build with its simple join- 
ery and full-size patterns included for 
forming the gently curved profiles on 
parts. And whether you make it with 
cherry or pine, as we did, children will 
find its 6/2 pounds easy to tote from 
place to place. 


First up: the cradle parts 
Edge-join enough 34"-thick stock 
to form an 11x27" blank for the 

ends (A). Then, plane the blank to !^" 

thick, and crosscut it to form two 
11x13" blanks. 
From 4" hardboard, cut an 11x13" 
blank to form a template for the end 
pieces. Make two photocopies of the 
end full-size half-pattern in the WOOD 

PATTERNS? insert. Trim the patterns 

to shape. Turn one half-pattern over, 

and align and tape it to the other half- 
pattern to make a complete end pattern. 

Using a nail or an awl, punch a small 

hole through the pattern at the center- 

points for the four 34" counterbores and 
for the 24" hole at the top. Adhere the 
pattern to the template with spray adhe- 
sive. Bandsaw and sand the template to 
shape. Then, drill /5" holes through the 
template at the punched-hole locations. 
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F EXPLODED VIEW 


cut at a 15° angle 


3%" counterbore 


%a" shank hole 


15° bevel along centered inside 


bottom edge 


va" round-overs 


Place the template on the outside 

face of one of the 11x13" blanks 
with the bottom edges aligned, and 
transfer the shape to the blank. Also, 
insert a nail or an awl into each of the 
V&" holes in the template and mark 
the hole centerpoints on the blank. 
Now, mark the other blank. 

Bandsaw and sand the blanks to 

shape. Using a 34" Forstner bit and 
centering it on the marked hole location 
at the top of each blank, drill a /"-deep 
hole to receive the cradle dowel. Now. 
rout 44" round-overs on all edges except 
the bottom, where shown on Drawing 1, 
and sand the routed edges smooth. 
You'll drill the 25" counterbores later. 

Cut the sides (B) to the size listed in 

the Materials List. Referring to 
Drawings 1 and 1a, bevel-rip a 4" 
groove 4" deep and 1⁄4" from the bottom 
of each side piece on its inside face to 
receive the bottom (C). Then, bevel-rip a 
15° angle along the bottom edge of both 
pieces, where shown. 


3^" hole 74" deep 


Ys" groove 1⁄4" deep 
14" from bottom edge 


YA" deep with a || 


#6 х DA" Е.Н. %" plug 
wood screw 


34" dowel 
174" long 
- 35" hole 


16%" 


Мо 
round-over 


und-overs 


эв" counterbore 
74" deep 
with a 552" 
shank hole 
centered inside 


134" rabbet 
36" deep dr 
#8 x 2" F.H. wood screw“ %" plug 


GROOVE-CUTTING 
DETAIL 


Outside face 


A 
e 
34" dado blade WA Tablesaw 
tilted 15° from vertical 


From 1⁄4" hardboard, cut a 2/х5" 

blank to form a profile template. 
You'll use it to mark the profile on the 
sides (B), and later the supports (E) and 
the stretcher (G). Make a photocopy of 
the full-size profile pattern in the insert. 
Adhere the pattern to the hardboard with 
spray adhesive. Bandsaw and sand the 
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a line connecting the profiles. 


template to shape. Then, drill a 14" mark- 
ing hole through the template where 
shown on the pattern. 

Refer to Drawing 1 for the location 

of the profile on the sides (B). 
Then, using the profile template, mark 
the profile on the side pieces, as shown 
in Photo A. Bandsaw and sand to the 
marked lines on each piece. Rout 1⁄4" 
round-overs along the top edges. 
where shown. 

From 1⁄4" hardwood plywood, cut the 

bottom (C) to size. Now, finish-sand 
the ends, sides, and bottom to 220 grit. 


Assemble the cradle 

From a ¥4"-diameter dowel, cut two 

pieces 114" long. Glue a dowel into 
the top hole in each end piece (A). 

Dry-assemble (no glue) the end 

pieces, the sides (B), and the bot- 
tom (C), as shown in Photo B. Using a 
3&" Forstner bit, drill counterbores 1⁄4" 
deep at the marked locations on the 
ends (A). Drill pilot and countersunk 
shank holes centered in the counter- 
bores, where shown on Drawing 1. 
Then, drive in the screws. 

Using а 34" plug cutter, cut 12 plugs 

3$" long from leftover material. 
(Match wood color and grain if you 
plan to stain your project. For best 
appearance, align the plugs’ grain with 
that of the surrounding wood.) Set four 
plugs aside. Glue the remaining plugs in 
the counterbores. With the glue dry (it’s 
best to let it dry overnight), sand the 
plugs flush. 


(B) along the top edge at each end. Use a straightedge to draw 


From "-thick 

stock, use a 
circle cutter to cut 
two 1'4"-diameter 2 
discs for the spac- 
ers (D). Clamp a ЕН 
disc, with a backer 
board underneath, 
in a handscrew or 
ss vise. Centering on the circle 
s pilot hole, drill a 34" hole 
through the spacer. Repeat for the other 
spacer. Then, sand the spacers and set 
them aside. 

Cut the supports (E). feet (F), and 

stretcher (G) to size. Cut a 2" dado 
ув" deep on the outside face of the feet 
and a mating 134" rabbet 24" deep on the 
inside face of the supports, where shown 
on Drawing 1, to form a lap joint 
between the parts. 

Referring to Drawing 2, lay out 

the 1" radii at the top ends of 
the feet (Е) and the 1⁄4" cutout at the 
bottom. Bandsaw the feet to shape, and 
sand smooth. 

Refer to Drawing 1 

for the location of 
the profile on the sup- 
ports (E). Then, mark 
the profile at the bot- 
tom of a support on its 
inside face, as shown 
in Photo C. Reposition 
the template at the top 


H FEET [o D P 


SEES N 


^" round-overs ^ —- 230"—— 
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ui 


2" dado 35" deep on outside face 


" 
a X x 
"t T 


Ж к» 2 
Ee f iS Ra с кекке же ы) 
With the profile template positioned оп the inside face of а support (E) 
and aligned with the rabbet's top edge, mark the profile on the support. 


Position the sides (B) 1⁄4" back from the edges of the ends (А) 
by placing *"-thick spacers between the clamp's bar and the 
Sides at both ends. 


of the support on its inside face with the 
rounded top end of the template flush 
with the support's end. Mark the com- 
plete template contour on the support. 
Also, insert a nail or an awl through 
the 14" hole in the template, and mark 
the centerpoint for a 34" hole to receive the 
cradle dowel. Draw lines to connect the con- 
tours along both edges of the support. 
Mark the other support. 

Bandsaw and sand the two supports 

(E) to shape. Using a ¥4" Forstner 
bit, drill a /2"-deep hole at the marked 
location on each part. 

Using the template, mark the profile 

on both ends of the stretcher (G) 


am. 


аы a 


YN 


DS 
гете 


хаа 


а 
ажа 
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With the stretcher (G) supported on the 
spacers and clamped between the sup- 
port assemblies, drill pilot holes into the 
stretchers, and drive in the screws. 


along both edges, where shown on 
Drawing 1. Draw lines to join the profiles; 
then bandsaw and sand to shape. Rout 1⁄4" 
round-overs along the top and bottom 
edges of the stretcher, where shown. 
Glue and clamp the supports (E) to 
the feet (F). With the glue dry, rout 
V4" round-overs along the top edges of 
the assemblies and on the cutout area at 
the bottom of the feet, where shown. 
Using a ¥" Forstner bit, drill /4"-deep 
counterbores on the outside face of the 
supports, where shown. Do not drill 
the countersunk shank holes in the 
counterbores until indicated. 
Cut two 1'4"-long pieces from a 34" 
dowel. Insert a dowel (no glue) into 
the hole in the top of each support. Now, 
glue and clamp the spacers (D) to the 


agram 


supports, centering them on the 
dowels. Remove the dowels. 


Assemble and 
apply the finish 
Mark a centerline on the top 
edge of the stretcher (G) at 
both ends, and mark a centerline 
with the grain on the inside face of 
the supports (E). 
From scrap, cut two 74"-thick 
spacers 6" long for positioning 
the stretcher against the supports. 
With the stretcher supported 
by the spacers at each end, 
clamp the support assemblies 
(E/F) to the stretcher, as shown in 
Photo D, aligning the stretcher 
and support centerlines. Now, in 
the center of the counterbores in the 
supports, drill pilot and counter- 
sunk shank holes for the mounting 
screws to the depth shown on 
Drawing 1, and drive in the screws. 
Sand the assembled frame to 220 
grit, and remove the dust. 
Remove the screws from one support 
assembly, and separate it from the 
frame. Check the fit of the dowels in 
the cradle ends (A) with the hole in the 
spacer (D) on the removed support. Sand 
the dowels as necessary so they rotate 
freely in the spacer but are not loose. With 
the free end of the stretcher supported by 
a 74"-thick spacer, install the cradle in the 
frame, as shown in Photo E. Then, drive 
in the screws to reattach the removed sup- 
port assembly. Finally, glue the four plugs 
that you set aside earlier into the counter- 
bores in the supports. Let the glue dry 
overnight, then sand the plugs flush. 
Check the doll cradle for any rough- 
ness and sharp edges, then sand any 
areas that need it. Remove the dust. To 
finish the cherry doll cradle, apply a stain 


Бе 


34 x 7V^ x 60" Cherry 


*Plane or resaw to the thickness listed in the Materials List. 


f 


Vex 7 x 48" Cherry 


Ya x 24 x 24" 
Hardwood plywood 


Apply paraffin wax to the cradle dowels; then 
install the cradle between the supports. Clamp 
the cradle to the support at one end to ease 
assembly at the opposite end. 


ЕКЕ ep Emp 


© 


@ 


35 x Зу x 96" Cherry 
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followed by two coats of a clear finish, 
sanding to 320 grit between coats. (We 
used Minwax Cherrywood Gel Stain and 
aerosol polyurethane.) 

To finish the pine doll cradle, apply 

two coats of primer, sanding 
between coats to 220 grit. Then apply 
two coats of a paint of your choice. (We 
used Glidden's interior latex flat paint, 
color Seed Pearl.) 4 


Written by Owen Duvall 

Project design: Jeff Mertz 

Illustrations: Roxanne LeMoine; Lorna Johnson 
Photographs: Marty Baldwin 


materials list 


А" ends Ye 1094" 1234 ЕС 


2 
B sides wees 2 C 2 
C bottom YN ти" 21" HP 1 
D spacers "1%" diam. С 2 
E supports uuo Hc Б 
F feet 12 7107 C 2 
G stretcher qM av" 289 C 1 


"Parts initially cut oversize. See the instructions. 
Materials Key: EC-edge-joined cherry or pine, 
C-choice of cherry or pine, HP-hardwood plywood. 
Supplies: 14" hardboard, #6x1 ys" and #8x2" flathead 
wood screws, spray adhesive, %4"-diameter dowel 6" 
long, paraffin wax. 

Blades and Bits: Dado blade, %" and 34" Forstner bits, 
ye" and 1⁄4" round-over bits, %" plug cutter, circle cutter. 
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Multiple layers of thin 
hardwoods give these 
festive ornaments a 
light, 3-dimensional 
look. We've even 
arranged with a 
supplier to provide 
thin stock at a 
reasonable price. 
(See the Buying Guide 
on page 77.) 


Saw your parts to shape 
Make copies of the full-size orna- 
ment patterns on the WOOD PAT- 

insert. The patterns for the 

's body and onlay are com- 

bined, so you'll need two copies for each 
ornament you wish to make. 

Prepare your stock. Each ornament 

-thick body and 

two VYe"-thick o s, shown on 

Drawing 1. R / and plane the 

stock, and w and drum-sand the Vio 

stock. You'll need one V&x3!2x6" and 
two VA6x3V2x6" pieces of stock for each 
ornament you wish to make. (We used 
maple and cherry.) Adhere the patterns 
to the stock, arranging the patterns so 
each part's longest dimension i Пе! 
to the wood grain. To save copies and 
time, -cut the parts, taping together 
two pieces of Vs" onlay stock for each 
piece of 14" body stoc! 
Scrollsaw the parts to the pattern 
nes. We used a #2 blade with 20 
teeth per inch. To make a zero-clearance 
table insert fc rollsawing the tiny 
ts, cover the insert with a couple 
s of 2"-wide plastic packaging tape. 
aded areas on the angel and dove 
patterns designate cutouts in the bodies. 
Drill blade start holes in these areas, and 
saw them out. Drill the 14" holes in the 
tree onlays with a brad-point bit. 
Remove the patterns. If they don't 
peel of blot them with lac- 
quer thinner. Remove adhesive residue 
from the wood by wiping it with a clean 
rag and more thinner. Smooth any rough 
edges with 220-grit sandpaper. 


Paint the portion of the tree body cov- 
ered by the onlay. Stay about Ys" back 
from the traced pencil lines. Erase the 
lines after the paint dries. 
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Assemble and finish 
Before gluing the tree onlays to the tree body, 
position one onlay in turn on each side, tracing 
lightly around it with a pencil. Set the onlay aside, 
and paint the body with acrylic craft paint, staying 
inside the marked lines, as shown in Photo A. 
Э Glue the onlays to the bodies, positioning them 
as shown on the pattern insert. See the Shop Tip, 
right, for tips on gluing and clamping the parts. 
Drill is" holes through the ornaments for the 
decorative hooks, where shown on the patterns. 
Sand the ornaments to 320 grit. Apply a clear fin- 
ish. We used three coats of aerosol satin lacquer. 
To make decorative ornament hangers, cut one 
9"-long piece of 18-gauge copper wire for each 
ornament. Then, follow the steps shown in the four 
photos, bottom. Slip the completed hangers through 
the holes, and hang the ornaments. Twist the hooks 
for the best display angle. ® 


VAe"-thick onlay 


¥e"-thick body 


Vie" -thick onlay 


ANGEL 


EXPLODED VIEWS 


Ye"-thick onlay 


¥a"-thick body 


4 quick steps to beyond-the-ordinary ornament hangers 


1 


How to glue and clamp 
small parts 

Making several copies of each 
ornament design leaves you with. 
lots of little parts to hold in place 
while the glue dries. Spring-type 
clothespins, as shown in the 

photo, right, do the trick. You can 
buy enough to clamp up a tableful of 
ornaments for just a few dollars. 
Apply glue with a fine-tipped plastic 
glue injector, as shown. This allows 
you to lay down fine dots and beads 
of glue, avoiding squeeze-out. 


Y&"-thick body 


Vie"-thick onlay 


Ав" іск / 


TREE 


V&"-thick body 


Te 


? 


1. To form the hanger's branch 
hook, wrap one end of the wire 
around a 72" dowel. 
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2. Start the decorative spiral at 
the opposite end by bending the 
wire into three smooth coils. 


3. Tighten the coils with needle- 4. The hanger will keep its shape 
nosed pliers, roughly matching if you harden the wire by lightly 
the pattern on the insert. hammering it on both sides. 
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Grace your mantel, sideboard, or table during the holidays with 
this 3-D winter scene. When the festivities are over, the scene 
disassembles for flat, compact storage. 


Resaw and plane ¥"-thick maple 

stock to 1⁄4" thick for the mountains 
(A, B, C). Make three copies of the 
mountains on the WOOD PATTERNS» 
insert. Note that all three mountains are 
on a combined pattern with different 
types of lines. Cut the mountain patterns 
close to the lines and adhere them to 
your stock with spray adhesive. 
Scrollsaw the mountains to shape. Drill 
blade start holes in the patterns’ shaded 
areas, and saw them out. 

Chuck a 14" brad-point drill bit in 

your drill press. Drill 14" holes 34" 
deep, where indicated on the mountain 
patterns, as shown in Photo A. 

Resaw and plane ¥%"-thick maple 

stock to 1⁄4" thick for the trees (D, E). 
Make four copies of each tree on the pat- 


tern insert, and adhere them to your 


Ys"-thick stock with spray adhesive. 
Drill blade start holes in the patterns’ 
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shaded areas, and saw them out. 
Scrollsaw the trees. Clamp the trees to 
your drill-press fence, and drill the 1⁄4" 
holes in their bottoms, where indicated 
on the patterns. Cut eight 4"-long pieces 
of 14" dowel, and glue them in the holes. 

Cut the base (F) to the size shown. 

Install a 3⁄4" dado blade in your table- 
saw, and cut a ¥%"-deep groove, where 
shown on Drawing 1. Stack the three 
mountains together and check their fit in 
the groove. They should slip in and out 
of the groove with little play. 

Drill the three Yio" holes in the base, 

where shown. Draw the 5" radii at 
the base's ends, and bandsaw and sand 
them to the lines. 

Cut a Ух/х8" blank for the fillers 

(G), then cut off two 2"-long pieces. 
Center the mountains side-to-side in the 
groove. Glue the fillers in the groove, as 
shown in Photo B. Trim the fillers flush 


Using your fence to align the workpieces, 
drill the "в" tree-mounting holes in the 
mountains, centered on their thickness. 
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BM EXPLODED VIEW 


"Уле" brass rod 
212" long 


34" groove 

© зв" deep 
үтер = 

3%" round-over 


routed after 
assembly 


Ye" hole 
38" deep 


with the base, and rout the 3" round- 
over, where shown. 

Make three cherry reindeer (H), fol- 

lowing the instructions on page 74. 
Drill Yio" holes 34" deep centered on the 
thickness of the bodies, where shown on 
the pattern insert. 

Cut three 2'2"-long pieces of Vie" 

brass rod for the reindeer stands. 
Glue them into the reindeer's bodies. 

Sand all the parts to 320 grit. Apply 

green aniline dye to the trees. (We 
used J.E. Moser Dark Forest Green 
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Ув" brass rod 
2%" long ^e" brass rod 
272" long 


water-soluble dye.) Finish with three 
coats of aerosol satin lacquer. With the 
finish dry, position the mountains in the 
base's groove, and insert the trees’ dow- 
els in the mountains' holes, where shown 
on Drawing 1. Insert the reindeer's rods 
in the base holes. Grasp the left-hand 
reindeer's brass rod just below its body 
with needle-nosed pliers, and bend the 


Glue the 
fillers in 
place, leaving 
2" gaps at 
each end 
between the 
mountains 
and fillers. 
Remove the 
mountains, 
and wipe any 
glue squeeze- 
out from the 
groove. 


ауы" E 


rod, angling the reindeer slightly down- 
ward. Repeat with the right-hand rein- 
deer, but give it a slight upward angle. ® 


Written by Jan Svec with Kevin Boyle 

Project design: Mike Mittermeier; Karl Ehlers 
Illustrations: Mike Mittermeier; Lorna Johnson 
Photographs: Marty Baldwin 


Supplies: Spray adhesive, acrylic craft paint, spring- 
type clothespins. 

Blades and Bits: #2 scrollsaw blades with 20 teeth per 
inch, Уле" drill bit, Ye" brad-point drill bit, stack dado set, 
%" round-over router bit. 


Buying Guide 

Tree Trimmers. Enough 146"- and ¥"-thick wood and 
18-gauge copper wire to make four maple and four 
cherry ornaments, kit no. W-145A, $25.95 ppd. Enough 
vhs" and Ye"-thick wood and 18-gauge copper wire to 
make twenty maple and twenty cherry ornaments, kit 
no. W-145B, $89.95 ppd. Heritage Building Specialties, 
800/524-4184. 


Reindeer in Flight. All the уле", ¥6"-, 72", and 94"-thick 
cherry and maple needed to make the 3-0 scene, 1⁄4" 
dowel 12" long, 146" brass rod 12" long, green aniline 
dye; kit no. W-145C, $29.95 ppd. Heritage Building 
Specialties, 800/524-4184. 

Glue injector. Taper-point glue injector no. 178-001, 
$2.99 each. Woodworker's Supply, 800/645-9292. 
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We covered wood preparation in 
issue 139, staining in issue 140, 


and clear topcoats іп issue 142. 


Now you can fine-tune the final 
clear coat to perfection with the 


tips shown here. 
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! ou used the right finishing prod- 
ucts and techniques, you've put 
| the final coat of finish on your 
project, and you like the way it looks. 
What next? Maybe nothing; in some 
cases, it’s time to carry your project out 
of the shop and share it with the world. 
However, the chances are pretty good 
that you didn't end up with an absolute- 
ly perfect finish on that last coat. On 
closer inspection with our eyes and fin- 
gers, most of us can find dust nibs, brush 
marks, orange peel from spraying, or just 
a general roughness to the surface. 

Make those imperfections disappear by 
rubbing out the finish. What is rubbing 
out? It’s the use of fine abrasives to 
smooth the finish and fine-tune its sheen. 
When you rub, you take control of the 
all-important final coat, just as you con- 
trolled the shaping and smoothing of the 
wood underneath. We can't offer you a 
surface to touch, but you can see the dif- 
ference rubbing makes by comparing 
Photos A and B. 

You can rub virtually any surface, but 
we suggest sticking to highly visible, 
often-touched areas, such as tabletops and 
doors, for your first efforts. The rubbing is 
easier and the rewards greater. 


Patience is a virtue 
The first requirement for rubbing out is a 
finish that's thick enough to be worked 
without wearing through. This usually 
calls for several thin coats, properly 
applied. Next, you need patience. Let the 
finish dry thoroughly before you do any 
rubbing, and remember that you can't 
rub to a high gloss until the finish has 
completely cured. Depending on the fin- 
ish, temperature, and humidity, curing 
can take as long as a month. 

When you intend to develop a high- 
gloss finish, it’s especially important to 
start with a super-smooth wood surface. 
Fill the pores and grain by using a paste 
filler or wet-sanding your finish, as di 


Г. HOW RUBBING CHANGES SHEEN 


Ж SATIN 


Light source 


Finish with fine scratches 
or flatting agents 
(surface roughness exaggerated 
for illustrative purposes) 


s мағ 


Rubbing 
compounds 


Nonwoven 
abrasive pads 


It’s not uncommon to see orange sell in a sprayed finish, as shown at left. After rub- 
bing, you wind up with the smooth, glowing surface at right. 


Abralon pads 


We found rubbing compounds at an auto parts store, got the lamb's woo! pad at a 


home center, ordered the felt block from WoodFinishingSupplies.com, and bought 
sandpaper, Abralon pads, and nonwoven abrasive pads at a Woodcraft store. 


cussed in issue 139. (For a reprint of that 
article, or others in the series, send $5 
per article to WOODe Article Reprint 
Service, P.O. Box 349, Kalona, IA 
52247, with a check or money order 
made payable to WOOD magazine. 
Include the issue number and the name 
of the article.) 

You also need the right rubbing mate- 
rials, such as those shown in Photo C. 
All of the abrasive products create 
scratches in the film surface, and the size 
of the scratches affects the reflection of 
light, hown in Drawing 1. Finer abra- 
sives create smaller scratches and higher 
sheens. Coarser abrasives create larger 
scratches and lower sheens. 


GLOSSY 
|. Light source 


Wood 


A gloss finish is like optically perfect 
glass, reflecting light directly back at 
you. Any finish other than gloss contains 
flatting agents in the form of tiny silica 
chips. These agents create a random 
reflection of light, which produces a 
softer, less shiny look. 

You can lower the sheen of a film fin- 
ish, but you can't take it to a higher 
sheen than you started with. For exam- 
ple, a semigloss finish can be rubbed 
down to a satin or flat sheen but cannot 
be polished up beyond semigloss. 

A high-gloss finish offers more choic- 
es. You can take it down to any lesser 
sheen, including dead flat. If you decide 
that yous ve gone too far, you can polish 

= it back up, returning all the 

way to a high gloss, if you 
choose. Note, however, that 
lower sheens tend to minimize 
flaws while higher sheens 
exaggerate them. 
You need a hard, brittle fin- 


a finish — ish. such as lacquer or shellac, 
/ to attain a high gloss. 


Varnishes and water-based 
products tend to cure softer 
and generally do not polish to 
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Small scratches showed in this walnut table finished with an 


4 h 


Sanding lacquer with fine wet/dry sandpaper and no lubricant 


oil/varnish mix, so we rubbed it with an abrasive pad, using dark turns the top layer of finish into a white, powdery dust. Change 


brown wax from Briwax. (Item number 85C28 in the Woodcraft 
catalog, priced at $12.50; call 800/225-1153 to order.) 


much higher than semigloss. With oils and 
oil/varnish mixes, you're limited to satin. 


Sometimes it's simple 
Let's start with the simplest form of rub- 
bing out: applying a coat of paste wax to 
an oil/varnish mix. Once the finish has 
cured, use a white nonwoven abrasive 
pad to wipe on wax that contains both 
soft beeswax and the harder carnauba 
wax, as shown in Photo D. When you're 
finishing light-colored wood, try Trewax 
Indian Sand. You can buy a one-pound 
container at www.wellspent.org for 
7.83 for shipping. 

As you rub, you round over any dust 
nibs in the finish, giving the surface a 
smooth feel. You run little risk of cutting 
through the finish as you give the sur- 
face a soft, satin glow. 

A film finish—varnish, lacquer, or 

shellac—usually contains more flaws 
than an oil/varnish mix. The likely cul- 
prits include dust nibs, brush marks, 
bubbles, drag marks, and runs. 
When the problems are minimal, rub- 
bing out can be as easy as the process 
just described. Doing this to a film finish 
introduces microscopic scratches to the 
surface that create a satin sheen. Open 
pores, raised areas, and other flaws 
remain, but the satin sheen makes them 
ess obvious. You can substitute mineral 
spirits, soap, or any other lubricant in 
place of the wax, but it’s nice to correct 
flaws and apply wax at the same time. 


More flaws? More steps 

Now let's tackle a thicker finish with a 
few more flaws. The most common 
flaws—especially with varnish, which 
dries quite slowly—are dust nibs in the 
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surface. Use the blade from a utility 
knife to eliminate most of them after 
each coat dries. Hold the blade between 
your thumb and forefinger, nearly verti- 
cal, and gently scrape the surface with a 
pulling motion. Be very gentle and avoid 
putting any blade marks in the finish. 
You can sand out these nibs, but the 
blade method lets you work faster and 
with less effort on flat surfaces. Curved 
or decorative areas require sanding. 

Scraping also eliminates the risk of 
sanding through the finish at the edges 
of flat surfaces. Finishes tend to pull 
away from any edge and flow toward the 
center, leaving the coating significantly 
thinner along the edges and making 
sand-throughs more likely. Spraying a 
finish can compensate for this by build- 
ing up the edges, but it’s difficult to 
build a smooth, feathered edge when 
applying a brushed or wiped finish. 

After scraping you still need to sand to 
get a level surface and eliminate any 
other flaws. Speed up the process by 
sanding the finish level midway through 
the application of finish coats. 


paper often to avoid scratches from corning. When you're done 
with this step, clean the surface with a rag or a blast of air. 


Silicon carbide paper wrapped onto a 
block covered with felt, cork, or rubber 
works best for leveling, as shown in 
Photo E. If you want to sand dry, stearat- 
ed silicon carbide paper (usually gray) is 
generally a good choice. Stearated paper 
contains a soaplike material that keeps 
the paper from clogging. 

However, you're better off using non- 
stearated wet/dry 600-grit paper (which 
is usually black) with water-based finish 


"s 


When you don't have much finish to 
work with, it's all too easy to rub through 
it and expose the bare wood, as shown 
here on a handheld mirror. 


B EVAPORATIVE AND REACTIVE FINISHES 

Each new coat of an evaporative finish, such as lacquer and shellac, fuses into the 
previous one, so rubbing is simple. Reactive finishes, such as varnish, dry in layers; 
rubbing through one layer into another can create unattractive, irregular lines. 


Coats of 
Coats of- reactive 
evaporative finish stay 
finish "melt" Separate 
together 


or polyurethane varnish. Also, use non- 
stearated paper whenever you plan to 
add more finish. 

If you prefer to use a lubricant when 
sanding a finish, rely on nonstearated 
paper. Lubricants help to float away the 
particles that cause corning, the forma- 
tion of small, hard balls of finish on the 
paper. Corning can create visible 
scratches in the finish. 

Your lubricant choices with wet/dry 
paper include water with a bit of soap, 
paint thinner/mineral spirits, naphtha, 
wax, and oil. Experiment with them to 
get a feel for their characteristics. You'll 
find that soapy water allows the fastest 
cutting, but also the greatest level of 
corning. Oil slows the cutting, but 
allows the least corning. 

Faster cutting sounds like a time-saver, 
but it easily can lead to sand-throughs, 
like the one shown in Photo F. All lubri- 
cants tend to disguise sand-throughs. 
You might go through the finish and not 
even realize it until the lubricant dries, 
creating damage that's hard to fix. 

To achieve an even surface, sand light- 
ly, clean it, and shine a bright light on it. 
If you see shiny spots, the surface isn't 
level. Continue sanding the entire sur- 
face, not just the shiny spots. 

Each coat of an evaporative finish— 
such as lacquer and shellac—softens the 
previous coat, creating a bond that amal- 
gamates into essentially one coat, as 
shown in Drawing 2. However, each coat 
of a reactive finish—varnishes and some 
water-based products—dries as a sepa- 
rate layer, which can create problems in 
sanding and polishing. If you sand 
unevenly, you might cut through one 
layer into another, resulting in irregular 
shapes with white edges. 

Once you've leveled the surface so that 
it feels good to the touch, and looks good, 
apply a coat of paste wax. Use an abrasive 
pad as described previously. 


FINISH TYPE LEVELING 


Oil or oil/varnish 
Polyurethane varnish, 


spar varnish, water- 


based finishes orbit sander 


Lacquer and shellac 
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320-grit wet/dry sandpaper, 
using finish as lubricant 


600-grit wet/dry sandpaper or 
white abrasive pad on random- 


600-grit wet/dry sandpaper or 
white abrasive pad on random- 
orbit sander 


Keep going 

for gloss 

When you want to put a high 
gloss on a lacquer or shellac 
finish, begin by leveling it as 
discussed previously. Then 
continue rubbing with finer 
abrasives until you're satis- 
fied with the appearance. 
You can use sandpaper in the 
800- to 1,500-grit range, а 
mix of papers and com- 
pounds, compounds alone, or 
“micro meshes,” which 
range up to an amazing 
12,000 grit. 

Rubbing and polishing 
compounds labeled for 
woodworking or automotive 
care are easy to find, and do 
a great job on wood finishes. 
Most rubbing compounds 
are orange, and produce a 
satin finish. Follow with a 
white polishing compound to attain a 
glossier look. 

You can apply these materials by hand 
or with a machine. A felt block or a floor 
finish application pad with a short nap 
works great for applying rubbing com- 
pounds. A lamb's wool pad works well 
for buffing with polishing compounds, 
as shown in Photo G. Stop by the hard- 
ware store, and pick up a lamb's wool 
applicator designed for floor finishes. 

Save time on large, flat surfaces by 
using a dedicated buffing machine or 
your random-orbit sander. Many ran- 
dom-orbit sanders have optional heads 
for rubbing and polishing—check your 
owner's manual. Take care not to polish 
through the finish, exposing bare wood, 
or to build up excessive heat, which can 
destroy almost any finish. 

Finally, apply a well-buffed coat of 
quality paste wax. This coating protects 
your finish against wear. # 


RUBBING BASICS 


A lamb's wool applicator like the one shown here 
gives you room to grip with two hands and apply 
pressure as you rub. The rubbing agent being used 
on this tabletop is a fine automotive compound. 


Written by Jim Kull with Jim Pollock 
Photographs: Marty Baldwin; Hetherington 
Photography 

Illustrations: Roxanne LeMoine 


Sources for 

rubbing supplies 
Can't find what you need at the 
hardware store or home center? 
Here are a couple of outlets for the 
good stuff. 

*Woodcraft: Sandpaper, abrasive 
pads, micro-mesh sanding kit, ran- 
dom-orbit buffing pads, paste wax. 
Call 800/225-1153 to request a cat- 
alog, or go to www.woodcraft.com. 
*WoodFinishingSupplies.com: 
Sandpaper, abrasive pads, ran- 
dom-orbit Abralon pads, felt rub- 
bing block, paste wax. Log on to 
www.woodfinishingsupplies.com. 


FLAT OR SATIN SHEEN 


and paste wax 


paste wax 


paste wax 


Buff with white abrasive pad 


Buff with rubbing compound, 
or white abrasive pad and 


Buff with rubbing compound, 
or white abrasive pad and 


Not possible 


Not recommended 


After reaching satin sheen, rub 
with fine polishing compound 
or 800- to 1,500-grit sandpaper 
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Е - MS 


2 ЕБ CA 


Interlock the slots in the left bases (B) 
with the right bases (A). 


Interlock the slots in the ends (C) with the 
bases. Add the lower base shelves (F, G). 


Drill pilot holes, and screw the upper 
base shelves (F, G) in place. 


Position the long and short tops (D, E). 
Drill pilot holes, and screw them in place. 
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Corner or straight bench: 

it's your choice 

This article shows you how to make 
the corner bench shown at /eft. If you 
prefer a straight bench (see above) fol- 
low the same instructions but make 
two right bases (A), two ends (C), and 
the long top (D). Omit the biscuit slots 
in (D). Use the cutouts from the right 
bases (A) to make two long base 
shelves (F). Fit your straight bench 
with optional shelves at each end by 
making the long and short cleats (Н, 1) 
and the long and short shelves (J, K) 
from the extra particleboard. 


For the items needed to build this 
project, see the Materials List and 
Cutting Diagram on page 86. 


ers’ ingenious design work together 
in this sturdy bench project that’s a 
cinch to build. 


I material and two read- 


Cut out the bench parts 
Temporarily fasten 4'-long 2x4 
extensions to a pair of sawhorses, 

and lay a sheet of 34" particleboard 

across them. The extensions will support 
both the workbench parts and the cutoffs 
as you work. Referring to the Materials 

List, mark the width of the right base (A) 

on the sheet. 

Measure the distance from the right 
edge of your portable circular saw's 

shoe to the right side of the blade. Lay a 

second sheet of particleboard on the first, 

offsetting it from part A's marked width 
the distance you measured on your saw. 

Clamp the second sheet to the first, and 

cut part A to width, as shown in Photo A. 
Using the cutoff from the first part A 
as a straightedge, clamp it to the other 
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Slots for #20 biscuits 


5/5?" shank holes, 
countersunk 


sey! a’ | at | at | " 
—= No round-over for 30" 


Using the edge of a second sheet to 
guide your saw, cut the first part A to 
width. Save the cutoff for a straightedge 
for cutting the other parts. 


sheets, offsetting it your measured dis- 
tance from the parts’ dimensions. Cut the 
rest of the parts A, B, C, D, and E to size. 
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5/2" shank hole, countersunk Ше 
ШЕТІ 
SHORT BASE SHELF 
(2 needed) 


374" 


c золы] i 


No round-over on this end 


17147- 94 shank hol tersunk ( i zo p 
^2 shank holes, countersun | 
ЕЛІ (Samay 1; 
ІШ ЕУ Ез 
30" RY 
17A" Slots for #20 biscuits в" 24" 
SHORT TOP aa e Mark the 
B 2 . | 3" corner. 
6%" EU -- 10 L 
ШЕ 66" aint SLOT TEMPLATE 


Lay out the end and center cutouts 

on the right bases (A) and left bases 
(B), where shown on Drawing 1. Drill 
blade-start holes and jigsaw the cutouts, 
or see the shop tip on page 86 on making 
inside cuts with your circular saw. 


True up one edge of the four base cen- 

ter cutouts. Cut the upper and lower 
long base shelves (F) from the cutouts 
from the right bases (A), and the upper 
and lower short base shelves (G) from the 
cutouts from the left bases (B). 
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one-day workbench 


Form interlocking slots 
Make the slot template, shown on 
Drawing 1, from leftover particle- 

board. To cut the slot as accurately as 

possible, use a jigsaw and straightedge. 

Mark the outside corner, where shown. 
Retrieve one of the ends (C), and 
clamp the template to it, aligning the 

template's marked corner with one of the 

part's corners, Chuck a 1⁄2" flush-trim bit 
in your handheld router, and rout the 
slot, as shown in Photo B. In the same 
manner, rout the other three slots, where 
shown on Drawing 1, flipping the tem- 
plate as needed. 

Using it as a template, clamp the 

slotted end (C) in turn to the other 
part C and the two left bases (B), and 
rout the slots in those parts, where 

dimensioned on Drawing 1. 


Rout, drill, slot, 

finish, and assemble 
Chuck a 14" round-over bit in your 
handheld router, and rout all edges of 

parts A, B, C, F, and G. On the long top 

(D) and short top (E), rout all the edges 

except where the two tops butt together, 

where indicated on Drawings 1 and 2. 


И EXPLODED VIEW 


“#8 x 1e" F.H. 
wood screw 


#8 x 1A" F.H. 
wood screw 
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Ya" round-overs 
along all edges 


With the slot template (painted green for 
clarity in this photo) guiding the flush- 
trim bit's pilot bearing, rout the slot in 
the end (C). 


Drill 552" countersunk shank holes in 
parts D, E, F, and G, where shown 
on Drawing 1. 


No round-overs 


alignment 
(Do not glue.) 


ae a 


542" shank hole, 


4-#20 biscuits for countersunk 


ув" round-overs Ti 


along all edges 


V 
#8 x 2" F.H. 
wood screws 


ув" round-overs on front edges only 


Adjust your biscuit cutter to center a 

slot in the thickness of the particle- 
board. Plunge mating slots in parts D and 
E, where shown. Biscuits inserted with- 
out glue in the slots keep the tops aligned. 

To protect the bench from moisture 

and grime, apply two coats of finish 
to all the parts before assembly. Apply a 
third coat to the top after assembly. To 
keep the cost down, you can use any 
house paint or finish you have around. 
(We used satin polyurethane.) 

With the finish dry, enlist a helper 

and assemble the bench, as shown on 
Drawing 2 and in the four photos on page 
82. Take care in handling the bases (A, 
B). The 6"-wide “rails” are somewhat 
fragile until the bases are interlocked and 
supported by the ends (C) and shelves 
(F, G). Using the previously drilled 
shank holes in parts D, E, F, and G as 
guides, drill pilot holes in their mating 
parts, and drive in the screws. 


Add the optional shelves 
To add shelves to the ends of 
your workbench, where shown on 

Drawing 2, cut the long and short cleats 

(H, I) and shelves (J, K) to size. 

Contined on pages6 


#8 x 2" F.H. wood screws 


7/54" pilot holes 
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Shows 


DON'T MISS THE WOODWORKING EVENT OF THE YEAR!! 


The biggest selection of unique and hard-to-find TOOLS and 
SUPPLIES you won't see anywhere else 


Build a project with Buddy the Beaver 7 
at the Lil'Builders Workshop! | 


Lil’Builders workshop may not appear at all shows. Please call for details. | 


Mark your calendars! T THE WC 


Las Vegas, NV Portland, OR 
October 18-20 November 15-17 


Seattle, WA Denver, CO Evo PA 


October 25-27 November 22-24 January 3-5. 


San Mateo, CA Phoenix, AZ Somerset, NJ 2069 
teer re Brescia 6-9 (ашар одо) www.thewoodworkingshows.com 
Costa Mesa, CA Detroit, MI Hot Springs, AR 


November 8-10 ^ December 13-15 January 10-12. | or call (800) 826-8257 


2002-2003 


Meet the designers 

Chad Veach, above left, a profes- 
sional engineer, and Cameron 
Campbell, an architect teaching at 
lowa State University, collaborated 
on this entry for Best Original 
Workbench Design in WOOD» 
magazine's Great American 
Workshops Contest. 

By replacing legs with interlocking 
panels, their design eliminated the 
problem of making rigid connec- 
tions between the benchtop and 
legs. In the corner configuration, 
each section reinforces the other, 
increasing stability. Chad and 
Cameron also included a continu- 
ous overhanging edge for clamping, 
and shelves deep enough to store 
large tools or materials. 

Using only a circular saw, drill, 
and jigsaw, they built the original 
bench in half a day. 


Rout !4" round-overs on the front 

edges of the shelves. Drill 552" coun- 
tersunk shank holes through the cleats. 
Locate the holes 1" in from both ends of 
each cleat, then evenly space two more 
holes between these. Apply two coats of 
finish to the shelves and cleats. 

Using the shank holes in the cleats as 

guides, drill pilot holes in the bases 
(A, B), and screw the cleats in place. 
Position the long cleats so the long 
shelves are flush with the bottom of the 
bases’ end cutouts. Position the short 
cleats to accommodate the height of the 
items you plan to store. You may want to 
make more than one short shelf for each 
end. Lay the long shelves on the long 
cleats. Drill pilot and countersunk shank 
holes, and screw the long shelves to their 
cleats. Lay the short shelves in place. # 


Written by Jan Svec with Chuck Hedlund 
Project design: Cameron Campbell and 
Chad Veach 
Illustrations: Roxanne LeMoine; Lorna Johnson 
Photographs: Marty Baldwin 
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cutting diagram 


® © 


Slot 
template 


/ 


© © 


34 x 48 x 96" Particleboard (2 needed) 


34 x 48 x 96" Particleboard 


(9 


OG ev 


© 


34 x 48 x 96" Particleboard (2 needed) 


(EON 


DA 
© 


3% x 48 x 96" Particleboard 


H 
Making inside cuts with a 
circular saw 
To get arrow-straight edges when 
making inside cuts, like the ones 
needed to remove the cutouts in the 
workbench bases, use your circular 
saw, a straightedge, and a technique 
called plunge cutting. Here’s how. 
Measure the offset from the edge of 
your circular saw's shoe to the side 
of the blade. Clamp a straightedge to 
the part, offsetting it that distance 
from the cutout's layout line. With the 
saw's depth adjustment loose, raise 
the blade above the part's surface. 
Starting at one inside corner, hold 
the shoe against the straightedge, 
and swivel the blade guard out of the 


% x 48 x 96" Particleboard 


materials list 


A right bases y" 


P 
B left bases Ы 38 В 2 
C ends 3 30" Р 2 
D long top % 3 Р 1 
E short top 3» 30" P 1 
F longbaseshelves 34' 25 477%" Р 2 
G short base shelves 34" 25" 417" Р 2 
H long cleats 9% 10" 12370 P 4 
| short cleats 3". 1 165 P 4 
J long shelves 9 16/2" 23%" Р 2 
К short shelves 34 167" 16% Р 2 


Material Key: P-particleboard, 

Supplies: 468x114" flathead wood screws, 48x11" 
flathead wood screws, #8x2" flathead wood screws, 
#20 biscuits. 


Router Bits: 72" flush-trim, 76" round-over. 


way. Switch on the saw, and lower 
the blade through the part, as shown 
in the photo, above. 

Keeping the saw's shoe against the 
straightedge, continue your cut, stop- 
ping at the next corner's intersecting 
layout line. Repeat with the other 
three sides of the cutout. Finish the 
cuts at the corners with a handsaw. 


5 Vegas, NV. 
October 18-20 
Seattle, WA Denver, CO Pittsburgh, PA 
October 25-27 November 22-24 January 3-5 


San Mateo, CA Phoenix, AZ Somerset, NJ 
November 1-3 December 6-8 January 10-12 
Costa Mesa, CA Detroit, MI Hot Springs, AR 


November 8-10 December 13-15 January 10-12 


The Before you tackle that 2002-2003 


nes og pejd www.thewoodworkingshows.com 


check out our 


Mastering 
PRESENTS У ch iuri Woodworking MATOH TEER DEMOS 
MASTERING E El of the LATEST woodworking 
SPONSORED BY TOOLS and TECHNIQUES 
woop ^"^" on the MASTERS’ STAGE 
Kon by WOOD Magazine 
| > с 2. and Marc Adams 
| ADÁNIS < School of 
SERI Т 5 Woodworking. 


BUILD YOUR SKILLS at 
classes and seminars for beginners 


to advanced woodworkers. 


GET PROFESSIONAL TIPS 
and EXPERT ANSWERS 


from America's best woodworkers 


REGISTER IN ADVANCE ron cLassEs AND SEMINARS AND SAVE $$! 


www.thewoodworkingshows.com 


DON'T MISS THIS ONCE-A-YEAR EVENT 
EXCLUSIVELY FOR WOODWORKERS, 
featuring full-day, half-day and 90-minute seminars 


led by the most respected woodworking professionals 


call (800) 826-8257 


This кенеді assignment teams traditional styling with solid oak. 


he last piece of our three-piece 
children's bedroom ensemble, 
this desk matches the twin bed 


and dresser presented in the October 
2002 issue, featuring the same hand- 
some looks and sturdy construction. 
Three drawers offer ample storage for 
pencils and pens, paper, and books. 


For the items needed to build this 
project, see the Cutting Diagram and 
Materials List on page 93. 
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Start with the legs 

From ¥4"-thick stock, planed to /2”, 

cut twelve 174x31" blanks for the 
outside legs (A). From 24"-thick stock, 
cut six blanks of the same size for the 
inside legs (B). All of the blanks are 
oversized Ys" in width and 2" in length. 
The edges are jointed or ripped and the 
ends are trimmed after the legs are lam- 
inated, where shown on Drawing 1. 

Cut the two notches in the inside 

legs, where dimensioned, using a 


bandsaw or a tablesaw fitted with a 34" 
dado blade. The notches form mortises 
in the finished laminated legs. 
Laminate and assemble the legs (A, 
B) in the configuration shown on 
Drawing 1, keeping the ends and edges 
flush. (We used white glue, which has 
a longer working time, to assemble 
the legs.) Clamp the legs together with 
the notches up and the ends and top 
edges aligned. Remove excess glue 
from the edges and inside the mortises. 
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Joint or rip Vie" from two sides of 

each leg, where shown, for a 134"- 
square lamination. Then, trim the bottom 
of each leg 234" below the lower mor- 
tise. Now, trim the top of each leg to the 
finished length of 29". Finally, rout 4" 
round-overs on all edges except the top. 


Complete the side-panel 
parts, and assemble 

Cut the top and bottom rails (C) to 

the size listed in the Materials List. 
Then, cut a 1/2" groove 2" deep, cen- 
tered in the rails, to receive the panel 
assemblies (D/E), where shown on 
Drawing 1. 

Lay out the arch on the three bottom 

rails, where shown. To do this, first 
clamp two ¥4x1x2" stopblocks to a rail, 
one at each end of the intended arch, with 
the stopblocks' bottoms flush with the 
rail's bottom and their inside edges posi- 
tioned 134" from the ends. Rip a '&"-thick 
wood fairing strip 24" long. Place the 


Trim to finished length after 
laminating and trimming bottom. 


Ell SIDE PANEL 


5" notches 1546" deep 
initially, 15" deep 
after trimming 


Trim bottom end after 
laminating. 


175" initially, trim ^e" off edges after 
laminating for 194" finished width. 


www.woodonline.com 


strip against the stopblocks, and flex it so 
its center is 14" from the rail’s bottom. 
Mark the arch; then bandsaw and sand 
smooth. Using this rail as a template, 
mark the arch on the other two bottom 
rails. Now, cut and sand them to shape. 
Using а 34" Forstner bit, drill two 
holes 1⁄4" deep in the top edge of 
each of the three top rails for the desk- 
top fasteners, where dimensioned on 
Drawings 1 and 1a. Chisel out the cor- 
ners to allow the top (W) to move. 


IE] DESKTOP FASTENER 
SLOT DETAIL 


Chisel out 


7%4" pilot hole 1" deep comers. 


. Ya" groove || 
Ye" deep, || 
centered | 


Ya" groove 
Y?" deep, 
centered 


Then, at the centerpoints of the 34" 
holes, drill the pilot holes for the 
mounting screws. 

From !?" oak plywood, cut the 

panels (D) to size. From ¥4"-thick 
oak, rip six $$x17!A" blanks for the 
edging (E). Glue the edging to the pan- 
els with a Ив" overhang on each face. 
After the glue dries, trim the edging 
flush to the panels. (For an easy way to 
do this, make the flush-trimming fence 
in issue 144, page 10.) 


as shown on the ends of the t 
tom rails (C). 


a Ya" round-over 
5 
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Zero-clearance inserti} 


With the panel and rail centerlines 
aligned, glue and clamp spacers in 
place, tight to the panel and flush with 
the ends of the rail. 


Cut a 12x12x54" blank for the spac- 

ers (F); then cut them to size. Mark 
a centerline across the grain on one face 
of each top and bottom rail. Mark a cen- 
terline with the grain on one face of 
each panel at the top and bottom. 
Assemble a bottom rail and a panel, and 
glue spacers in the groove in the rail, as 
shown in Photo A. Clamp the spacers to 
the rail, remove the panel, and set the 
rail aside. Repeat to install the spacers 
in the other bottom and top rails. 


БЕЗ DRAWER-JOINT RABBET DETAIL 


Auxiliary 


fence J 


Inside face 


nv dado blade 


14" dado blade 


ero-clearance insert] 


И SIDE ASSEMBLY 
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зд" 


AND DRAWERS 


10% 
Ys" dado 
уд" deep 

1⁄4" from edge 


va" groove 
у" deep 
у" from 
bottom edge 


#8 x 1" panhead screw ||. 


у" rabbet 1⁄4" deep 


5/2" shank hole with mating 
76а" pilot hole 1⁄2" deep 


114"-diam. knob 


Apply glue in the grooves in a top 

and bottom rail and in the mortises in 
two leg assemblies. Assemble the rails, a 
panel, and the legs. Clamp the assembly, 
and check for square. Remove excess 
glue, and set aside. Repeat to assemble 
the other two side panels. 


Next, build the 
drawer carcase 

From 34" oak plywood, cut the drawer 

carcase sides (G) and top and bottom 
(H) to size. 

From !A"-thick oak, cut four 7&x2454" 

blanks for the side edging (Т), and cut 
four 7&x147^" blanks for the top and bot- 
tom edging (J). Glue edging I to the 
sides, and glue edging J to the top and 
bottom, and trim flush when dry. 

Cut a 1⁄4" groove %" deep and 1⁄4" 

from the back edge in the sides (G) 
and top and bottom (H) to receive the 
back (K), where shown on Drawing 2. 
Then, cut the back and the dividers (L) 
to size. 

Apply glue in the grooves in the 

sides, top, and bottom, and assemble 
the carcase with the back located in the 


7/54" pilot hole 
174" deep 


Ya" grooves 35" deep 
A" from back edge 


5/5?" shank hole, 
countersunk ) 


у" #8x 2" FH. 
wood screw 
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Position the dividers in the carcase, 
supporting them on the spacers. Clamp 
the carcase sides to snug the dividers. 
Drill the holes, and drive in the screws. 


grooves. Check for square. Then, drill 
pilot and countersunk shank holes 
through the sides and into the top and bot- 
tom, where shown, and drive in the screws. 

From ¥%4"-thick scrap, make a pair of 

spacers 172х107" for positioning 
the lower divider (L) in the carcase and 
another pair of spacers lV2x534" for 
positioning the upper divider in the car- 
case. Position and clamp the spacers 
and dividers in the carcase, as shown in 
Photo B. Mark screw-hole centerpoints 
on the outside face of the carcase sides 
(G) centered over the dividers, where 
dimensioned on Drawing 2. Drill pilot 
and countersunk shank holes at the cen- 
terpoints, and drive in the screws. 
Remove the spacers. 

Finish-sand the carcase and the 

side-panel assemblies to 220 grit, 
and remove the dust. Mask mating 1"- 
wide glue-joint areas on the carcase 
sides and the legs of two side-panel 
assemblies, where shown in Photo C. 
Now, stain the inside of the side-panel 
assemblies; the outside of the carcase 
sides and back (K); the front edges of 
the carcase; the dividers (L); and a 
1"-wide area around the inside of the 
carcase at the front edge. (We used 
ZAR Provincial stain.) 

With the stain dry, remove the tape. 

Position the carcase upside down on 
your workbench, and apply glue to the 
previously masked areas. Now, mate 
the side-panel assemblies to the carcase 
with the top edges flush and a 1⁄4" leg 


www.woodonline.com 


c| "DI A 
Mask mating glue-joint areas along the front 
and back edges of the carcase sides and on 
the inside of the side-panel legs with easy- 

release painters’ tape. Then apply the stain. 


reveal at the front and back. Then, 
clamp the assembly. 


Add the crossrails, and 
assemble the desk 

From 34"-thick stock, cut the cap 

(M) to size. From !"-thick stock, 
cut the crossrails (N) to size. Glue the 
cap to the top of the crossrail that will 
go at the bottom of the desk with their 
front faces flush. Now, rout 1⁄4" round- 
overs on the cap's top edges and on the 
lower front edge of the crossrail that 
will go at the front of the desk, where 
shown on Drawing 3. 

Cut the cleats (O) to size. Position 

the cleats on the ends of the cross- 
rails, where shown, and clamp. Drill 
pilot and countersunk shank holes, 
where shown; then, glue and screw the 
cleats in place. 

Assemble the crossrails, the remaining 
side panel, and the drawer carcase, 
as shown in Photo D. Position the cross- 
rails with a 14" leg reveal at the front and 
back. Also, position the cap/crossrail 
assembly (M/N/O) so the cap is flush 
with the top edge of the bottom rails (C). 
Then, drill pilot and countersunk shank 
holes through the cleats and into the legs, 
where shown, and drive in the screws. 


Make the drawers 
Edge-join enough %"-thick stock for 
the front and back (P) and the sides 
(Q) for the bottom file drawer. Plane to 
Yo" thick; then cut the parts to size. From 


PES 


Clamp the crossrails between the side 
panel and the drawer carcase. Drive 
screws through the cleats into the legs 
to secure. 


YA"-thick stock, planed to ^", cut the 
fronts and backs (R) and the sides (S) for 
the upper drawers to size. 

Cut a 1⁄4" dado 1⁄4" deep and 1⁄4" from 

the ends of the sides (Q, S) on their 
inside faces, where shown on Drawing 2. 
See Drawing 2a for the setup we used. 
Using the setup shown on Drawing 2b, 
cut a 1⁄4" rabbet 1⁄4" deep along the ends 
of the fronts and backs (P, R) on their 
outside faces. Finally, cut a 1⁄4" groove 
Ys" deep and 1⁄4" from the bottom edge 
of the sides and the fronts and backs to 
receive the bottoms (T). Cut the bottoms 
to size. Now, glue, assemble and clamp 
the large and small drawers, and check 
for square. 

Position the full-extension slides 

on the drawer sides, as shown in 
Photo E, and attach with the supplied 
screws. Then, disconnect the larger 
cabinet-member part of the slides from 
the drawer member. 

Install the cabinet-member part of 

the slides in the drawer carcase, 
working from top to bottom. To do this, 
first measure from the top of the carcase 
bottom (H) to the top of the upper 
divider (L). From 34"-thick scrap, cut a 
2"-wide spacer to your measured length 
plus Vie". Also, make two 1x2" spacers 
Yio" thick from cardstock or plastic lam- 
inate, and set one spacer aside. Position 
a slide in the carcase, where shown in 
Photo F, and drive in the screws. (Note 
that the photo shows installation of a 
slide for the middle drawer with the 


91 


Scrap for 
alignment 


(Front) 


Place a slide on a drawer side flush 
with the bottom and front edges. You'll 
need to open the slide a little to drive in 


the screws. 


ул" round-overs 


Я No round-over. 
Ya" round-overs = 


Ye" round- 


over 4 
#8 x 1" F.H. wood screw i 
bi 
Deskto| 
#8 x 5" F.H. id В 


fastener 
wood screw Mo. Е 
va" leg reveal 0. 


14" round-overs 


92 


[S NES 


5/5?" shank hole, countersunk 


515%" 


Q 


#8 ху” 


Ya" round-over 


#8 x 1" F.H. 
Ss~ wood screws 


on back face with a 
7/64" pilot hole 1⁄4" deep 


Locate the cabinet-member part of a slide 
¥s" back from the front of the carcase 
while supported on the wood spacer at 
the rear and '^e"-thick spacer at the front. 


эвг" shank hole, 5 
countersunk with a 


T4" pilot hole 34" deep 


Ya" round-overs 


wood spacer trimmed accordingly.) 
Repeat to install a slide on the opposite 
side. Then, repeat the process, trim- 
ming the spacer as necessary, to install 
the next-lower pair of slides. Install the 
slides at the bottom of the carcase by 
setting them on the two Yie"-thick spac- 
ers. Now, install the drawers. 

Edge-join enough 34"-thick stock 

for the bottom drawer face (U); then 
cut it to size. Also, cut the upper draw- 
er faces (V) to size. Apply double-faced 
tape to the drawer fronts (P, R). Center 
the faces in the carcase openings, and 
press them onto the taped fronts. Now, 
carefully pull out a drawer and clamp 
the face and front. Drill holes from 
inside the drawer, where shown on 


Continued on page 94 


ЕН EXPLODED VIEW 


2 
542" shank hole, countersunk 
on bottom face 


#8 x 11⁄2" F.H. wood screw 


f 
Desktop asteneriT 34" leg reveal 


Desktop fastener 


WOOD magazine November 2002 


) ел VJ 
INANI М7 1 


WO0DE: Extra, 


n EX ic for -vis siting WWW.Woodextra.com 
Now, the editors of WOOD' Magazine 


bring you even more woodworking 
resources ... on the Internet! 


America's 
#1 online 


Ез 
V2 X Зу 


K 


FINISHED SIZE 
Ew 


SU 


ЕЕЕ 
EE 


А" outside legs 
В“ inside legs 


C top and bottom 
rails 


| 
| 
| 


D panels 
E* edging 
F* spacers е. 


G sides 

H top and bottom. 

I" side edging 

J {op and bottom 
edging 

K back 


L dividers 


Ja x ту x 96" Oak 
*Plane or resaw to the thickness listed in the Materials List. 


Drawing 2, and drive the screws into the 
face. Drill a hole for the knob screw, where 
shown. Repeat for the remaining drawers. 


Note: We found it easiest to stain the 
drawer faces (U, V) before installing them. 


Top it off 
Edge-join enough 34"-thick stock 
for the top (W), and cut to size. 

Rout a 1⁄4" round-over on the top edges 

and a /" round-over on the bottom 

edges, where shown on Drawing 3. 

Cut the crest (X) to size. Mark the 
arch on the crest, where shown. 

(Use the technique that you used to 

mark the arch on the bottom rails, 

except you'll need a 54"-long fairing 

strip.) Using a compass, mark the 2/5" 

radius in the center of the crest, where 

dimensioned. Bandsaw the top of the 
crest to shape, and sand to remove saw 
marks. Now, rout 14" round-overs along 
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Project design: Kevin Boyle 


Ja x 48 x 48" 


the top edges and ends, where shown. 
Position the crest on the top, where 
shown. Drill pilot and countersunk 
shank holes through the top into the crest, 
and drive in the screws. 


Note: We found it easiest to stain the top 
assembly (W/X) before attaching it. 


Screw the large end of the desktop 

fasteners to the top rails (C) with 
#8x1" flathead wood screws. Center the 
top assembly (W/X) on the desk, and 
drive the Я8х55" flathead wood screws 
through the small end of the fasteners 
into the bottom side of the top. 


Finish up 
Finish-sand any parts not previous- 
ly sanded to 220 grit. Remove the 
dust. Then, apply stain to these parts 
and to the unfinished surfaces of the 
side-panel assemblies. 


Illustrations: Roxanne LeMoine; Lorna Johnson 


P*front and back 97 104" 13%" EO 
Q' sides ЕЛЕКТІ EO 
R fronts and backs 14" , 

S sides 
T bottoms 
U* face 
V faces 


7387100 1497 EO 


*Parts initially cut oversize. See the instructions. 


Materials Key: O-oak, OP-oak plywood, 
EO-edge-joined oak. 

Supplies: 48x56, 88x1', #8x11", and #8x2" flathead 
wood screws; #8x1" panhead screws; white glue; easy- 
release painters’ tape. 

Blades and Bits: Dado blade, chamfer bit, 34" Forstner 
bit, flush-trim bit, 4" round-over bit, 1" round-over bit. 


Buying Guide 

Hardware. Desktop fasteners, no. KV1547 (6); 1/4" 
diam. solid-brass knobs with satin chrome finish, 

no. A01950 (510 (3) with 48-32x112" machine screws; 
20" full-extension slides, no. KV8400 B20 (3 pr.) with 
screws. Order kit no. KIT1102, $49.95 ppd., from 
Woodworker's Hardware. Call 800/383-0130 or go to. 
www. wwhardware.com. 


Finally, apply two coats of a clear 

finish on all stained areas, sanding 
between coats. (We brushed on 
polyurethane.) Then, install the drawer 
knobs with 1/2" machine screws. ® 
Photographs: Marty Baldwin 
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Absolutely 
nothing. 


pue amazing, isn't it? 26,000 Ibs. 
of road-pulverizing force would 
severely damage conventional mat- 
tresses. But the revolutionary Tempur- 
Pedic bed (above) was left undamaged 
—and undeformed. 


The scientists who developed our 
state-of-the-art weightless sleep tech- 
nology used NASA's anti-G-force 
research to invent TEMPUR' pressure- 
relieving material, a new kind of vis- 
coelastic bedding that reacts molecu- 
larly to body mass and temperature. 


Makes all other 
beds obsoleté! 


Tempur 
material 
molds 
to your 
body! 


by Tempur Pede, Inc Al Rights Reserved, 


Its pressure-relieving “anti-gravity effect” 
has billions of microporoscopic mem- 
ory cells automatically contouring to 
your precise shape and weight—giving 
your body perfect support. 


Consider this: those thick, ornate pads 
that cover most mattresses are needed 
to keep the hard steel springs inside. 
But they create a hammock effect out- 
side that can actually cause pressure 
points. Our molecular springs gently 
mold to your every curve and angle. 


Tempur-Pedic’s sleep-science achieve- 
ment is recognized by NASA...cited by 


Recognized by NASA 
Certified by the 
Space Foundation. 


Viscoelastic memory cells conform 
to every curve and angle of your body, 
ventilating windows dissipate heat. 


That's exactly what happens to this high-tech 
Swedish mattress (the heart of our viscoelastic 
Weightless Sleep bed) when a giant 13-ton 
steamroller repeatedly runs over it. 


the U.S. Space Foundation...and certi- 
fied by the Space Awareness Alliance. 
TV, cable, radio, newspapers, and 
magazines have reported on Tempur- 
Pedic and given us rave reviews. 


Our high-tech Swedish Sleep System is 
extolled, worldwide, by over 25,000 
sleep clinics, physicians, and health 
professionals. In fact, it’s the first really 
important new bed since the inner- 
spring was introduced some 75 years ago. 


Small wonder, then, that 3 out of every 
4 Tempur-Pedic owners go out of their 
way to recommend us to close friends 
and relatives—and 82% tell us “It’s the 
best bed I’ve ever had!” 


For a FREE DEMONSTRATION KIT, phone 
or fax right now. You'll get a sample of 
TEMPUR pressure-relieving material, а 
Better Sleep Video, a  16-page 
Consumer Guide, a duty-free Import 
Price List, product info—and а FREE 13- 
WEEK HOME TRYOUT CERTIFICATE. 


FREE SAMPLE/FREE VIDEO/FREE INFO 


K TEMPUR PEDC 


PRESSURE RELIEVING 
SWEDISH MATTRESS AND PILLOW 


1-800-645-4047 


CALL TOLL FREE OR FAX 1-859-514-4423 
Tempur-Pedic, Inc., 1713 Jaggie Fox Way, Lexington, KY 40511 
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These woodworking wares passed our shop trials 


This portable planer eats its own dust 


A portable planer is one of the messiest 
tools in the workshop, generating mounds 
of wood chips in minutes. Even if you 
have a dust collector attached, it can 
rapidly fill with debris. Craftsman's 21743 
13" Portable Planer gives woodworkers 
outstanding alternative, whether or not 
you already have a dust collector. 

An impeller on the planer extracts chips 
from the cutterhead, funnels them through 
a breathable half bag (the white piece in 
the photo, at rig/it), then dumps them 
directly into a trash can or garbage bag for 
carry-to-the-curb disposal. Some chips 
still escape out the back of the machine, 
but the system works well. In my tests, I 
generated enough waste to fill a 20-gallon 
trash can, while only about 1/5 quarts of 
the stuff ended up on the floor. 

And the 21743 offers other timesaving 
features as well. For instance, the motor- 


an 


assisted elevation mechanism raises or 
lowers the cutterhead quickly with a flip 
of a lever. The planer also sports a top- 
mounted thickness scale, a spring-loaded 
depth-of-cut gauge, double-edged dispos- 
able knives, and six preset depth stops 
(LA^, 1", 34", VA", апа 1⁄4"). 

Unfortunately, these stops on our test 
unit were too low, planing boards from 
Yo" to Уы" thinner than the stated thick- 
ness. Based on our findi Craftsman's 
George Gibson says they've changed the 
manufacturing process to make the thick- 
ness gauge more accurate. (If you have an 
early model, call 800/266-9079 for a free 
replacement part.) 

Other than that, the 21743 is a near- 
stellar performer. I couldn't slow the 


motor significantly even when taking 
Y52"-deep cuts in 10"-wide oak and 
walnut. Snipe averaged an excellent 


roven products 


Craftsman 13" Portable Planer 


(model 21743) 

Performance Ж Ж S S 
Price $439 
Value Жж ж Ж Ж 


Available from your local Sears store or online at 
www.sears.com/craftsman. 


.002—.003", with the higher numbers com- 

ing from wide or long workpieces and in 

softer woods, such as pine and poplar. 
—Tested by John Cebuhar 


Continued on page 98 
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POCKET HOLE SYSTEMS 


Have you discovered the 
Packet Hole Advantage? 


Visit KREGTOOL. COM 
today to learn how the speed, 


strength and simplicity of 
pocket hole joinery can 
greatly enhance your wood- 


working experience. Our 

“Virtual Trade Show” features a 
ÆREE video demonstration of our 
tools and techniques in action! 


Two simple steps 
for perfect joints. 


Contact us today 
to learn more! 


Circle No. 635 


Drill pocket holes. 


— 


& 


Drive screws. 
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#DEL 0РЗ50 $239.00 
12" variable speed Drill Press 


#DEL 14-650 $219.00 


Hollow Chisel Mortiser 
with 4 bits 
Both include a FREE ! 

12 Volt Cordless Drill/Driver! 


z A&| Supply 


900 S. Main St. 
E. Peoria, IL. 61611 
FAX 309-698-0877 


Supply 
800-260-2647 


www.ai-supply.com 


Circle No. 1402 


Anywhere you store a broom, 
you can store this stepladder 


The EZ Store Ladder is lightweight and easy to use, folding up 
in just seconds to store virtually anywhere. 


ne of the biggest hassles in your 
tool shed may be hanging right 
above your head. You probably 


struggle with your ladder every time 
you have to use it, in fact. Since most 


sheds aren't big enough to house all of 
your tools, plus equipment, ladders often 
get hung up on nails or on shelves where 
they won't be in the way. That's fine for 
when you aren't using them, but when 
it's time to get it down, it can be a two or 
even three person job. Now, thanks to the 
E 
about your ladder being in the way again. 
The 


Store Ladder, you don't have to worry 


EZ Store Ladder is not only light- 


weight and easy to use but it also folds 
up for easy storage, and easy carrying. 
The EZ Store Ladder stores in less space 
than most 5-foot ladders take up and is 
perfect for a variety of jobs, including 


painting, decorating, repairs, washing 


Folds to 4 3/4 inches wide 
and 2 1/4 inches deep in 
seconds for easy storage 
almost anywhere 


large vehicles and even hang- EZ Store Ladder today with our in-home 
ing the drapes! Since it fits 30-day trial. If you are not completely 
virtually anywhere, you can satisfied, simply return it for the full pur- 
take it with you to your apart- chase price, less shipping and handling. 
ment, condo, mobile home or 

RV. Once you're finished with EZ Store Ladder 

the task at hand, all you have 22-2845 ................ $99.95 + S&H 
to do is fold up the EZ Store Please mention product code 23225. 
Ladder and put it away. What 


For fastest service, call toll-free 24 hours a day 


could be easier? The EZ Store 800 399 7858 game) 


Ladder is certified to meet the 


OSHA Type III Standard for To order by mail with check or money order, or by credit 
support up to 200 pounds. card, please call for total amount plus S&H. To charge it 

я қ 5 to your credit card, enclose your account number and 
Try it today with our in- expiration date. 
home trial. A reliable, strong Virginia residents only— please add 4.5% sales tax. 
ladder сап become ап invalu- ^ LATEST...GREATEST...NEATEST...COOLEST 
able addition to your living You can see hundreds of high-tech products 
space. Don’t be inconve- at www.technoscout.com 


nienced by hauling around 


a heavy ladder, or trying to O ECHNOSCOUT- 


find storage space for a large 1998 Ruffin Mill Road 
piece of equipment. Try the Colonial Heights, VA 23834 


30842 


shop-proven products 


Jet JSG-96 belt/disc sander 


Performance ЕЕЕ 
Price $380 (with open stand) 
Value Жж ж Ж ж 


Call Jet Equipment & Tools at 800/274-6848, or 
visit www.jettools.com. 


Small sander with big-time features 


If you're looking for a full-featured com- 
bination sander that won't break the bank, 
Jet’s J$G-96 belt/disc sander—sporting a 
9" disc, 6x48" belt, and a 34-һр motor— 
may be your answer. I used the belt por- 
tion of the sander to slim down a bunch of 
2"-wide pieces of red oak, and the belt 
didn’t slow down a lick. The belt held its 
tracking well, even under heavy sanding 
pressure. And, when it came time to 
change grits, I found I could do it in less 
than a minute—even faster without the 
belt table installed. 

That belt table is in addition to the 
JSG-96's beefy disc table, so you don't 


|, have to move it from one place to the 


other when switching from disc to belt or 
vice-versa. The disc table's perpendicular 
miter slots accept the included miter guide 
and a handy center point for sanding cir- 
cles to size. 


I found it unusual that the disc rotates 
clockwise, instead of the more typical 
counterclockwise. That means you sand 
on the right half of the disc instead of the 
left. Once I got used to that, though, I was 
satisfied with the accuracy of the disc. In 
fact, I measured only .003" runout on the 
disc platen. 

I also found the dust-collection system 
on this sander effective, especially on the 
disc. A single 4" port collects dust from 
both the belt and disc, with separate on- 
board blast gates to direct the suction to 
the sanding surface in use. 

The JSG-96 comes in three different 
configurations, depending on your prefer- 


; ence апа budget. The open-stand model I 


tested sells for about $380. The benchtop 
version costs $50 less; the closed-stand 
version, $50 more. 
—Tested by Ben Von Ruden 
Continued on page 100 
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Extremely A ffordable/Unbelievable Quality 


Discover why these European crafted machines from Rojek are fast becoming the tools of choice SN 


America's finest woodworkers. 


* Superior dust UR 


* Table saw/Shaper/ 
Planer/Jointer/ Mortiser 

* Choice of sliding tables 

* Professional precision & 
accurac 

* [deal for small shops & 
basements 


. ei jointer tables 


means no flipping! 
Reduced changeover & 


ON 


* Cut deep mortises with Е ~ 
. One-handed 360° operation 

* 3.6НР motor & reversing switch 
* Over 8" lateral travel 


S ааыа 800-787- 
p PEEN 


A 


MADE IN THE USA 


“For almost 60 years, our company has manufactured top-quality saw 
blades that eliminate or reduce splintering, scratching and tearouts, and 
we've offered the finest in-factory sharpening available anywhere. We 
use only high corrosion-resistant C-4 carbide for extended use between 
sharpenings. And now all Woodworker | and II blades 10" or larger have 
30% more carbide than before... for the longest possible blade life. 


"Here's our no risk-guarantee: Purchase any Forrest blade or dado 
and use it for up to 30 days. If you are not completely satisfied for 
any reason, return it for a full refund. You have my word on it!” 


Woodworker ii 

ALL PURPOSE – table saws and portable circular saws. 
Size 

12" x 40T x1" 


Fine 
Wood- 


1/8" or 3/32" K ERI 


(1/8" or 3/32" К) 
(3/82 К)“ 


$121 
10' x 30T $101 
8 1/4" x 40T 
8' x 40T (3/32" K) 
7 1/4" x 30T (3/32" K) $71 
5 3/8'x40Tx10mm  (5/64' K)** $ 83 
Also available: 147х40Тх1” • 147Х30Тх17 • 12°x30Tx1" • 16'x40T • 9°x40T • 
16'x30T • 9°x30T • 8'X30T(3/32'K) • 6'x40T(3/32"K). Call for prices. 


"For Sears & Makita * “Рог DeWalt Cordless Portables 


$101 


е 

Dado-King — — 

You get flat-bottomed grooves and no 
splintering-even when crosscutting oak 
plys and melamine. This award-winning set 
comes with six 4-tooth chippers (including 
3/32" chipper), two 24-tooth outside blades 
plus shims. Cuts 1/8" to 29/32" grooves. 


Size 

6" set 
8" set 
10° set 
12" set 


Price 
$271 
$291 
$349 
$449 


$ 10" Blade Runner carrying case. Protects and holds up to 10 blades. 
y aluet Ships with 6", 8°, or 10° Dado sets. Included free with your order! 


Duraline HI A/T 
Cuts melamine perfectly. size 
Selle th ies 107х807 (1/8:ог3/32"К) $161 
plywood blade. 12" x 80T x 1" (1/8" К) $181 


Also available: 14°x100Tx1" • 14°x80Tx1" * 16°x1001x1" 87-7 1/47 and 
others. Call for prices. 


Price 


5101 EE 


Б apo With 
d 


For the advanced table saw operator. Ideal for joinery and special uses! 


Size 

10° x 40T (1/8" К) 
10° x 40T (1/8" K) 
10 x 407 (1/8 К) 


Price 


$132 
$132 


#1 grind for square cut box joints. 
#6 grind for near flat bottom, easy feed. 


Dovetail joint grind, Specify angle & left or 
right points. See Fine WW12/01. 


Ultra thin kerf for precision work. 
Use stiffener plate. 


Fast feed rip for thick hardwood without burning. 


$132 


10° x 40T (5/64" К) ST 


$ 71 


е: 


10" x 207 (1/8" К) 


Chop Master 22. 
Specially designed for sliding compound miter, miter-chop, and radial saws: 
Size Price 


x GOF X 5/8" 
8 1/2" x 60T x 5/8" 
10" x 80T x 5/8" 


Makita Cordless: Slide. SOON s 

Hitachi, DeWalt, Ryobi. Freud TR125 $121 
Delta, Bosch, Hitachi, Makita, Ryobi, AEG & all $141 
12° x 80T x 1" Delta, Hitachi, Makita, B&D, Sears & all $151 
15° x 100T x 1° Makita, Ryobi $199 


Also available: 8 1/4" x 60T * 6 1/2" x 40T * 9' x 80T • 14° х 1007. Call for prices. 


Size 

7 1/4", 8", 8 1/4" x 60T 
10° x 60T 

12" x 60T 


Also available: 9° x 60T • 14" x GOT • 16 x 607. Call for prices. 


Designed for radial 
arm or tablesaws- 
fine crosscut. 


o Easy Ways fo Order 


Call toll-free 


733 


(In NJ, 973-473-5236) 

Fax 973-471-3333 

Se habla español 

Western Canada: Call Sharp Tech, Inc. 
877-228-0908 • Fax 403-225-3767 

Other Canadian Sales: Call CMR - Ron Collier 
800-229-4814 Fax 989-684-0402 


Visit our internet store 


*3 coupons at $5 each, use 1 coupon per blade. 


5. ‘orrest Manufacturing represents the industry standard for fine 
Jality sharp: Most orders processed in 3 to 5 days. You'll receive $15 in 
CO! E ШЕ iets) sharpening with every new Forrest 


0 


el 
MORI 
Forrest Manufacturing 
Company 
457 River Road 


RRES Clifton, NJ 07014 


© 2002 Forrest Manufacturing Company, Inc. 
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shop-proven products 


Aussie router great for Y?" Precision Router (ТВС001) 


down under the table Performance kkk 
What would you call a 3/4-hp plunge router Price $330 
Value ЖЖ ke kk 


with a removable plunge-post spring, rack- 
and-pinion depth setting, and one-handed 
bit changing through the base? T'd call it the 
ideal router-table router, but the folks at 
Australia-based Triton Workshop Systems 
call it simply “/" Precision Router.” 
Cutting-depth changes, whether large or 
small, are a breeze with the !^" Precision 
Router. Squeezing the ring on one handle 


Call Triton Workshop Systems toll-free at 
888/874-8661, or visit www.tritonwoodworking.com. 


activates the “winder,” an internal rack- 
and-pinion mechanism controlled by the 
handle. Rotating the handle a little more 
than half a turn plunges the motor through 
its full 2/2" range. A microadjuster then 
lets you fine-tune the depth. 


Heavy Duty Electric 


Brad Nail 


ET100" 
Nail Master 


Different 
Length Brads 


ра. 


Arrow Fastener Co., Inc., 271 Mayhill Street, Saddle Brook, New Jersey 07663 

Canada: Jardel Distributors, Inc., 6505 Metropolitan Blvd. East, Montreal, Quebec H1P 1X9 
United Kingdom: Arrow Fastener (U.K.) Ltd., 14 Barclay Road, Croydon, Surrey CRO 1JN 
www.arrowfastener.com 22000 ARROW FASTENER COMPANY, INC. Rev.700 


е sold. 


Wherever fine tools are 


An extra quarter-turn of the winder 
moves the 4" Precision Router into bit- 
changing mode. Now the collet protrudes 
through the base far enough to get a 
wrench on it, even when mounted to a 
¥s"-thick router-table insert. At the same 
time, a pin automatically locks the spin- 
dle, and the power switch’s sliding cover 
engages to prevent accidental startup. 
After changing bits, a slight backward turn 
of the winder returns the tool to ready-to- 
rout mode. 

I found the winder worked best under 
the table. For handheld operations, such as 
plunging into a mortise, turning the handle 
caused the router to tip back and forth on 
the edge of my workpiece. For such occa- 
sions, a switch in the handle defeats the 
winder, so you can free-plunge the bit, 
then lock the cutting depth with a lever as 
on a more typical plunge router. 

All of these features would be meaning- 
less on an ill-fitted, underpowered router, 
but the 1⁄2" Precision Router is neither. I 
routed 2" mortises 1" deep with one pass 
in white oak and couldn't bog down the 
15-amp, soft-start, variable-speed motor. 
And, with the winder engaged, I detected 
no play between the plunge posts and the 
body's bronze bushings, even without the 
plunge lock activated. 

Before you balk at the $330 price—near 
the top for a router in this category—you 
should know that the tool comes with an 
easy-to-attach edge guide/circle-routing 
trammel, and a />" carbide-tipped straight 
bit. Those items cost $50-$70 if you buy 
them separately. 


—Tested by Garry Smith 


Continued on page 102 


100 WOOD magazine November 2002 


Finally... COMPLETE 
ole Jis Kit! 


Pocket- 


OUR COMPLETE 
KIT INCLUDES: 


Pocket Jig with Clamp 
3/8" Step Drill Bit 
Stop Collar for Drill 
Hex Wrench for Collar 
Square Drive Screws 
6” Square Drive Bit 


WITH THIS KIT AND 
YOUR DRILL — 
You'll be ready to 
produce strong, 
attractive joints 

for many uses. 


Shown here 
in our kit, are 
all the pieces. 


to execute 
perfect joinery. 


Heavy-duty aluminum 
extrusion with hardened 
steel drill bushings. 


Shown here in use, the 
jigs’ built-in clamp. 
holds the wood 


firmly in place for 
accurate drilling. 


ете) 


Face frames, table leg braces, flush joints 
plus corner and angle joints. 


SIMP’L PRODUCTS Inc. 


21 Bertel Avenue, Mount Vernon, NY 10550 


Web Site: woodjigs.com E-Mail: info € woodjigs.com 
Available through most fine woodworking outlets. 


Circle No. 2085 


*Square Drive 
Stops Driver e 
Bit Slippage! 


*Hardened 
Steel for 
Extra 
Strength 


*Deep 
Thread for 


Superior 
Holding Power 


*Available in Stainless Steel, 
Solid Brass, Plated Steel, 
Corrosion Resistant and More! 


*Sizes from #4 x 3/8" to #14 x 6" 


Circle No. 648 


(with your drill) 
that you'll need 


wre you like to know an easy, 
almost “fool-proof” way to 
make solid money woodworking? If 
so, this will be the most exciting mes- 
sage you will ever read. 

Here’s why: my name is Ray Sutton. I'ma 
woodworker just like you. I work out of my tiny 
shop making furniture and other projects...proba- 
bly the same kind of stuff you do. The only dif- 
ference between us is that I have a proven sys- 
tem that reliably brings me over $1000 per day 
with my woodworking projects...rain or shine. 
(And ГИ give you proof 

Yes, I've achieved the fantasy of a fabulous 
income, doing what I love: woodworking. But it 
wasn’t always this way... 

For years, | struggled to discover a “sure-fire” 
way to make money with my craft. This strug- 
gle took me $42,000 into debt, and put my house 
and marriage on the line, It forced me to take 
jobs 1 hated, just to support my craft 


What Is The Secret? 


Finally, I had a “breakthrough”, I was doing 
just about everything right. Except one thing. 
Once І discovered what it was, I couldn't sleep 
for three days - it was so simple! And my 
excitement w false alarm, either. After 
putting this secret into motion, my income 
exploded like a fireworks display! 

This amazing secret is now the foundation for 
my entire business. 1 tease my friends that it's 
like the “goose that lays the golden eggs”, It lets 
me make an average of $1,113 a day (that’s 
$23,355 a month) with my woodworking busi- 


that, too!) 


“How I Make $1,113 
A Day Woodworking 
...And You Can Too!” f 


California Woodworker Finally Reveals The 
Truth About Making Money With Your Craft. 


ness, Sometimes, I work a week then take the 
xt 3 weeks off. The System continues to bring 
in money. 
There is no personal selling, no "cold-calling" 
involved and it’s 100% ethical. And, by the 
totally different from anything you've 
le seek ME out. You can use 
f you just want to boost your cash- 
flow or...go full-time with it and really make 
wads of cash for you and your family 
Bottom line: I’ve discovered a simple, casy- 
to-implement, step-by-step system I’m con- 
vinced anyone can duplicate once they under- 
stand it. 


this system i 


Free Report 


Bee laughed when I told them I'd 
make serious money woodworking -- but 
now the joke's on them. I make great money 
doing what I love...and I'm going to teach YOU 
how to do the same. But there's just too much 
to tell in this little space. So I'm making avail- 
able a special, free report to anyone who asks 
for it. Entitled, “The Secret Of Making Money 
Woodworking” is yours fr ong as you" 
100% serious about improving your woodwork- 
ing income. To get your copy just call.. 


800-964-7224 for a 24-Hour 
FREE Recorded Message 
You've got nothing to lose - heck, even the 


call is free! So call and get your report NOW! 
© 2002 RPG 


шм 


Ж-Е 15&2hp 


$ 599 - $ 943 (Systems 


External 
Cartridge 


FREE Brochure and 
Product Catalog! 


Revolutionize Your Dust Collection 


y= Component Systems 


40 zn oA 

1-800-732-4065 
www.oneida-air.com 
Oneida Air Systems, Inc. 1001 W. Fayette St. 


Only) 


Е 


о 
Filter Internal 
Cartridge 


Syracuse, NY 13204 
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WOODLINEUSA OFFERS YOU MORE... 
LIFETIME WARRANTY / GUARANTEED LOWEST PRICE 


AllWoodline USA Products Feature 


Tough Micro Grain Carbide 
Е-Е 


3 


| Piece PROFESSIONAL SET ||... eor 
fei Includes: | | 6 Piece CABINET DOOR SET 
| 5 Straight Bits Lá deu oed 
* 2-pc Rail & Stile (Roman Ogee) • Drawer 
6 Ворон 37174" Рале Raiser (Ogee) « Door Lip «Glue Joint 
3CoreBox | | WL-2020-1 $175 VALUE 
3CoveBis | | OUR PRICE ONLY $1 19 set 
2 Flush Trim, 1 Panel Bit И зас 
| 2 Roman Ogee, 2 slot cutters, 1 "V" Groove 5 Piece CABINET DOOR SEN 
aper 
| 1 Chamfer and 1 Bevel Trim Bit SUPER BUY 


| WL2010 0UR PRICE ony $1 O9 set 


15 Piece 1/ “7 H 
.. SHANK SET Я 


Includes: 

* Chamfer * Cove = 
1/2", 3/8'R, 1/4°R 
* Roundover = 
1/2", 3/8°R, 1/4°R 
* Roman Ogee = 1/4'R. 
» Straight Bits = 3/4", 1/28, 1/78 
* 1/2" Dovetail % 1/2: Roundover * 1"CL Flush Trim * Rabbet Bit 


| WL-2022 for 1/2" or WL-2021 for 1/4" SHANK SET 
OUR PRICE ONLY $559 each set » 


gus ..-2 
A tipcRail & Stile 

- (Roman Ogee) 
[oc ЭБЕ 

+ Raiser (Ogee) 

[^ \ ee i 

ГЕ Е * Glue Joint 

1 * Drawer Lock 

= WL-1505 $279 VALUE 

| PRICE ONLY 5179 set 


SS 


ғары unii 
ж — | 12 Shank Router Bis WL-2011 $175 VALUE 
5 Piece DOVETAIL SET OUR PRICE ONLY $99 set 
914° 348 


"821/2". 


+14238" i 
1 1 й 1/2" Shank Router Bits 13 Piece nom 
WL-2017 ELE 


1%. 10 Dovetail Bits 
s WL-2014 
$125 
VALUE 
OUR PRICE ONLY $419 set 


OUR PRICE ONLY $1 9 set 


8 Piece PICTURE FRAME SET 
Perfect for making great locking picture frames: Bits can be combined to form complex 
mouldings or simple decorative frames. 


WL-2008 $189 VALUE 
| OUR PRICE 

ому $J S set w 
Ne 


9 Piece MASTER DADO SET 
Includes Undersze for Руно, Standard or Hardicod 


‘and Oversize for Melamine. 
or Veneered Materials. 

103 Popular Sizes: 

1087, 12 and 34". 


WL-2030 


3 Piece CABINET DOOF SET | | sao VALUE 
ааа | | OUR PRICE ONLY S49) set 
WL-2019-1 $129 VALUE 
= 
771 OUR PRICE ONLY $75 set wt ? | 5 Piece COVE SET 
NEUEN ТеА ЗВ» 12А. BER GR 
AO Router Bis WL-2015 $99 VALUE 
OUR PRICE ONLY 5/19 set 
™ E-mail: woodline @ woodbits.com 
DLI N HIG A узн WOODBITS 
UIA асом: асом 


PREMIUM 
‘CARBIDE | 


*Tough Micro Grain Carbide 
+ Euro Anti-Kickback Design 
Su ick Non-Stick Finish 
«Super Low Prices 
FREE CATALOG 

Ir great selection of 


GREAT ROUTER BITS AND SHAPER CUTTERS 
BEST SELECTION / BEST PRICE! 
ORDER TOLL FREE 


1-800-472-6950 шешей, 
ЖЕ 


WOODLINE USA * PO. BOX 298 * TEMECULA, СА 92593 


* PRIORITY SHIPPING: $3.75 FOR UP TO $99./$4.75 FOR 5100 4 
* MOST. ITEMS IN STOCK * SAME DAY SHIPPING. 


* INDIVIDUAL BITS ALSO AVAILABLE * ALL MAJOR CREDE PUT" СОА. 
b 
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shop-proven products 


Hearing protection 
only when you need it 
If hearing that wonderful praise about 
your craftsmanship is important to you, 
then you want to protect your ears for the 
long haul. Over & Out Electronic Hearing 
Protectors cut the noise getting to your 
ears by 28 decibels (dB), which is more 
than you need in most woodworking 
shops. But the real advantage over other 
types of protection is that they block 
sound only when they need to. 

A tiny microphone mounted on one ear- 
piece pipes normal sounds and conversa- 
tion into your ears. But when you fire up a 
tool that rises above the 85 dB noise level 
that experts consider dangerous, muting 
circuitry kicks in and shuts off the mic. 

It takes a fraction of a second to mute, 
so I heard just the first tiny bit of the sud- 
den pop! from a pneumatic brad nailer, 
But it did shut out most of the driving 
noise and the loud rush of exhausted air. 

Over & Out : 
Electronic Hearing 
Protectors feel a bit 
heavier than other 
muffs I’ve used. Still, I 
found them comfort- 
able to wear for long 
periods of time. The 
device requires a pair 
of AA batteries, and a 
bright red LED serves 
as a reminder when 
you've left them pow- 
ered up. 

—Tested by Jeff Hall 


Over & Out Electronic 
Hearing Protectors 


Performance ж Жж Ж kk 
Price $60 
Value ЖЖЖЖ Ж 


To locate a dealer, call Power Aisle, Inc., at 
631/673-5975. 


About our 

product testers 

John Cebuhar /5 a retired wood-shop teacher. 
Jeff Hall teaches woodworking and other techni- 
cal skills to high-school students. Garry Smith is a 
machinist. Ben Von Ruden helps restore antique 
jukeboxes. All are avid woodworkers. 
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Better Homes and Gardens. 


The Original 
HAPPY HOLIDAYS 
REINDEER 
Large Reindeer 48" tall 

OFS-1003 Í 
Medium/Small Reindeer ^ 
28" tall/9" tall 
OFS-1018 


| SLEEK AND STYLISH 
REINDEER 
Large Reindeer 
52" tall 
OFS-1068 
Medium/Small Reindeer 
29" tall/9" tall 
OFS-1074 


TO ORDER, CALL TOLL FREE: 1-888-636-4478 


WD1102 


Stand-olone machines. 
take TOO MUCH ROOM! 


Complete, 
PRO-QUALITY WOOD zu 
In Just 12 SQUARE FEET! © 


Equal or BETTER QUALITY 
than one-function shop equipment. з 
© COSTS LESS than buying 
several one-function machines. 
• 10 MOST-USED TOOLS IN 1: 
table saw, lathe, drill press, router, 
sander, more! 
* Rock solid, 2/ times MORE 
MASSIVE than other combo machines 
© State-of-the-art ELECTRONIC 
SPEED controls, powerful DC motor. 
© Perfect for both HOME & PROFESSIONAL woodworkers. 
* 30-Day RISK FREE Buy-Back Offer & Industry-Leading Warranties. m ‘Ries 


12350.74 


CALL TOLL FREE 


! 1800-476-4849 


top? Dept. WOOD, PO. Box 1517, Ann Arbor, MI 48106-1517 
1 RUSH me all the details on the HIGH QUALITY, AFFORDABLE alternative for TIGHT SPACE wood shops! 


Gy State Tip 
DSe 
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introducing... KV8092 


Ix4 Pocket Door™ Slides 


* Superior quality, | 
high end 

* Dual rack & pinion 
completely 
eliminates sag 

* 75# door weight 
class 

* Doors up to 72" H x 26" W < 

* Precision steel ball bearing slides 

* Limited lifetime warranty - 


. Call or visit our website : 
r special introductory pricing! 


FREE 240 page tull 


line catalog 
Mention offer #365 


gest selection of 


Circle No. 713 


Рпаснет-Бнп 


Ф Fast! Easy! 
Accurate! 


For fast, easy 
cabinet & furniture 
construction, you've 
never seen anything like the 
new SOMMERFELD Роскет-Ряо” ifi System. 
Developed by master cabinetmaker Marc 
Sommerfeld and CMT, this new jig lets you make 
rock-solid pocket hole joints in stock from 1/2" to 
1-1/2" thick, with unprecedented speed and accura- 
Cy. The heart of the Pocket-Pro" System is our 


Unique 2-piece 
interlocking jig 
adjusts for 
stock thickness 


unique molded jig, which features hardened drill masnap] 
bushings and an interlocking 2-piece design for fast, 
precise adjustments. Packed in a beautiful molded 
case, the system includes a tough phenolic base, 
4 


clamps, step drill bits, drivers & sample screws. 


9 SS SEEIZD/^S Tools Ног Wood 


SL 


Ш VS 18 17 
Order Tolll Etee 1-888-2BUY CMT (228- 
Circle No. 284 


FREE INFORMATION WORTH WRITING FOR 


Have you found all the wood- 
working products that you 
ee need? You will when you send 

for the useful ideas and FREE 
Ё... product information from these 

advertisers in WOOD®. You'll 
get lots of valuable INFORMATION WORTH 
WRITING FOR — so take a moment to 
fill out the card in this section and order 
all the items that interest you. Each 
advertiser mails the literature or infor- 
mation directly to you. 


Adhesives & Finishes 


VARATHANE—WOOD'S RICHNESS REVEALED 
Varathane Premium Polyurethane helps you achieve professional 
results when refinishing your wood floors. Formulated specifically 
to resist scuffs and scratches, we've been the premier name in 
wood care for over 40 years. VARATHANE, Circle No. 118. 


Bits, Blades, Cutting Tools 


CMT CUTTING TOOLS CATALOG 

CMT stands for high performance router bits, saw blades, spi- 
ral bits, boring bits and more. CMT USA, Inc.—The only orange 
one. CMT USA, INC. Circle No. 180. 


EAGLE AMERICA WOODWORKING CATALOG 
Features the largest selection of professional quality 
American-made router bits. 100's of unique accessories. 
100% total satisfaction guaranteed, EAGLE AMERICA CORP. 
Circle No. 193. 


FORREST SAW BLADES 

Top quality blades and dados for an ultra smooth finish. No 
splintering or tearouts. Full line of sizes, Sharpening services. 
FORREST MFG. CO., INC. Circle Мо. 206. 


FREUD SAW BLADES 
This 48-page catalog illustrates the features and benefits for all 
Freud saw blades, FREUD. Circle No. 219. 


FREUD ROUTER BITS 

All Freud router bits are represented in this 84-page catalog, 
including more than 130 new bits and sets. FREUD. Circle 
No. 232. 


PRODUCTION QUALITY 

CARBIDE TIPPED ROUTER BITS 

Large discounts. Also, raised panel door sets, shaper cutters, 
solid carbide bits, Forstner bits, the Merle Clamp and a variety 
of woodworking tools and supplies. FREE shipping. MLCS 
LTD. Circle No. 245. 


MULE/ACCUSQUARE 
Tablesaw, bandsaw and router accessories, MULE/ 
ACCUSQUARE. Circle No. 258. 


OLDHAM 

Oldham manufactures full lines of circular saw blades and pre- 
mium carbide Viper router bits. Catalog. OLDHAM. Circle 
No. 270. 


SOMMERFELD TOOLS CATALOG 

America's largest source for CMT's orange router bits and saw 
blades, router tables and other accessories, SOMMERFELD 
TOOLS FOR WOOD. Circle No. 284. 


SUPER CARBIDE TIPPED 

ROUTER BITS AND SHAPER CUTTERS 
Offered at the lowest prices for items of such high quality. 
Catalog. WOODLINE ARIZONA INC. Circle No. 310. 


WOODPECKERS, INC. 

Largest stocking distributor of Incra products. Manufacturer of 
new Precision Router Lift, Woodpecker PlungeLifts and the 
finest Router Tables on the market. WOODPECKERS, INC. 
Circle No. 315. 


WOODRAT JOINTING TECHNOLOGY 

Woodrat has developed a unique range of ingenious tools that 
joint wood without compromising craftsmanship—machines 
designed by woodworkers for woodworkers. WOODRAT. 
Circle No, 319. 


Books, Plans and Videos 


AMERICAN FURNITURE DESIGN CO. 
125+ furniture plans by America's leading craftsmen, 36 x 48 
CAD format and comprehensive instructions. Morris chairs, 
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beds, desks, hardware, tools, finishes and books. Catalog. 
AMERICAN FURNITURE DESIGN CO. Circle No. 336. 


BLACK & DECKER 

HOME IMPROVEMENT LIBRARY 

20 volume home improvement/repair book series featuring full 
color step-by-step photographs throughout, Provides in-depth 
instruction for all home improvement projects. Includes materi- 
als checklists and tips to make the job easier. Titles include 
"Everyday Home Repairs", “Kitchen Remodeling", and 
"Building Decks". Complete any do-it-yourself project easily 
and successfully. BLACK & DECKER. Circle No. 349. 


LAGUNA TOOLS VIDEO 

Get all the information you need on our full line of European 
woodworking machines. The video features our famous X31 
combination machine, bandsaws, panel saws, edge banders, 
boring machines, jointers, planers and shapers. Send for your 
free video now! LAGUNA TOOLS. Circle No. 380. 


THE WOODWORKERS LIBRARY® 

The complete source for books, plans, and videos on all 
aspects of woodworking. Send for your free catalog today. LIN- 
DEN PUBLISHING INC. Circle No. 388. 


SPECIALTY FURNITURE DESIGNS, INC. 

We have plans for lawn furniture, lawn ornaments, bird houses, 
bird feeders, trellis/arbors, children's furniture, futons, and 
much more, SPECIALTY FURNITURE DESIGNS, INC. Circle 
No, 414, 


THE WOODEN TEDDY BEAR, INC. 

Patterns for fretwork, intarsia, clocks, and more. Many exclu- 
sive. Also books, blades, music boxes, clock inserts, hardware, 
more, Full catalog, THE WOODEN TEDDY BEAR, INC, Circle 
No. 453. 


Carving Supplies 


MICROPLANE 

A totally NEW concept for carving, shaping, forming and 
smoothing! Stainless steel and razor sharp! MICROPLANE 
Circle No. 505. 


WOOD CARVING & 

WOOD SIGN MAKING MACHINES 

Make wood signs and wood carvings easy, quickly and accu- 
rately. Signs, gun stocks, decoys or furniture parts. TERRCO, 
INC. Circle No. 518, 


General 
Woodworking Catalogs 


BENNY'S WOODWORKS 
60+ page catalog that includes: hardware, toy parts, glue, 
clocks, picture hangers, abrasives, bandsaw blades, finials, 
screw eyes, spindles, balls, cup hooks, and more. BENNY'S 
WOODWORKS. Circle No. 557. 


GRIZZLY INDUSTRIAL, INC. 

468-page free color catalog of over 11,000 woodworking and 
metalworking machines, tools and accessories—all at unbeat- 
able prices! GRIZZLY INDUSTRIAL, INC. Circle No. 583, 


HIGHLAND HARDWARE 

WOODWORKING CATALOG 

Giant catalog of hard-to-find woodworking tools loaded with 
detailed product descriptions and informative techniques. 
HIGHLAND HARDWARE. Circle No. 609. 


JET, WMH TOOL GROUP 

Free catalog of JET, Powermatic and Performax machinery, tools 
and accessories. The JET Group is the leading resource for 
innovative and quality woodworking products: JET, Powermatic, 
Performax. JET, WMH TOOL GROUP. Circle No. 622. 


KREG TOOL CO. 

If you thought biscuit joinery was great, you'll love pocket hole 
joinery. Stronger, faster, simpler, better! KREG TOOL. Circle 
No. 635. 


SQUARE DRIVE SCREWS 

Can make your woodworking easier. Over 80 color pages of 
the best fasteners and other woodworking supplies 
MCFEELY'S. Circle No. 648. 


ROCKLER WOODWORKING 

AND HARDWARE CATALOG 

Rockler Woodworking and Hardware (the new name for The 
Woodworker's Store) is celebrating their 48th year, Rockler is 
the #1 resource for hinges, slides, and other hard-to-find hard- 
ware. They also feature an EXCLUSIVE line of jigs, shop tables 
for band saws, drill presses, and routers—as well as exotic and 
domestic hardwoods. Free catalog. ROCKLER WOODWORK- 
ING AND HARDWARE. Circle No. 661. 


WOODCRAFT 

Our free catalog features over 6,000 woodworking tools, books. 
lumber and hardware. Same day shipping and an uncondition- 
al guarantee! WOODCRAFT SUPPLY CORP. Circle No. 700. 


WOODWORKERS HARDWARE CATALOG 

Free 240-page catalog. Over 6,500 items in stock. Lowest 
prices. Largest selection. Best service. Complete inventory of 
cabinetmakers hardware. WOODWORKER'S HARDWARE. 
Circle No. 713. 


Hand Tools & Clamps 


AKEDA DOVETAIL JIGS 

If you think dovetail jigs are mysterious devices demonstrated 
by magicians at woodworking shows, think again! The AKEDA 
dovetail jig is entirely free of adjustments, so anyone can cut 
randomly spaced through or half-blind dovetails with unprece- 
dented ease! Brochure and price list. AKEDA JIGS INCORPO- 
RATED. Circlo No. 736. 


THE QUICK-GRIP? HANDI-CLAMP™ 

One of the newest variable grip hand clamps on the market. This 
multi-purpose clamp is useful for hundreds of DIY, household, 
hobby and workshop uses. It is ideal for the quick-clamping 
needs of woodworkers who could use an "extra hand" on their 
projects. AMERICAN TOOL COMPANIES. Circle No. 752. 


BEADLOCK LOOSE TENON JOINERY SYSTEM 
Make mortise and tenon joints with your hand drill! Kits available 
for 3/8" and 1/2" beadLOCK joints. Simple, strong, accurate. 
JOURNEYMAN TOOL COMPANY, L.L.C. Circle Мо. 800. 


MERLE ADJUSTABLE CORNER CLAMP 
Adjustable, uniform clamping pressure on all corners. Forces a 
frame into perfect square. Almost no capacity limitation. Ships 
with 23 foot reel of steel banding. Aluminum and steel con- 
struction. MLCS LTD. Circle No. 817. 


JAPAN WOODWORKER CATALOG 

Woodworkers have discovered the secret of better quality 
work. 2 year subscriplion to 88 page catalog. JAPAN WOOD- 
WORKER. Circle No. 830. 


Hardwood & Lumber 


STEVE H. WALL LUMBER CO. 

Quality hardwoods, plywood, and exotic lumber. Will ship UPS 
or motor freight, wholesale prices. Catalog. STEVE H. WALL 
LUMBER CO. Circle No. 856. 


HARDWOODS 

Over 100 quality woods from around the world. Lumber veneer, 
turning stock. Quantity discounts. UPS or truck shipment 
Satisfaction guaranteed. WOODWORKERS SOURCE. Circle 
No. 869. 


Income Opportunities 
& Education 


THE WOODWORKING SHOWS 

Three days of can't miss education and savings! Learn about 
the latest hard-to-find tools, equipment, and supplies. Attend 
seminars for every skill level, Save on everything for your shop. 
Forty-two shows this season. THE WOODWORKING SHOWS 
Circle No. 934. 


Kits 


QUALITY EXOTIC LUMBER 

Turning wood, burls, figured wood. Hand selected for your 
needs. Also manufacturer of pen kits. BEREA HARDWOODS. 
Circle No. 947. 


KLOCKIT 

The leading supplier of clock-making supplies for over 25 
years: Quartz and mechanical movements, clock inserts, dials, 
easy-to-follow plans and kits for all skill levels. KLOCKIT. 
Circle No. 973. 


AMERICAN STEEL SPAN BUILDINGS 

Designed with the do-it-yourselfer in mind. Our buildings are 
made in a heavy gauge steel with a 20-year warranty. 
Everything is pre-cut and pre-drilled, and just bolts together. A 
quality pre-engineered building with style and structural integri- 
ty at a price that everyone can afford. 3 models to choose 
from! AZTEC STEEL CORP. Circle No. 1064. 


COUNTRY АССЕМТ5 

Features handmade, affordable pierced metal panels in 14 
types of metal & 300 designs pictured, custom design and siz- 
ing. Blank metal, specialty tools and punches, patterns & do-it- 
yourself supplies. COUNTRY ACCENTS. Circle No. 1108. 
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WIRELESS DRIVEWAY ALARM 

An alert sounds in the house when someone enters the drive 
Be sure to order our free literature. DAKOTA ALERT, INC 
Circle No. 1129. 


FUTURE STEEL BUILDINGS 

Multi-purpose, arch-type structures. Ideal backyard shops & 
garages. Many models & sizes, Complete kits for the do-it- 
yourselfer. Free information. FUTURE STEEL BUILDINGS. 
Circle No. 1168. 


HOT DAWG* GARAGE HEATERS 

Dont let winter hound you out of your garage. Lightweight and 
easy to install; natural or propane-gas fired; four sizes to heat 
from one to five-stall garages. HOT DAWG GARAGE 
HEATERS. Circle No. 1194. 


LAGUNA TOOLS 
Our Red Beech workbench is available in 5' or 77, with or with- 
out cabinet. LAGUNA TOOLS. Circle No. 1233. 


PLANNING TO BUILD? 

We manufacture a complete range of arch steel buildings, test- 
ed and built to withstand wind, snow, rain and seismic condi- 
lions. 30 Year Warranty. Since 1980. PIONEER STEEL MFG., 
LTD. Circle No. 1298. 


SEARS HOME CENTRAL 

PARTS & REPAIR SERVICES 

Sears Parts & Repair Services has millions of parts for major 
brand appliances, electronics, heating and cooling systems 
and lawn equipment. SEARS HOME CENTRAL PARTS & 
REPAIR SERVICES. Circle No. 1311. 


STEELMASTER BUILDINGS 

America's Largest Manufacturer of Quality Arch Steel Buildings 
Buy factory direct. Great for the do-it-yourselfer with easy one 
bolt construction. Ideal backyard shops and garages. 30-year 
warranty. Models and sizes to fit anyone's needs. Free catalog. 
STEELMASTER BUILDINGS. Circle No. 1337. 


U.S. BUILDINGS 

The leader in arch-type steel buildings. Ideal for backyard 
shops, garages and much more. U.S. BUILDINGS. Circle 
No. 1350. 


LEGAL IVORY 

Virtually identical to animal ivory. Tagua is the nut from a tropi- 
cal palm tree. Ideal for jewelry, knobs, small turnings, inlay, or 
scrimshaw. Available in 3 sizes. Send for information. WOOD- 
WORKERS SOURCE. Circle No. 1376. 


Power Tools 


A&ISUPPLY 

Large selection, very modest pricing, superb service. All UPS 
orders over $75 freight-free in Continental USA. Free catalog in 
USA. A & I SUPPLY. Circle No. 1402. 


SCROLL SAW, CRAFTS & 

WOODWORKING CATALOG 

Our 2002 catalog features Hegner scroll saws, Apollo HVLP 
sprayers, ZNise and the Plano glue press. AMI, LTD. Circle 
No. 1415. 


BAKER PRODUCTS 

One of the leading manufacturers of portable sawmills in the 
industry today. Find out how you too can profit with a Baker. 
BAKER PRODUCTS. Circle No. 1428. 


PORTABLE SAW MILL 

a one man saw mill weighing 45 Ibs. Gas and electric 
models available. Cuts 20" diameter logs into lumber. 
Send for free brochure. Videos also available. MasterCard, 
VISA and Discover accepted. BETTER BUILT CORP. 
Circle No. 1441. 


SAVE MONEY, MAKE MONEY 

Increase profits by cutting your own lumber with an Accu-Trac 
portable sawmill. Free catalog. Demonstration video also avail- 
able. COOK'S SAW MFG., L.L.C. Circle No. 1480. 


FEIN POWER TOOLS 

No more bloody knuckle, sore finger sanding, Unique sander, 
sands along edges and into comers, without bouncing off or 
running away. The secret is the distinct triangular sanding pad, 
combined with a high speed oscillation. German made, 
Brochure shows sander in action. FEIN POWER TOOLS. 
Circle No. 1519. 


FREUD POWER TOOLS 

Freud offers superior tools at an attractive price. Catalog 
includes 16 pages of power tools and accessories. FREUD, 
Circle No. 1532. 


JET SUPERSAW 

Introducing the new JET 10" Supersaw. Two solid cast iron wings, 
a 28 1/2" crosscut capacity sliding table positioned 4" from 
blade. Fence with micro-adjust, 4 t-siots, moveable on/off switch. 
Totally enclosed cabinet. JET TOOL GROUP. Circle No. 1588. 
LAGUNA TOOLS 

Our TS and LT14 have many innovative features for the profes- 
sional and discriminating hobbyist. LAGUNA TOOLS. Circle 
No. 1597. 

NEW MFORCE™ CORDLESS DRILL SERIES 
The MFORCE™ Cordless Drill Series is now available with 
advanced features professionals demand, Performance, 


Durability, Power and Run Time. The MFORCE™ Series drills 
incorporate a new two-piece D-31 motor, new all-metal-gear 
transmission with Shift Lock™ Drive System, and two hi-capaci- 
ty batteries. Shift To Full Power and send for a free brochure. 
MAKITA U.S.A., INC. Circle No. 1610. 


SAWMILL $3895,00 

Manufacturer of Lumbermate 2000 Portable Sawmills, Edgers, 
ATV Skidders, Hydraulic tractor-mounted Skidding Winches 
and Hydraulic tractor-mounted Wood Splitters. NORWOOD 
INDUSTRIES, INC. Circle No. 1615. 


AWARD-WINNING DUST COLLECTION 

Air cleaners, dust collectors, cyclone systems, hose, connec- 
tors, adaptors, hoods, remote switches, etc. 40-page free cata- 
log. PENN STATE INDUSTRIES. Circle No. 1623. 


PORTER-CABLE 

Receive a free 128-page catalog featuring Porter-Cable's full 
offering of power tools, air nailers and staplers, compressors, 
and related accessories. PORTER-CABLE CORPORATION. 
Circle No. 1649. 


HAWK PRECISION SCROLL SAW 

Unlock your creativity. The scroll saw the pros use for over 20 
years. Cuts wood, metal, plastics, stained glass and more. 
Vibration free performance. Exclusive dura-torque power sys- 
tem and made ín USA quality. Free fact kit & video. RB INDUS- 
TRIES, INC. Circle No. 1675. 


ROUTERSHOP BY 

HAWK WOODWORKING TOOLS 

Solid steel work surface and patented split table design allows 
you to use your router in the vertical or horizontal cutting posi- 
tion. Exclusive crossfeed system makes using it foolproof. Free 
fact kit & video. RB INDUSTRIES, INC. Circle No. 1676. 


JOINT ABILITY BY 

HAWK WOODWORKING TOOLS 

Use your router to create perfect fitting glued up panels. 
Perfect for edge jointing, dados, straight-line ripping, taper 
cuts and more. Patented design and made in USA. Free fact kit 
& video. RB INDUSTRIES, INC. Circle No. 1677. 


ROJEK WOODWORKING MACHINERY 

Get the most satisfaction from your woodworking with these 
European quality tools. Stand-alone or combination machines 
include sliding table saws, planers, jointers, shapers, slot mor- 
tisers and more. TECH MARK, INC, Circle No. 1680. 


RYOBI TOOLS 

Ryobi's 18V Super Combo Kit comes with a drill, circular saw, 
reciprocating saw and flashlight... all for just $199. RYOBI 
TOOLS. Circle No. 1688. 


SHOPBOT TOOLS INC. 

Be a part of the robotic tool revolution with easy to use comput- 
er controlled routers for professional and home-based produc- 
tion. Build crafts, furniture, signs, 3-D carving and much more. 
SHOPBOT TOOLS INC. Circle No. 1714. 


10 TOOLS IN 1 
Ultimate Home Shop for woodworking or metalworking 
Compact, easy to use, built to last. Free catalog. SUPERSHOP. 
Circle No. 1766. 


TECH MARK, INC. 

The exclusive home of Rojek Woodworking Machinery. Stand- 
alone machines or combinations such as the saw/shaper, plan- 
erljointer or the 5-in-1 machine offer flexibility in shop layout. 
TECH MARK, INC. Circle No. 1771. 


TOOL CRIB OF THE NORTH 

Your free catalog featuring the most popular name-brand tools 
at the lowest prices, guaranteed. TOOL CRIB OF THE NORTH 
Circle No. 1779. 


PORTABLE SAWMILLS 

Convert logs into valuable lumber, whether you're a novice or 
experience sawyer, using a Wood-Mizer portable bandsaw 
mill. Personal sawmills start at $4,495. Send for our catalog. 
WOOD-MIZER PRODUCTS. Circle No. 1805. 


THE WOODEN POST, INC. 

Free CD catalog. Ring master, medallions, turning supplies, 
finishes, Beall products. THE WOODEN POST, INC. Circle 
No. 1808, 

NEW MULTI-DUTY — 

PLANER MOLDS, SANDS & SAWS 

Quickly turn low-cost rough lumber into valuable finished 
stock... create high-profit moldings, tongue & groove, picture 
frame stock, any custom design. Choose from 12, 18 or 25 
inch models... all with infinitely variable power feed. WOOD- 
MASTER TOOLS. Circle No. 1818. 


WOODSTOCK INTERNATIONAL, INC, 

Our line of SHOP FOX* Woodworking Machines offers profes- 
ѕіопаіЧехе! quality at a home shop price. These machines have 
many additional and proprietary features not available from any 
other brands. Ask for SHOP FOX* at your local woodworking 
supplier or contact us (see advertisement) for a supplier in your 
area. WOODSTOCK INTERNATIONAL, INC. Circle No. 1824, 


Project Parts & Materials 


ADAMS WOOD PRODUCTS 
Adams Wood Products has a free full-color catalog highlighting 
their line of in stock solid wood components made right here in 


TO ORDER PLEASE USE THE ATTACHED CARD 


the good old U.S.A. A new line of kitchen island legs and cabi- 
net onlays are introduced in this catalog edition. ADAMS 
WOOD PRODUCTS. Circle No. 1831. 


FREE WOOD CRAFT 

CATALOG FROM CHERRY TREE! 

68 full-color pages of plans, parts, kits and supplies for all skill 
levels. Clocks, whirligigs, dollhouses, door harps, banks and 
many more attractive items—plus wooden dowels, pegs, 
wheels, knobs, & more. Tools, paint supplies, stencils, stamps 
and much more! Wholesale prices available. Catalog. CHERRY 
TREE TOYS. Circle No. 1844. 


SCROLLSAW PATTERNS 

Up to 74" clocks, 300+ patterns, books, clock parts, saw 
blades, tools, wood, and more. WILDWOOD DESIGNS. Circte 
No. 1857. 


Shop Accessories 


BENCH DOG INC. 

Router tables, power tool accessories, Receive Bench Dog 
Inc.'s current catalog of exceptional tools, BENCH DOG INC. 
Circle No. 1870. 


CAMPBELL HAUSFELD 

Free 80-page Buyer's Guide featuring features and benefits of 
Campbell Hausfeld air compressors, air tools, air nailers, paint 
sprayers, pressure washers and welders. CAMPBELL HAUS- 
FELD. Circle No. 1876. 


FEIN POWER TOOLS 

More Power. More Capacity. Fein's Turbo III Portable Vac is the 
perfect size for big jobs. It makes dust-free sanding and 
wet/dry cleanup easy and practical. FEIN POWER TOOLS 
Circle No. 1953. 


MOBILIZE 

Now you can create more workshop space by mobilizing your 
machines. Our exclusive self-leveling mobile bases will increase 
efficiency, safety and organization in your work shop. Full cata- 
log and price list. HTC PRODUCTS, INC. Circle No. 1961. 


HANSON PLUNGE MIXERS 

Great for anyone mixing stains, 2 part paints, epoxies and any 
other mixes, wet or dry. The Plunge Mixer comes in a variety of 
sizes from 1" to 12" in diameter. The mixer head is made of 
cast metal with a tumble finish for easy cleanup. HANSON 
CASTING & ENGINEERING. Circle No. 1965. 


THE ACCU-MITER 

If you consider yourself a serious woodworker, this professional 
quality miter gauge is for you! The Accu-Miter is the perfect 
tool to create precise angles in a snap. The Accu-Miter's 
tapered shot pin assures dead-on accuracy year after year. 
The maximum margin of error is one minute, 43 seconds, 
That's less than 1/30th of a degree. That's guaranteed! 
Brochure. JDS COMPANY. Circle No. 1974. 


JESSEM TOOL COMPANY 

JessEm introduces a new product to their Rout-R-Lift line. 
The Mast-R-Lift allows you not only to raise and lower your 
router from the top of the table but allows for all your bit 
changes from the top as well. JESSEM TOOL COMPANY. 
Circle No. 1979. 


MOISTURE METERS FOR WOOD 


Pin-type meters that measure moisture in veneer to logs. Send 
for free catalog. LIGNOMAT USA, LTD. Circle No. 2013. 


ONEIDA AIR SYSTEMS 
Wood dust collection systems & components. Free shop duct 


design service. ONEIDA AIR SYSTEMS. Circle No, 2039. 


SUPERGRIT* ABRASIVES 

Offers industrial quality sanding belts, discs, rolls and sheets at 
wholesale prices directly to the small consumer. An extensive 
range of hook & loop backed abrasives are available: vacuum and 
‘solid discs, triangles for detail sanders, shop rolls for drum sanders, 
conversion discs and rolls. Try Supergrit Blue Zirconia discs and 
belts. Accessories for rotary tools such as carbide burrs, polishing 
points & wheels, mini drums & drills. Free 48-page catalog and 
incredible close-out sheets. RED HILL CORP. Circle No. 2065. 
РОСКЛТ JIG KIT BY SIMP'L PRODUCTS, INC. 
Once again, we have reduced a popular joinery system to 


its least common denominator, pure simplicity, lowest cost, 
and WORKS EVERY TIME! SIMP'L PRODUCTS, INC. Circle 


Supplies 


TURNERS AND CARVERS 

Largest selection of Henry Taylor turning and carving tools in 
USA. Also Sorby, OneWay, Foredom, Stewart, Glaser & 
Sherline. THE CUTTING EDGE. Circle No. 2130. 


WOODTURNING SUPPLIES 

Large catalog with project supplies, tools, books, videos, lath- 
es, and more. PACKARD WOODWORKS. Circle No. 2143. 
HUGE VARIETY OF PENCRAFTING PRODUCTS 
Including: 24 kt kits, lathes, duplicator and templates, wood 
and finishing supplies. 40-page free catalog. PENN STATE 
INDUSTRIES. Сіғсіе No. 2156. 
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Woodworker's Marketplace 


This section features advertisers offering products by mail. Additional information can be found 
in the Free Information section. Please contact the advertiser directly or use the Circle No. to the 
right of each ad to request information through the Free Information card. 


DONT BUY TILL YOU CALL PIONEER... 


NO Sales gimmicks 


Compare our everyday price 
for our 30'х40' building: 


FRONT 
02 S4, 9902... 


EASY DO IT YOURSELF • 100% USABLE SPACE 
Many sizes, shapes & applications! е Tough, rugged 
building — lasts! е Heavy gauge Galvalume steel. • Easy to 
finish trussless interior • Totally Maintenance free! 

ІШ STEEL BUILDINGS 
id m. FactoryDirect 
PION 


PIONEER 300-668-5422 


22 YEARS OF REPUTATION BUILT OF STEEL 


Join with the Elite 
Team up the WoodRat with your Router 
and enjoy making joints 

you once thought beyond you.. 
perfect fitting, quick and clean. 
The difference is — it's a tool designed 
for woodworkers by woodworkers 


internet: www.hansoncasting.com 
Hanson casting & Engineering 


(3mx-8 mozcro 


Circle No. 1965 
Circle No. 1298 


The Amazing 


а ДЕЯ ADVANTAGE 


KUUUED, TION - FERFTURIIANUL 


<<“ Con A fea ae 
Cuts hardwoods 
up fo 2%” thick 


TUNIADLE DANU OAWMILLO. 
The Model"EZ” Baker 


Track Products 


Imagine the possibilities 


with less than 
М,” turning radius 


Perfect for hobbyists 
and professionals 


Variable speed with 
vibration-free performance 


3 models to choose from 


Loaded with NEW features: 
и dura torque power system 
и 3 second blade change 
m automatic blade 

tensioning 


MADE IN THE 


Made in USA quality, sold 
factory direct 


*ROUTER TABLESC 
*BAND SAW TABLES 
*DRILL PRESS TABLES 
*COMBINATION TABLES MAKE YOUR OWN 
*FENCING SYSTEMS TABLES, JIGS AND 
*T-TRACK COMPONENTS FIXTURES! 
*EXCELLENT QUALITY 

Dealer Inquiries Welcome SEND FOR CATALOG! 


800-260-2647 


www.advantagetrack.com 
Advantage Track Products 
900 S. Main St. 
East Peoria, IL. 61611 


in association with А8/ Supply 


to transport. 
gasoline engine. to set up and 
• Durably built of 
aluminum and 
stainless steel. 
e "E-Z" to maintain. 
e “E-Z” on the 
pocketbook. 


INDIVIDUAL 
COMPONENTS 


R ALSO AVAILABLE. 
* Modular design 


allows you to add 
extensions to 
accommodate any| 
log length. 


PO Box 128 
Ellington, Missouri 63638 
U.S.A. 


Call us 
toll free, 


1-800-487-2623 


Hawk Woodworking Tools www.baker-online.com 


Email: info@baker-online.com| 
Fax: 573-663-2787 
Phone: 573-663-3133 


P.0.369 œ Harrisonville, MO 64701 A032 


2002 rbindustries, inc 


Circle No. 1675 
Circle No. 1402 


Wood ао" 


LTD., LP. 


WIRELESS 
DRIVEWAY ALARM 


STOCK ITEMS 
A bell rings 
SPECIAL EDITION in your house 24 4 NO ШО ORDERS 


anytime someone 
walks or drives 
into your place. 


Miter Gauge 
* 18" to 31" telescoping fence 
* 41 positive angle stops 
e ho? vernier scale 


WE WILL MAKE PRODUCTION RUNS OF YOUR PART 
y 


By American Craftsmen 


- Free Literature - 


CHAIR LEGS 


Enc A complete line of x ^ 
ж чз, wireless security equipment. a б N N 8 8 | ( 
~. N `8 ` о z 
DAKOTA ALERT, INC. |= |5 PES E 
BOX 130, ELK POINT, SD 57025 2 NN | 2 
Ph: 605-356-2772 2 N i | ‘ 
www.dakotaalert.com 5 Қ LE BUN LEGS i 2) 
% LEGS ! Jl FR STYLE 
= Г QUEEN ANNE 
LEGS 


Sawing Lumber Mate Easy! 


MP:32 Heavy Duty. Build Your Own: 
Portable Sui Furniture! 
d Е Cabinets 
ў Crafts: 
Stables 


А0556 


FINIALS 


әде әлеу ѕ,зәуломроом 


Aa 


7 із МӘ A0851 
REEDED 
BASE | 1 
404 
W/206 LEG CHAIR 


8 kits 


Р.О. Box 728, Пері. M52 
Morristown, TN 37815-0728 FREE 
Phone 423-587-2942 • Fax 423-586-2188 


COLOR 
www.adamswoodproducts.com CATALOG 


me Woodpeckers 


4.800.752.0725 
www.woodpeck.com 
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Add that Distinctive 
Look to your wood- 


FROM Architraves 
To Zebrawood... 


The WOODWORKER’S 
LIBRARY®” has it all! 


Hundreds of books, plans 
and videos on all 
aspects of woodworking. 
Send for your FREE catalog. 


Call toll free 
in USA & Canada 
800-345-4447 
See our complete catalog 


on the world wide web at: 
www.lindenpub.com 


onably priced 
Many finishes 


Visit us on the web! 
www.piercedtin.com 


e 3 e 
pierced tin 
Country Accents?, P О Box 437, Dept. WD-02 

Montoursville, PA 17754 » Ph. 570-478-4127 * M-F 9- 


email: caccents@webtw.net 


А e: bere 
If You Don’t Buy American 
You'll Pay Too Much 


Circle No. 1108 


РО. Box 840 
Shelbyville, TN 37162 


On the web at 


LINDEN PUBLISHING 
2006 South Mary Street 
Fresno, California 93721 

Fax 559-233-6933 
e-mail: orders@lindenpub.com 


South East's largest distributor 
of Wood Turnings and Hardware 


Est. 1982 


800/891-6733 ғ, 


visit our website - www.steelspan.com 


Circle No. 557 
Circle No. 388 
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'The Cutting Edge, Inc. 


Fine Hand Tools For Turners 
Carvers & All Woodworkers 


Г ЛЕХ На RICON 
{potion Turning re AO 


Henry Taylor J rower 
| Carving & Carving 
|| AutoMach Turning Tools бі 


www.cuttingedgetools.com 


|; Precision 
Wouter Lift 


“finest pitch, 
finest adjustmenptz 
call for free catald@ 


7123 SouthWest Fwy Houston TX 77074 


= N. - 713/ 981-9228 


FREE CATALOG! 


- clocks - shelves 

- fretwork - intarsia 

- hardware 

- rocking animals 

- books - toll painting 

- music movements 

- Olson scroll and 

band saw blades 

- over 700 patterns 
over 100 exclusive 

TOLL FREE 1-888-762-9149 


THE WOODEN 
REDDY BEAR, INC. 
P.O. Box 33917, Portland OR 97292 
www.woodenteddybearonline.com 
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Woodworker’s Marketplace 


1.800.752.0725 
www.woodpeck.com 
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1-800-556-2548 


Mention Оғғен: WD1102 


HARDWOODS 


Lumber * Veneer * Turning Stock 


Over 100 Quality Hardwoods 
From Around the World 


Engineering Packages Visit our web site 


Circle No. 315 
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STEEL "BUILDINGS СШ 
Buildings Built ta Last! Router 


ECONOMY = QUALITY ~ INTEGRITY 


d Erom $90 WOODWORKERSSOURCE.COM 
6 Sizes = Wood Descriptions, Prices, and Current Specials 
OSHAE-Stop [annm] 
G&M Code, 350"/min a 

RES z Em CAD/CAM Ready You Build It! 

G “Or Ds "Еду 1 Т PIS Ы. ші ie Hobby, Industry, School You Make $$ 

Ч y XXE Easy to Build with 
1-800 is d 4 Lh y (A Ш Вго Common Shop Tools | 115-582-5308 


51 LIH LISTS www.Machine Tool Camp.com 


www.steelmasterusa.com 


Circle No. 1337 
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P.0. Box 1107 | 
Bangor, ME Chart the Nyle Advantage! Conventional Steam Kilns Муіе DH Kilns 
Drying Capacity To 300,000 BF To 300,000 BF 


Energy Costs HIGH* LOW 
*Even when burning wood, due to cost 
of handling and emissions control. 


Quality Control DIFFICULT EASY 
Capital Costs HIGH LOW 
Maintenance HIGH LOW 
Air Emissions HIGH LOW 
Service & Support VARIES* CONSISTENT 


*Depending on manufacturer. 


` Crown Mold Extender 
Your Best З Bit 2175-2505 


Source For New 
and Innovative | 


| Router Bit 
Designs 


The Application: 
Extends Existing Profiles of 
Crown Molding Bits Up To 2" 


WWW.EAGLE-AMERICA.COM 


1-800-872-2511 


Circle No. 193 
Circle No. 2026 


1-800-777-NYLE (6953) m (207) 989-4335 m Fax: (207) 989-1101 m info@nyle.com 


-For the Woodworker - 
Moisture problems such 
as shrinking or warping 
can ruin the best piece 
ever built. Measure 
the moisture with a 
moisture meter to 
be sure the wood is 
dry. Call for new 
color brochure. 
- Lignomat USA - 
Po Box 30145 
Portland, OR 
97294 -- USA 


Circle No. 2013 


Work in shirt:sleeve comfort when s doggoned cold? 


Don't let winter hound you out of your garage. Slay on the 

trail of your pet projects with a Hot Dawg”. 

* Four natural-or-propane-gas sizes to heat from one to 
five-stall garages, new or old. 

For a free brochure and your nearest Hot Dawg source, 


fetch your phone and call toll-free 800-700-7324 


Energy 
Efficient 


www.modine.com/: 
hotdawg 


Circle No. 1194 


Perfect Fitting Glue Joints 


Guaranteed. 
Create invisible glue joints the entire 


length and thickness of your workpiece | Joints] LITY 


The easiest way to create dados by Woodworking Tools. 


and rabbets 

Square up large glued panels \ y] j 
Rip sheet goods to size perfectly square 2 p 
Cuts production time in half Я 


Sold factory direct 


Call 1-800-487-2623 


www.jointability.com 
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Terrco provides a full line of machine 
carving and sign carving equipment. 
Beginning models are the T-110 single 
spindle bench carver and our CM614 
single spindle sign carver. 


Terrco, Inc. 
222 1st Ave. NW 
Watertown, SD 57201 
USA 
(605) 882-3888 
Intermediate models include the K-Star, Fax (605) 882-0778 
а two-spindle heavy duty bench model, 
and the Northstar, a heavy duty floor 
model available in one to eight spindles. 


Our advanced model is our Master 
Carver series, which is an extremely 
heavy duty floor model with from eight 
to forty spindles. 


Website: www.terrco.com 
E-mail: info@terrco.com 


Supergit’ SANDPAPER 


HOOK & LOOP DISCS 
27 816/100 3' 920/100 


м” 


Multi-Spindle Carving Machine 


Circle No. 518 


Model CM614 Sign Carver 


YOUR VERY OWN 


й 


peo ашы i 
po шаш n 
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WOODWORKING CATALOG 


Check out 
our complete 


line of jigs and 
shop tables 
for your band 
saw, drill press 
and router. 
thousands 
of other great 
products! 


Go to rockler.com/go/V3312 or call 
1-800-403-9736 and order your 


catalog today! 


WOODWORKING 
Code 13105 


1-800-403-9736 


ROCKLER 


S AND HARDWARE 


Free USA 


1-877-ROCKLER — www.rockler.com 


4v" or5' Бог8 Ноје $13.00/50 
6 6, 8 or 16 Hole $17.50/50 
9' $1.50ea 12" $2.50 ea 


"Lapika" Micron 1/4 sheets 
40-10 Micron (400-1500 grit) 
Reg. $39.95/50 Sale $12.50/50 
BELTS—A.0. RESIN SHEETS—9 х 11", AO. 
1x30 8.75 |4х24 $1.10 |500, 80D $14/50 
1x42 5.75 |4х36 $1.50|120C,150C 523/100 
3x21 5.85 |6х48 53.50 |180А, 220А 521/100 
3x24 5.90 |6х89 $6.20 ABRASIVE ROLLS 


RED HILL CORP. | FREE 48 PAGE CATALOG 
P.O. BOX 4234 & incredible close-out sheets. 


GETTYSBURG, PA 17325 800-822-4003 
WWW.SUPERGRIT.COM 


WORKSHOP... 
NO MORE DUST IN THE HOUS 


ж T 

Why a Miracle Truss Building?? 

* Fast and easy do-it-yourself construction — goes 
up in days without requiring skilled labor or 
heavy equipment. 

* Modern, contemporary design style — 19 colors 
allow you to complement existing buildings. 


* Engineered for durability—and ease of insula- 
tion and finish-off. 


| SPECIAL LIMITED OFFER | 


74. X 187 (а $15,748 value 
NOW ONLY 5 


Circle No. 2065 


The Portable Sawmill. 


The “affordable portable” 
one man band sawmill. ETT 
Weighs only 45 lbs. Cuts 
20" diameter logs into 
lumber. Minimum 1/8" to 
maximum 9" thickness. 
14"W x 9'H throat capacity. 
Write or call for free 
brochure. 

Videos also available. 


Includes steel frames & endwalls, aly. sheeting, 
hardware, trim and complete assembly plans. 


Immediate Delivery Available—or ask about 
our Deferred Delivery/Storage Program. 


fi? MIRACLE [3355 
1-800-6 93 


9 
003-0223 
www.miracletruss.com 3 


(978) 657-5636 
789 Woburn St., Dept. W, Wilmington MA, 01887 
Fax: 978-658-0444 
WWW.ripsaw.com 


4- ] 


Circle No. 661 
Circle No. 1441 


HUGE SAVINGS UN 
REMAINING INVENTORY 
OF QUALITY 
STEEL BUILDINGS. 


“the router tool q 
with a brain” 


From 


" s $3,895 
-800-661-7746 ғ. 392 


WWW.NORWOODINDUSTRIES.COM 


Norwood Industries Inc. • 252 Sonwil Drive, Buffalo, NY. U.S.A, 14225 


Proudly Made 
in the U.S.A. 


«America’s Largest 
Manufacturer 

-Built For Americans, 

By Americans 

«25 Years Of Steel Building 
Experience 


Fe 


Circle No. 1615 


No fancy bits required- with a simple straight bit you 
can create a complete set of cabinets 


Save Thousands On Select Sizes 
25x34 • 20x30 е 30x54 е 50x150 
Additional Sizes Available 


Patented tilting table- set your cutter vertically and. 
horizontally for a safe, new way to make cuts 


Solid steel work surface- no flimsy chipboard to warp 


No time consuming set ups, the calibrated crossfeed 
system does it automatically with it's built in "brain". 
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'TOOLS FOR WOODWORKING 


Factory direct savings | Our comprehensive tool catalog gives you А А 
more than just manufacturer's specs. 6 Buildings 

«^ We provide detailed tool descriptions, (*^ ah i 

useful tips & techniques and a schedule www.us-buildings.eon 


of seminars & hands-on workshops. © | | ne FA ! м) 
| 
1-600-405-0004 


FREE BROCHURE & FACTORY PRICE LIST 


Discover how the Hawk RouferShop® сап 
help you unlock your woodworking potential. 


Call 1-800-487-2623 


www.rbi dtools.com 
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ea | 
Great Scroll 
Saw Patterns 
Clocks 
Plywood 
Saw Blades 
Jewerly Boxes 
Clock Movements 
Candle Holders 
Photo Frames 
Hardwoods 


ft. Garden Bridge 
Each Plan $12.95 


Free Catalog Furniture : ADD $3.00 S/H 
Toll Free & я 1777 Specialty Furniture Designs 
1-800-470-9090 Much More! үзіс Wishing Wel 11099 W. Adams Rd. 
. , ; т Dept. - W66 
www.wildwooddesigns.com with running water. — Riverdale, MI 48877 


WildWood Designs 
P.O. Box 676, Richland Center, WI 53581 


Сы 1-800-892-4026 
г catalog E = 2 
FREE with orde. WWW.specialtyfurnituredesigns.com |; 


Circle No. 1857 
Circle No. 414 


Introducing Microplane® Rotary 
Shaper Power Tool Attachments 
for low-speed shaping. The razor-sharp 
teeth create tiny shavings that fall to the 
surface instead of clouding your air. 


Call 501-968-5455 or 


ШІ whirligigs po ; ( | 1-800-555-2767 


хив 27: 


Clock Parts Toys : . ET Bt 
Wood Parts Kits ЕТЕ ОГ! ў Y i www.microplane.com email: info@microplane.com 


Cherry Tree, Inc. gam gm am = 

Box 369 * Belmont, OH 43718 $ ; | ciu eic 
Phone Toll Fre д 7 i д GS | 

А conatus iure" E roduct of Grace P M 


» dealer inquiries encouraged 


Circle No. 1350 


Circle No. 830 


Circle No. 505 


STEVE WALL LUMBER CO. *NOW AVAILABLE* 
Quality Hardwoods ала Roaring machinery сог The Craftsman Custom Made 
Raised Panel 


Select 2.40 $ H 
Select 195 $ Cabinet Doors 
Select 2.65 $ 

Butternut 1C 2.30 $ 


Cherry ..... 

Hickory Pecan тад Select 289 

Mahogany (Genuine)..4/4 Select 3.90 
n? 


a. 


4/4 Log Run | Also Available 
Walnut сті Exotic Lumber 


Maple (Hard) Select 215 a j 
Maple (Soft Select 230 | i й STEVE Н. WALL 

oplar elect 1.75 |...) ї 
Red Oa Select — 2:50 5 x LUMBER CO. 
Walnut. Select 385 | f M ( ) ВОХ 287 

ite Oak / elect 2.40 Ў 
Cedar (Aromatic Red).44 1048: 140 | ME e ) MAXODAN, нысы 2102 
Cypress... 4/4 Select — 2:30 4 336-427- 
White Pine .44 F.G. 1.20 1-800-633-4062 
Yellow Pine . 4/4 Clear 2.00 FAX 336-427-7588 
Above prices are for 100' quantities of kilndried ^ Above prices are 20 bd. tt. bundles of Email: wood G walllumber.com 
tough lumber sold by the Bd. Ft. clear kilndried lumber 3'-10* wide «3-5 Website: www.walllumber.com 
Mayodan, NC. long (Random widths & lengths) Sur- 

Call for quantity discounts. Other sizes and faced 2 sides or rough. Delivered UPS епа 51.00 For Lumber Catalog 
grades available. prepaid in the Continental U.S. Prices Subject to Change Without Notice 


Molds - Planes 


Sands: Saws 
Now, turn a $5 rough board 
into $75 worth of high- 
dollar molding in less 
than one minute! 

Make over 350 
standard pat- 
Y terns, picture 
Quickly converts frame stock, 
from Planer/ kany custom design. 
Molder to Drum Sander 
or Gang Rip Saw! Choose 
from 12”, 18” and 25” Models. in America! 
Free Fact Kit 


1-800-821-6651 ext. PW11 


Turning Tools - Lathes - Lathe Accessories 
Books & Videt 


24hr Fax... 
828 859-5551 


E-Mail... 
packard@alltel.net 


Packard 


WOODWORKS 
INC. 


Write to us... 


Circle No. 1818 


= 


TEEPA 
Receive a Free Copy of our full color 72 page... 
CATALOG for WOODTURNERS 


Wood - Penmaking к RUP - 
Sanding & Finishing Supplies - Sharpening Supplies 


Call Toll Free... 800 683-TURN 


Packard Woodworks, PO Box 718, Tryon, МС 28782) 


"The Woodturners Source 
www.packardwoodworks.com 
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FACTORY DIRECT LIFETIME WARRANTY 
> Quality CNC machined steel 

Accurate Aluminum extrusi 

Simplicity of а 


www.mulecab.com 


ACCUSQUARE commercial quitlity Rip Fence fits” 
Powermatic, Jet, Sears, Grizzly, an З 
other saws. Put life and ACC RACY, 


! E 
back into your saw! am the ACCUSQUARE the STREN 
: to stand up to rugged everyday use & provide 
ACCURACY you need! 


* 
RELIABILI 


c [TIR mST 
Dual Hairlinefturser - Ва Wide Tapes - Pick your Target 


www. mülecab. CO 1-79 нее 1-877-684-7366 
Email: accusquare@mulecab:com 519 Mill St, Lockport, NY 14095 


Your Ring Master 
Source. 


x FACTORY-DIRECT WHOLESALE PRICES!! 


CS Cae 


Medallions 
Call or write for our newest color catalog on 
“CD” showing all Ring Master models, 
finishes, videos, pen turning supplies, etc. 
Call toll free at: (866) 852-7126 
for your free catalog and information about 
our product lines. 


The Wooden Post, Ine. 


T a QN Pej 
i a 


Many Models & Sizes Available 
Ideal Multi-Purpose Structures 
All-Steel 100% Clear-Span Interior 


Circle No. 258 


(af) FUTURE STEEL 


Easy Self-Assembly for the "Do-it-Yourselfer" 
1-800-668-5111 ext.1333 


HC79 - Box 3369 - Pittsburg, Mo 65724 
www.woodenpost.com 
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— Chart 
Your Own 
Future 


Charting a course of your own 
is easier than you think. Wich 
our CNC tools, building a 


business or adding automation 
to an exsisting one is simple. 

|. You'll be up and running 
in no time producing 
everything from signs to 
3D carvings. 


The ShopBot hTop 
Personal Robotic Tool 


| www.shopbottools.com 
888-680-4466 


Practical Computer Controlled Tools. 


Save Money— 


Saw your own lumber 


MISSION ENTERTAINMENT 
ЕЕЕ 


Introducing the finest 
plan on the market 
today! Pages of 
directions and 36 by 48. 
CAD generated plan 
This center will 
accommodate most 32” 
TVs 


Plan 
#232 


d 
AMERICAN. FURNITURE. DESIGN 7 
„РО. BOX 300100 ESCONDIDO, CA 92030 
(TAINMENT CENTER PLAN $19.95 354,50 S&H 
CATALOG $3.00 
760 743-6923. 


www.americanfurnituredsgn.com 
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at’s ahead 


Just some of the articles in the December issue of WOODe (оп sale November 26) 


Dragon pull toy 

Kids will love the way this flexible 
character snaps his head and tail 
side-to-side when towed across the floor. 


Cherry wall mirror 

Got a tablesaw and drill? That's all 
you need to build this 27/4x3974" 
stunner. Feel free to tweak its 
dimensions to suit your needs. 


Arts & Crafts rocking chair 

Simplified construction techniques put the building of this classic furniture 
piece within reach of any woodworker. You'll learn how to leave off the 
госкегѕ and build it as a chair, 100. 


Inlaid serving tray 
^ Fancy yet functional defines 
this weekend project. You may be 
surprised at how easily you can inlay the 
decorative butterflies using a router-bit setup. 


How to laminate curved shapes 
Make bent workpieces, like the rockers on 
the chair, above left, using the tips and tricks 
provided in this article. 


Meet the tray 
master 

See how Delaware 
craftsman Ken 
Schubert fashions 
finely veneered oval 
trays using unique 
homemade gizmos. 


Sharpening machines compared 
We test nine machines, priced from $90 to $600, that 
promise to keep tool edges cool and super sharp. 


i: WOOD magazine November 2002 


| HIGH PERFORMANCE MOBILIZATION 


What's under 
2 your machine? 


HTC Mobile Bases give you convenient shop clean-up, make 

Moving, using and storage a breeze and. open up valuable shop 

Space for more equipments Making it mobile just makes sense! 
What ате you waiting for? 


For your nearest dealer and to request your FREE catalog, call toll-free 1-800-624-2027 


Circle No. 1961 © HTC Products, Inc. 2001 


SHIFT TO 
FULL POWER. 


Circle No. 1610 


SHIFT LOCK 


CORDLESS DRILL SERIES 


INCLUDED IN EACH KIT 
$40.00 Retail Value 


f? f > 
Two-Piece D-31 motor with dual All metal gear transmission Shift-Lock™ Drive System instantly | 2.6Ah (Ni-MH) batteries outlast 
| ball bearings for longer motor life creates efficient power shifts from “drill” to “driver” Ni-Cd with no memory effect 


